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			CAT28C65BHP-20 - SCR / Diode Modules up to 1400V SCR / Diode Fast SAM - PSB 2168 Bridges for Throttle Control SBCX-X - PEB 3081 SCOUT™-S - PSB 21381 Transmitter; Package: PG-TSSOP-10; Frequency Band: 868.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 °C XWAY™ VINAX-CPE - PEB 83000 XWAY™ TWINPASS-E Transmitter; Package: PG-TSSOP-10; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 5.0 dBm; Temperature Range: -40.0 - 125.0 °C Transmitter; Package: PG-TSSOP-10; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 5.0 dBm; Temperature Range: -40.0 - 125.0 °C XWAY™ TANTOS SEROCCO™-M - PEBPEF 20532 Transceiver; Package: PG-TSSOP-38; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 9.0 dBm; Temperature Range: -40.0 - 85.0 °C Transceiver; Package: PG-TSSOP-38; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 9.0 dBm; Temperature Range: -40.0 - 85.0 °C Transmitter; Package: PG-TSSOP-16; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 °C SCR Diode Discs up to 1400V Fast Thyristors SCR / Diode Modules up to 1400V SCR / Diode Phase Control Receiver; Package: PG-TSSOP-28; Frequency Band: 315.0 MHz; Channel Requirements per Band: Multi-Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: yes; Temperature Range: -40.0 - 105.0 °C Receiver; Package: PG-TSSOP-28; Frequency Band: 915.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 85.0 °C Receiver; Package: PG-TSSOP-28; Frequency Band: 434.0 MHz 868.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 105.0 °C Linear Voltage Regulators for Automotive Applications; Package: PG-TO263-7; Regulator Type: single output; Output Voltage: 5V; Accuracy: 2.0 %; Max. Output Current: 400mA; Dropout Voltage: 300mV Receiver; Package: PG-TSSOP-28; Frequency Band: 315.0 MHz; Channel Requirements per Band: Multi-Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 105.0 °C SCOUT&#153;-DX - PSB 21373 x8的EEPROM SCOUT&#153;-P/PX - PSB 21391; PSB 21393 x8的EEPROM 128Kx8 EEPROM 128Kx8 EEPROM High Speed CAN Transceiver - TLE 6250 x8的EEPROM SCOUT&#153;-SX - PSB 21383 x8的EEPROM Transmitter; Package: PG-TSSOP-10; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 &#176;C 
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	Part No.	CAT28C65BHP-20 CAT28C65BHN-15 CAT28C65BHT-20 CAT28C65BHJI-20 CAT28C65BHJI-12 CAT28C65BHJI-15 CAT28C65BHTA-15 CAT28C65BHTA-20 CAT28C65BHTA-12 CAT28C65BT-20 CAT28C65BTI-20 CAT28C65BFKI-20 CAT28C65BHN-12 CAT28C65BFT13-15 CAT28C65BFT13A-15 CAT28C65BFT13I-15 CAT28C65BHFT13-15 CAT28C65BFT14-15 CAT28C65BFT14A-15 CAT28C65BFT14I-15 CAT28C65BHFT14-15 CAT28C65BHFT14A-15 CAT28C65BHFT14I-15 CAT28C65BFNA-15 CAT28C65BFPI-15 CAT28C65BHFNA-15 CAT28C65BFP-15 CAT28C65BFN-15 CAT28C65BFNI-15 CAT28C65BHFPI-15 CAT28C65BFPA-15  

	Description	SCR / Diode Modules up to 1400V SCR / Diode Fast 
 SAM - PSB 2168
Bridges for Throttle Control
SBCX-X - PEB 3081
SCOUT™-S - PSB 21381
Transmitter; Package: PG-TSSOP-10; Frequency Band: 868.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 °C
XWAY™ VINAX-CPE - PEB 83000
XWAY™ TWINPASS-E
Transmitter; Package: PG-TSSOP-10; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 5.0 dBm; Temperature Range: -40.0 - 125.0 °C
Transmitter; Package: PG-TSSOP-10; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 5.0 dBm; Temperature Range: -40.0 - 125.0 °C
XWAY™ TANTOS
SEROCCO™-M - PEBPEF 20532
Transceiver; Package: PG-TSSOP-38; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 9.0 dBm; Temperature Range: -40.0 - 85.0 °C
Transceiver; Package: PG-TSSOP-38; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 9.0 dBm; Temperature Range: -40.0 - 85.0 °C
Transmitter; Package: PG-TSSOP-16; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 °C
SCR Diode Discs up to 1400V Fast Thyristors
SCR / Diode Modules up to 1400V SCR / Diode Phase Control
Receiver; Package: PG-TSSOP-28; Frequency Band: 315.0 MHz; Channel Requirements per Band: Multi-Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: yes; Temperature Range: -40.0 - 105.0 °C
Receiver; Package: PG-TSSOP-28; Frequency Band: 915.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 85.0 °C
Receiver; Package: PG-TSSOP-28; Frequency Band: 434.0 MHz 868.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 105.0 °C
Linear Voltage Regulators for Automotive Applications; Package: PG-TO263-7; Regulator Type: single output; Output Voltage: 5V; Accuracy: 2.0 %; Max. Output Current: 400mA; Dropout Voltage: 300mV
Receiver; Package: PG-TSSOP-28; Frequency Band: 315.0 MHz; Channel Requirements per Band: Multi-Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 105.0 °C
SCOUT&#153;-DX - PSB 21373 x8的EEPROM
SCOUT&#153;-P/PX - PSB 21391; PSB 21393 x8的EEPROM
128Kx8 EEPROM 128Kx8 EEPROM
High Speed CAN Transceiver - TLE 6250 x8的EEPROM
SCOUT&#153;-SX - PSB 21383 x8的EEPROM
Transmitter; Package: PG-TSSOP-10; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 &#176;C
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						 Toshiba, Corp. 
 Infineon Technologies AG
Air Cost Control
TE Connectivity, Ltd.
Amphenol, Corp.
TOKO, Inc.
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 			 Full text search : SCR / Diode Modules up to 1400V SCR / Diode Fast SAM - PSB 2168 Bridges for Throttle Control SBCX-X - PEB 3081 SCOUT™-S - PSB 21381 Transmitter; Package: PG-TSSOP-10; Frequency Band: 868.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 °C XWAY™ VINAX-CPE - PEB 83000 XWAY™ TWINPASS-E Transmitter; Package: PG-TSSOP-10; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 5.0 dBm; Temperature Range: -40.0 - 125.0 °C Transmitter; Package: PG-TSSOP-10; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 5.0 dBm; Temperature Range: -40.0 - 125.0 °C XWAY™ TANTOS SEROCCO™-M - PEBPEF 20532 Transceiver; Package: PG-TSSOP-38; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 9.0 dBm; Temperature Range: -40.0 - 85.0 °C Transceiver; Package: PG-TSSOP-38; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 9.0 dBm; Temperature Range: -40.0 - 85.0 °C Transmitter; Package: PG-TSSOP-16; Frequency Band: 315.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 °C SCR Diode Discs up to 1400V Fast Thyristors SCR / Diode Modules up to 1400V SCR / Diode Phase Control Receiver; Package: PG-TSSOP-28; Frequency Band: 315.0 MHz; Channel Requirements per Band: Multi-Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: yes; Temperature Range: -40.0 - 105.0 °C Receiver; Package: PG-TSSOP-28; Frequency Band: 915.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 85.0 °C Receiver; Package: PG-TSSOP-28; Frequency Band: 434.0 MHz 868.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 105.0 °C Linear Voltage Regulators for Automotive Applications; Package: PG-TO263-7; Regulator Type: single output; Output Voltage: 5V; Accuracy: 2.0 %; Max. Output Current: 400mA; Dropout Voltage: 300mV Receiver; Package: PG-TSSOP-28; Frequency Band: 315.0 MHz; Channel Requirements per Band: Multi-Channel; Modulation Type: ASK / FSK; Digital Baseband / Autonomous RX: no; Temperature Range: -40.0 - 105.0 °C SCOUT&#153;-DX - PSB 21373 x8的EEPROM SCOUT&#153;-P/PX - PSB 21391; PSB 21393 x8的EEPROM 128Kx8 EEPROM 128Kx8 EEPROM High Speed CAN Transceiver - TLE 6250 x8的EEPROM SCOUT&#153;-SX - PSB 21383 x8的EEPROM Transmitter; Package: PG-TSSOP-10; Frequency Band: 434.0 MHz; Channel Requirements per Band: Single Channel; Modulation Type: ASK / FSK; Transmit Power (at 3V): 10.0 dBm; Temperature Range: -40.0 - 125.0 &#176;C   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MCC220-14IO1 MCD220-16IO1 	1400V thyristor modules thyristor/diode module
Thyristor Modules Thyristor/Diode Modules 400 A, 1600 V, SCR
Thyristor Modules Thyristor/Diode Modules 400 A, 1400 V, SCR
	IXYS, Corp.

	SKKH15_05E SKKH15_08E SKKH15 SKKT15 SKKT15_16E SKK	Thyristor / Diode Modules 24 A, 1400 V, SCR
Thyristor / Diode Modules 24 A, 1200 V, SCR
	http://
Semikron International

	MCC56-14IO1 MCD56-18IO8B MCC56 MCC56-08IO1B MCC56-	Thyristor Modules Thyristor/Diode Modules 100 A, 1400 V, SCR, TO-240AA
	IXYS, Corp.
IXYS[IXYS Corporation]

	SKET330 SKET330_12E SKET330_16E SKET330_20E SKET33	Thyristor Modules 600 A, 1400 V, SCR
Thyristor Modules 600 A, 1800 V, SCR
	Semikron International

	TD210N14/20KOF-A TD170N14/20KOF-A DT210N25/16KOF-K	410 A, 1400 V, SCR
350 A, 1400 V, SCR
410 A, 1600 V, SCR
200 A, 1600 V, SCR
	

	FAR-M2CC-25M175-F150-R FAR-M2CC FAR-M2CC-14M318-F1	SCR / Diode Modules up to 1800V SCR / Diode Phase Control VCXO, CLOCK, 25.175 MHz, CMOS OUTPUT
Piezoelectric VCO (6 to 30 MHz) VCXO, CLOCK, 24.576 MHz, CMOS OUTPUT
SCR / Diode Modules up to 2600V SCR / Diode Phase Control
MM,62.5M,LOOSE TUBE      ARMORED BLK-12FBR 1000FT
MM,62.5M,LOOSE TUBE      ARMORED,BLK-6FBR 1000FT
	FUJITSU LTD
Fujitsu, Ltd.
Fujitsu Limited
Fujitsu Component Limited.
FUJITSU[Fujitsu Media Devices Limited]
Fujitsu Microelectronics

	CS16-06GO2 CS5-06GO2 CS5-02GO2 CS112-12IO8 CS52-14	30 A, 600 V, SCR, TO-208AA
18.055 A, 600 V, SCR, TO-64
18.055 A, 200 V, SCR, TO-64
220 A, 1200 V, SCR, TO-209AC
120 A, 1400 V, SCR, TO-209AC
	IXYS CORP

	WKU25010 WKU25016 WKU25014W 	555 A, 1000 V, SCR
555 A, 1600 V, SCR
755 A, 1400 V, SCR
	WESTCODE SEMICONDUCTORS LTD

	VCK105-12IO7 VCC105-16IO7 MCD312-12IO1 	180 A, 1200 V, SCR ECOPAC-11
180 A, 1600 V, SCR ECOPAC-11
Thyristor Modules Thyristor/Diode Modules 520 A, 1200 V, SCR
	IXYS, Corp.

	MDO500 MDO500-12N1 MDO500-14N1 MDO500-16N1 MDO500-	   High Power Diode Modules
High Power Diode Modules 560 A, 1400 V, SILICON, RECTIFIER DIODE
High Power Diode Modules 大功率二极管模块
	IXYS[IXYS Corporation]
IXYS, Corp.

	CM421655 CM421255 	SCR/Diode POW-R-BLOK?Modules 55 Amperes/1200-1600 Volts
SCR/Diode POW-R-BLOK⑩ Modules 55 Amperes/1200-1600 Volts
SCR/Diode POW-R-BLOKModules 55 Amperes/1200-1600 Volts
	Powerex Power Semicondu...
POWEREX[Powerex Power Semiconductors]
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