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			PSD913F1-B-90J -    Flash In-System Programmable ISP Peripherals For 8-bit MCUs Shielded Multiconductor Cable; Number of Conductors:1; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:105 C; Voltage Nom.:300V RoHS Compliant: Yes CAP 4.7UF 15V 10% TANT SOLID MOLDED SMD-3528-21 BULK B-MIL-PRF-55365 Flash在系统可编程ISP的外设的8位微控制 Flash In-System Programmable ISP Peripherals For 8-bit MCUs Flash在系统可编程ISP的外设的8位微控制 CAP 22UF 15V 10% TANT SOLID MOLDED SMD-7343-31 T&R B-MIL-PRF-55365 Flash在系统可编程ISP的外设的8位微控制 CAP 1UF 35V 10% TANT SOLID  MOLDED SMD-3528-21 BULK C-MIL-PRF-55365 CAP 22UF 15V 10% TANT SOLID SMD-7343-31 BULK B-MIL-PRF-55365/08 Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:White; Leaded Process Compatible:Yes RoHS Compliant: Yes CAP 0.1UF 50V 10% TANT SOLID MOLDED AXIAL A-CASE BULK MIL-PRF-49137/5 Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper; Shielding Coverage:90%; Conductor Material:Copper RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:105 C; Voltage Nom.:300V RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper RoHS Compliant: Yes CAP 4.7UF 20V 10% TANT SOLID MOLDED AXIAL B-CASE BULK MIL-PRF-49137/5 CAP 4.7UF 15V 10% TANT SOLID  MOLDED SMD-3528-21 BULK B-MIL-PRF-55365 Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper; Shielding Coverage:90%; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:1; Conductor Size AWG:22; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper; Shielding Coverage:90%; Conductor Material:Copper RoHS Compliant: Yes 
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	Description	   Flash In-System Programmable ISP Peripherals For 8-bit MCUs 
 Shielded Multiconductor Cable; Number of Conductors:1; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:105 C; Voltage Nom.:300V RoHS Compliant: Yes
CAP 4.7UF 15V 10% TANT SOLID MOLDED SMD-3528-21 BULK B-MIL-PRF-55365 Flash在系统可编程ISP的外设的8位微控制
Flash In-System Programmable ISP Peripherals For 8-bit MCUs Flash在系统可编程ISP的外设的8位微控制
CAP 22UF 15V 10% TANT SOLID MOLDED SMD-7343-31 T&R B-MIL-PRF-55365 Flash在系统可编程ISP的外设的8位微控制
CAP 1UF 35V 10% TANT SOLID  MOLDED SMD-3528-21 BULK C-MIL-PRF-55365
CAP 22UF 15V 10% TANT SOLID SMD-7343-31 BULK B-MIL-PRF-55365/08
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:White; Leaded Process Compatible:Yes RoHS Compliant: Yes
CAP 0.1UF 50V 10% TANT SOLID MOLDED AXIAL A-CASE BULK MIL-PRF-49137/5
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper; Shielding Coverage:90%; Conductor Material:Copper RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:105 C; Voltage Nom.:300V RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper RoHS Compliant: Yes
CAP 4.7UF 20V 10% TANT SOLID MOLDED AXIAL B-CASE BULK MIL-PRF-49137/5
CAP 4.7UF 15V 10% TANT SOLID  MOLDED SMD-3528-21 BULK B-MIL-PRF-55365
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper; Shielding Coverage:90%; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:1; Conductor Size AWG:22; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper; Shielding Coverage:90%; Conductor Material:Copper RoHS Compliant: Yes
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 			 Full text search :    Flash In-System Programmable ISP Peripherals For 8-bit MCUs Shielded Multiconductor Cable; Number of Conductors:1; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:105 C; Voltage Nom.:300V RoHS Compliant: Yes CAP 4.7UF 15V 10% TANT SOLID MOLDED SMD-3528-21 BULK B-MIL-PRF-55365 Flash在系统可编程ISP的外设的8位微控制 Flash In-System Programmable ISP Peripherals For 8-bit MCUs Flash在系统可编程ISP的外设的8位微控制 CAP 22UF 15V 10% TANT SOLID MOLDED SMD-7343-31 T&R B-MIL-PRF-55365 Flash在系统可编程ISP的外设的8位微控制 CAP 1UF 35V 10% TANT SOLID  MOLDED SMD-3528-21 BULK C-MIL-PRF-55365 CAP 22UF 15V 10% TANT SOLID SMD-7343-31 BULK B-MIL-PRF-55365/08 Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:19 x 34; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:White; Leaded Process Compatible:Yes RoHS Compliant: Yes CAP 0.1UF 50V 10% TANT SOLID MOLDED AXIAL A-CASE BULK MIL-PRF-49137/5 Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper; Shielding Coverage:90%; Conductor Material:Copper RoHS Compliant: Yes Shielded Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:105 C; Voltage Nom.:300V RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper RoHS Compliant: Yes CAP 4.7UF 20V 10% TANT SOLID MOLDED AXIAL B-CASE BULK MIL-PRF-49137/5 CAP 4.7UF 15V 10% TANT SOLID  MOLDED SMD-3528-21 BULK B-MIL-PRF-55365 Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper; Shielding Coverage:90%; Conductor Material:Copper RoHS Compliant: Yes Multiconductor Cable; Number of Conductors:1; Conductor Size AWG:22; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper; Shielding Coverage:90%; Conductor Material:Copper RoHS Compliant: Yes   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	MC33389 	MC33389 SYS Basis Chip Low Speed     Fault tolerant CAN
	Motorola

	TC115501EMTTR TC115 TC115301ECT TC115301EMTTR TC11	The TC115 is a high-efficiency step-up DC/DC converter for small, low input voltage or battery powered sys-tems. This device has ...
The TC115 is a high-efficiency step-up DC/DC converter for small, low input voltage or battery powered sys-tems. This device has a guaranteed start-up voltage of 0.9V and a typical supply current of 80 µA. Phase compensation and soft-
PFM/PWM Step-Up DC/DC Converter
	MICROCHIP[Microchip Technology]

	5111595-4 	.050 Inch x 0.100 Inch Centerline Cable-to-Board AMPMODU System 50 Connector System; 020 ASSY SYS 50 PADDLEBOARD ( AMP )
	Tyco Electronics

	PMMK150D-C PMMK150D-A PMMK150D-B PMMK150S-24 PMMK1	Medical Grade 150 Watt Open Frame with PFC
AP,MONO,10PF,100V,5%,NPO INCREMENTS of 10
CABLE,SYS K/B TO SWITCH BOX,2' 6PM-mDIN,6P-mDIN FOR 79177
CAP,MONO,33PF,100V,5%,NPO -10
AP,MONO,22PF,100V,5%,NPO INCREMENTS of 10 医药50瓦的功率因数校正开放框
	Astrodyne, Inc.

	GB082BHYBANDA-V01 GB082BHGBANLA-V01 GB082BHGAAMDA-	SWITCH,PB,MINI,SPDT,ON-(ON) SOLDER,120V/1A,1/4"MTNG
MOTOR,GEAR,20RPM@12VDC SHFT:.24"Dx.7"L,SOLDER TAB
SOCKET,STD DIN,FEMALE,5PIN, PANEL MOUNT
PLUG,STD.DIN MALE,6PIN, W/STRAIN RELIEF
HEAT GUN,HI/LO TEMP/1000W, UL
ACCESSORY FOR GDT-1001A,254925 GDT-1004
TEST LEADS,ONE BLACK,ONE RED
FUSE HOLDER,PC FUSE CLIP 5mm DIA FUSE,SIDE LEADS   (10)
USEHOLDER,PC FUSE CLIP,5mm FRONT/BACK LDS,GM SERIES(10)
USEHOLDER,PC FUSE CLIP,3AG .25"DIA,.25"Lx.27"Wx.33"H (10)
MOTOR,GEAR,2RPM@24VDC SHT:.24"Dx.7"L,SOLDER TAB
PWR CORD,6',AWG18/2,SPT2,BLK PIGTAIL UL/CSA
SOCKET,STD DIN,FEMALE,5PIN, RT.ANGLE,PC MOUNT
FUSE,GMA FAST ACTING,2A,250V 5mm x 20mm  (10)
FUSEHOLDER,IN-LINE,20AWGx3/3"L 1.25"x.25"FUSE
USE,GMA FAST ACTING,.250A 250V,5mm x 20mm    (10)
FUSE,GMA FAST ACTING,1A,250V 5mm x 20mm  (10)
FUSE,GMA FAST ACTING,5A,250V 5mm x 20mm   (10)
FUSE HOLDER,PANEL MOUNT,SCREW CAP,5x20mm FUSE,SOLDER
FUSEHOLDER,PANEL MOUNT,LOW PRO 5x20mm FUSE,SOLDER TERM,UL/CS
FUSE,GMA FAST ACTING,3A,250V 5mm x 20mm  (10)
FUSE,GMA FAST ACTING,.5A 250V,5mm x 20mm  (10)
MOTOR,GEAR,225RPM,12VDC SHFT:.15"X.57",SOLDER TAB
CABLE ASM,RG58/U,15' BNC TO BNC,50 ohm,M-M
TOOL,MINI DRILL,STAND IS P/N 26711,
SWITCH,TOG,SPST,ON-OF(SMTS101) SOLDER,250V/1.5A,7/32"MTNG.
SWITCH,TOG,SUB,SPDT,ON-OFF-ON, SOLDER,250V/1.5A,7/32"MTNG.
CASE,ABS SPEEDY,4.875"x2.5"x 1.5" 180/cs
HEAT SINK,80486CPU,W TAPE 1.7"L X 1.6"W X 0.4"H
CABLE,USB 2.0,A/A,15',CLEAR USB-A MALE TO USB-A FEMALE
CABLE,USB 2.0,A/A,6',CLEAR USB-A MALE TO USB-A FEMALE
MOTOR,GEAR,42RPM@12VDC SHFT:.16"Dx.6"L,SOLDER TAB
CASE,ALUMINUM,7"x6.2"x4.6" 50/cs
CASE,ABS SPEEDY,6"x3.5"x1.875" 83/cs
MOTOR,GEAR,10rpm@12vdc SHFT:.16"Dx.6"L,SOLDER TAB
PWR CORD,6',AWG 18/3,SVT,BEIGE DETACHABLE,UL/CSA
CABLE ASSEMBLY,RG58/U,1 FOOT RIGHT ANGLE(2).BNCtoBNC,50ohm
SWITCH,TOG,MINI,SPDT,(MTS123) (ON)OFF,SOLDR,125V/6A,1/4"MTNG
KNOB,1/4"SHAFT,ROUND,BLK, .55"DIAx.52"H,W/1 SET SCREW
SWITCH,TOG,SPST,ON-OFF(MTS101) SOLDER,125V/6A,1/4"MTNG.
SWITCH,TOG,FULL,SPST,ON-OFF SOLDER,125V/4A,1/2"MTNG.
SOLDER ROLL,ROHS,PB FREE, 1.0mm DIA.,SN96.5/AG3.5,(250g)
CASE,PSU BOX,3.35"H X 2.68"W X 2.22" D,NON VENTED
ADAPTER,AT,K/B-PS/2 SYS, 1.40",5P DIN FEM-6P MIN DIN M
LAMP,#7382,INCANDESCENT T-1-3/4,14.00V,.080A,.300MSCP
PWR SPLY,TBL,REG,24VDC/1A,F2 2.1mm X 5.5mm,UL/ROHS
LAMP,#86,INCANDESCENT T-1-3/4,6.30V,.200A,.40MSCP(5)
SWITCH,TOG,MINI,SPDT(MTS103A2) ON-OFF-ON,PCB,125V/6A,1/4"MTN
LAMP,#7387,INCANDESCENT T-1-3/4,2800V,.040A,.300MSCP
SWITCH,KEYLOCK,SPST,ROUND MINI 3A,.875"Lx.5"W,BARREL TERM
SWITCH,TOG,SPDT,ON-ON(MTS102) SOLDER,125V/6A,1/4"MTNG,ROUND
SWITCH,TOG,MINI,SPDT(MTS103) ON-OFF-ON,125V/6A,1/4"MTNG.
CASE,ALUMINUM,4.0"x2"x2.8" 250/cs
CASE,ALUMINUM,5"x4"x3" 100/cs
ADAPTER,PS/2 K/B-AT SYS, 1.40",6P MIN DIN FEM-5P DIN M
TERMINAL BLOCK,4 POS,10AMP, METRIC UL,DOUBLE ROW
SWITCH,TOG,SPDT,ON-ON,PC Term 120V/5A,1/4"MOUNTING,MTS102
SWITCH,KEYLOCK,SPST,ROUND,TERM KEY#2341,ALL KEYED ALIKE
MOTOR,GEAR,44RPM@12VDC SHFT:.24"Dx.7"L,SOLDER TAB
MOTOR,GEAR,2RPM@12VDC SHFT:.24"Dx.7"L,SOLDER TAB
CASE,INSTRUMENT,7.9"x6.3x2.5 75/cs
CASE,INSTRUMENT,10"x7.5"x3.1 40/cs
CASE,ABS SPEEDY,7.5"x4.25"x 2.25"  50/cs
CASE,FLIPTOP,PLASTIC,8.4"x4.5" x1.4",W/LID  100/cs
SLDR ROLL,ROHS,PB FREE,1.0mm DIAMETER,SN99.3/CU0.7,(250g)
RELAY,ENCL,SPDT (953-1C-12DM) 12VDC,20/10 CONT,155ohm COIL
MOTOR,GEAR,200RPM,12VDC SHFT:.24"Dx.71"L,SOLDER TABS
MODULAR JACK, 4P4C, WIDER 0.18&quot; BODY 规格液晶模块
CABLE,USB 2.0,A/A,15&apos;,CLEAR USB-A MALE TO USB-A MALE 规格液晶模块
ED,RED,660NM,T-1,(3MM), 3MCD@20MA,1.8V@10MA,(10) 规格液晶模块
SPECIFICATIONS FOR LCD MODULE 规格液晶模块
MOTOR,GEAR,300RPM,12VDC @ 25MA .23&quot;x.70&quot;,FLAT.46&quot;,METAL GEAR 规格液晶模块
PWR CORD,14&apos;,AWG 18/3,SJT,BLK DETACHABLE,UL/CSA 规格液晶模块
PWR CORD,8&apos;,AWG 18/3,SVT,GRY UL/CSA 规格液晶模块
SWITCH,TOG,SUB,SPDT,ON-ON, SOLDER,125V/3A,7/32&quot;MTNG. 规格液晶模块
FUSE,MDL SLOW BLOW,250mA,250V, .25&quot;x1.25&quot; 规格液晶模块
SWITCH,TOG,MINI,DPDT,ON-ON SOLDER,125V/6A,1/4&quot;MTNG. 规格液晶模块
TOOL,DRILL STAND 规格液晶模块
COUPLER,CAT5,MODULAR,IN-LINE, STRAIGHT RJ45,8P8C JACK(F)TO8P 规格液晶模块
SWITCH,PB,MINI,SPDT,ON-(ON) SOLDER,120V/5A,1/4&quot;MTNG. 规格液晶模块
SWITCH,PB,MINI,SPDT,ON-(ON) SOLDER,120V/1A,1/4&quot;MTNG
MOTOR,GEAR,44RPM@12VDC SHFT:.24&quot;Dx.7&quot;L,SOLDER TAB
MOTOR,GEAR,42RPM@12VDC SHFT:.16&quot;Dx.6&quot;L,SOLDER TAB
MOTOR,GEAR,200RPM,12VDC SHFT:.24&quot;Dx.71&quot;L,SOLDER TABS
MOTOR,GEAR,150RPM,12VDC SHFT:.24&quot;Dx.71&quot;L
MOTOR,GEAR,225RPM,12VDC SHFT:.15&quot;X.57&quot;,SOLDER TAB
PLUG,BANANA,1/4&quot;SET SCREW, 1 RED/1 BLACK,1 PAIR
FUSE,MDL SLOW BLOW,2A,250V, .25&quot;x1.25&quot;
CASE,INSTRUMENT,10&quot;x7.5&quot;x3.1 40/cs
CASE,ABS SPEEDY,4.875&quot;x2.5&quot;x 1.5&quot; 180/cs
CASE,ABS SPEEDY,7.5&quot;x4.25&quot;x 2.25&quot;  50/cs
CASE,ALUMINUM,4.0&quot;x2&quot;x2.8&quot; 250/cs
	Jewel Hill Electronic Co., Ltd.
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