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			PIC16F914EML301 - Electrical Duct/Raceway Fitting; Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:Solid; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Triple Line Receiver; Package: SOIC 16 LEAD; No of Pins: 16; Container: Tape and Reel; Qty per Container: 2500 GIGATRUE 550 CAT PATCH   CBL NO BOOT 100F GR 25 PK GIGATRUE 550 CAT6 PATCH  2 FT, NON BOOT, RED INTERNAL ELBOW           SCA-2317 Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:Solid; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:Solid; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes BBG ECL RCVR TRPL LINE; Package: SOIC 16 LEAD; No of Pins: 16; Container: Tape and Reel; Qty per Container: 2500 GIGATRUE 550 CAT PATCH   CABLE NO BOOT 1FT RED GIGATRUE 550 CAT PATCH   CABLE NO BOOT 3FT RED Triple Line Receiver; Package: SOIC 16 LEAD; No of Pins: 16; Container: Rail; Qty per Container: 48 GIGATRUE 550 CAT PATCH   CBL NO BOOT 3FT RD 25 PK GIGATRUE 550 CAT PATCH   CBL NO BOOT 50FT GR 25 PK Global Limit Switches Series GLS: Top Roller Plunger, 1NC 1NO SPDT Snap Action, 0.5 in - 14NPT conduit 28/40/44-Pin闪光的基础上，8位LCD驱动器和纳瓦技术的CMOS微控制器 28/40/44-Pin Flash-Based, 8-Bit CMOS Microcontrollers with LCD Driver and nanoWatt Technology 28/40/44-Pin闪光的基础上，8位LCD驱动器和纳瓦技术的CMOS微控制器 GIGATRUE 550 CAT PATCH CBL NO BOOT 50FT GR 25 PK 28/40/44-Pin闪光的基础上，8位LCD驱动器和纳瓦技术的CMOS微控制器 
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	Part No.	PIC16F914E/ML301 PIC16F914E/P301 PIC16F914E/PT301 PIC16F914E/SO301 PIC16F914E/SP301 PIC16F917E/ML301 PIC16F917E/P301 PIC16F917E/PT301 PIC16F917E/SO301 PIC16F917E/SP301 PIC16F913E/PT301 PIC16F913E/P301 PIC16F913E/ML301 PIC16F914I/ML301 PIC16F916I/P301 PIC16F914I/P301 PIC16F914I/SP301 PIC16F917I/ML301 PIC16F917I/SP301 PIC16F917I/PT301 PIC16F917I/SO301 PIC16F917I/P301 PIC16F916I/SP301 PIC16F916I/SO301 PIC16F916E/ML301 PIC16F916E/PT301 PIC16F916E/SP301 PIC16F914I/SO301 PIC16F916I/ML301 PIC16F916I/PT301 PIC16F916E/SO301  

	Description	Electrical Duct/Raceway Fitting; 
 Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:Solid; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Triple Line Receiver; Package: SOIC 16 LEAD; No of Pins: 16; Container: Tape and Reel; Qty per Container: 2500
GIGATRUE 550 CAT PATCH   CBL NO BOOT 100F GR 25 PK
GIGATRUE 550 CAT6 PATCH  2 FT, NON BOOT, RED
INTERNAL ELBOW           SCA-2317
Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:Solid; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:Solid; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
BBG ECL RCVR TRPL LINE; Package: SOIC 16 LEAD; No of Pins: 16; Container: Tape and Reel; Qty per Container: 2500
GIGATRUE 550 CAT PATCH   CABLE NO BOOT 1FT RED
GIGATRUE 550 CAT PATCH   CABLE NO BOOT 3FT RED
Triple Line Receiver; Package: SOIC 16 LEAD; No of Pins: 16; Container: Rail; Qty per Container: 48
GIGATRUE 550 CAT PATCH   CBL NO BOOT 3FT RD 25 PK
GIGATRUE 550 CAT PATCH   CBL NO BOOT 50FT GR 25 PK
Global Limit Switches Series GLS: Top Roller Plunger, 1NC 1NO SPDT Snap Action, 0.5 in - 14NPT conduit 28/40/44-Pin闪光的基础上，8位LCD驱动器和纳瓦技术的CMOS微控制器
28/40/44-Pin Flash-Based, 8-Bit CMOS Microcontrollers with LCD Driver and nanoWatt Technology 28/40/44-Pin闪光的基础上，8位LCD驱动器和纳瓦技术的CMOS微控制器
GIGATRUE 550 CAT PATCH CBL NO BOOT 50FT GR 25 PK 28/40/44-Pin闪光的基础上，8位LCD驱动器和纳瓦技术的CMOS微控制器
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 			 Full text search : Electrical Duct/Raceway Fitting; Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:Solid; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Triple Line Receiver; Package: SOIC 16 LEAD; No of Pins: 16; Container: Tape and Reel; Qty per Container: 2500 GIGATRUE 550 CAT PATCH   CBL NO BOOT 100F GR 25 PK GIGATRUE 550 CAT6 PATCH  2 FT, NON BOOT, RED INTERNAL ELBOW           SCA-2317 Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:Solid; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes Hook-Up Wire; Conductor Size AWG:30; No. Strands x Strand Size:Solid; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes BBG ECL RCVR TRPL LINE; Package: SOIC 16 LEAD; No of Pins: 16; Container: Tape and Reel; Qty per Container: 2500 GIGATRUE 550 CAT PATCH   CABLE NO BOOT 1FT RED GIGATRUE 550 CAT PATCH   CABLE NO BOOT 3FT RED Triple Line Receiver; Package: SOIC 16 LEAD; No of Pins: 16; Container: Rail; Qty per Container: 48 GIGATRUE 550 CAT PATCH   CBL NO BOOT 3FT RD 25 PK GIGATRUE 550 CAT PATCH   CBL NO BOOT 50FT GR 25 PK Global Limit Switches Series GLS: Top Roller Plunger, 1NC 1NO SPDT Snap Action, 0.5 in - 14NPT conduit 28/40/44-Pin闪光的基础上，8位LCD驱动器和纳瓦技术的CMOS微控制器 28/40/44-Pin Flash-Based, 8-Bit CMOS Microcontrollers with LCD Driver and nanoWatt Technology 28/40/44-Pin闪光的基础上，8位LCD驱动器和纳瓦技术的CMOS微控制器 GIGATRUE 550 CAT PATCH CBL NO BOOT 50FT GR 25 PK 28/40/44-Pin闪光的基础上，8位LCD驱动器和纳瓦技术的CMOS微控制器   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	N3753AADC6P N3753AADC48P N3753BADC48P N3753CADC48P	Suitable for automatic control, household electrical appliances and machinery electrical facilities.
	DB Lectro Inc

	DH2851AC DH2851DC DH1851DC DH1851AC 	Duct Detectors
	Systemsensor advanced ideas.

	A2121 ST-10 ST-1.5 ED-DPI ED-DPR ST-5 ST-3 	Intelligent Duct Smoke Detectors
	Systemsensor advanced ideas.

	DH400ACDCA DH400ACDCI 	4-Wire Duct Smoke Detector
	Systemsensor advanced ideas.

	PS24LOW SSK451 MHR/MHW RA400Z RTS451 RTS451KEY 	Duct Smoke Detector Accessories
	Systemsensor advanced ideas.
Systemsensor advanced i...

	CPD-7051D FST-10 RCM-606 RCM-505 DH-60 PSD-7155D F	Duct Housing, 4-wire, less detector head
	Gamewell-FCI by Honeywell

	A5064 	4-Wire Photoelectric Low-Flow Duct Smoke Detector
	Systemsensor advanced ideas.

	DH100ACDCLP 	4-Wire Photoelectric Low-Flow Duct Smoke Detector
	Systemsensor advanced ideas.

	IM-10 CR-6 DH500 ST-10 ST-1.5 CZ-6 1551B 	Multiple Input and Output Modules
Intelligent Duct Smoke Detector
	Systemsensor advanced ideas.

	SRCABLEVRT6 	   SmartRack 6 in. Wide High Capacity Vertical Cable Manager - Double finger duct with cover
	Tripp Lite. All Rights ...

	PXA255 GDPXA255A0E400 LUPXA255A0E400 LUPXA255A0C20	Electrical, Mechanical, and Thermal Specification
Intel? PXA255 Processor Electrical, Mechanical, and Thermal Specification
	Intel Corporation
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