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			NX8563LA-AZ - ; Leaded Process Compatible:Yes TVS UNI-DIR 68V 1500W DO-201 TVS BI-DIR 68V 1500W DO-201 3A 100V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 CONVERTER DC-DC 1W 5V/14V SGL CONVERTER DC-DC 1W 5V/12V SGL CONVERTER DC-DC 1W 7V/7V DUAL DIODE ZENER SINGLE 200mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-323 3K/REEL NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 MILITARY BATTERY RoHS Compliant: NA 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 DIODE ZENER SINGLE 500mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-123 3K/REEL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 CONVERTER DC-DC 1W 5V/5V DUAL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块2.5 GB /秒，110公里240公里REACH的DWDM城域和有线电视领域的应用 
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	Part No.	NX8563LA-AZ NX8563LA509-CD NX8563LAS509-CD NX8563LA525-CC NX8563LAS525-CC NX8563LA334-CD NX8563LAS334-CD NX8563LA350-CD NX8563LAS350-CD NX8563LA429-CC NX8563LAS429-CC NX8563LA525-CD NX8563LAS525-CD NX8563LA437-CD NX8563LA437-CC NX8563LA350-CC NX8563LAS334-CC NX8563LA334-CC NX8563LA533-CC NX8563LAS533-CC NX8563LAS541-CC NX8563LA366-CC NX8563LA565-CC NX8563LAS565-CC NX8563LAS366-CC NX8563LA501-CD NX8563LA303-CD NX8563LA405-CD NX8563LAS405-CD NX8563LA606-CD NX8563LA606-CC  

	Description	; Leaded Process Compatible:Yes 
 TVS UNI-DIR 68V 1500W DO-201
TVS BI-DIR 68V 1500W DO-201
3A 100V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500
CONVERTER DC-DC 1W 5V/14V SGL
CONVERTER DC-DC 1W 5V/12V SGL
CONVERTER DC-DC 1W 7V/7V DUAL
DIODE ZENER SINGLE 200mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-323 3K/REEL
NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用
MILITARY BATTERY RoHS Compliant: NA 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用
DIODE ZENER SINGLE 500mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-123 3K/REEL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用
CONVERTER DC-DC 1W 5V/5V DUAL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用
NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块2.5 GB /秒，110公里240公里REACH的DWDM城域和有线电视领域的应用
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 			 Full text search : ; Leaded Process Compatible:Yes TVS UNI-DIR 68V 1500W DO-201 TVS BI-DIR 68V 1500W DO-201 3A 100V Schottky Rectifier; Package: Axial Lead 9.50x5.30mm, 25.4x1.20mm Pkg, Lead len/dia; No of Pins: 2; Container: Bulk; Qty per Container: 500 CONVERTER DC-DC 1W 5V/14V SGL CONVERTER DC-DC 1W 5V/12V SGL CONVERTER DC-DC 1W 7V/7V DUAL DIODE ZENER SINGLE 200mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-323 3K/REEL NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 MILITARY BATTERY RoHS Compliant: NA 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 DIODE ZENER SINGLE 500mW 5.6Vz 20mA-Izt 0.02504 0.5uA-Ir 2.5 SOD-123 3K/REEL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 CONVERTER DC-DC 1W 5V/5V DUAL 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块.5 GB /秒，110公里40公里REACH的DWDM城域和有线电视领域的应用 NECs DIRECTLY MODULATED InGaAsP MQW-DFB LASER DIODE MODULE FOR 2.5 GB/s, 110 KM AND 240 KM REACH DWDM METRO AND CATV APPLICATIONS 邻舍直接调制InGaAsP多量子阱激光器激光二极管模块2.5 GB /秒，110公里240公里REACH的DWDM城域和有线电视领域的应用   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	BL-C3121 BL-R213Q-T BL-R453Q-T BL-R113Q-T BL-R513Q	Connector Wall Plate; Color:Electric White; Leaded Process Compatible:Yes; No. of Ports:2 RoHS Compliant: Yes 标准LED节能
Connector Wall Plate; Color:Electric White; Leaded Process Compatible:Yes; No. of Ports:6 RoHS Compliant: Yes 标准LED节能
STANDARD LED LAMPS 标准LED节能
Connector Wall Plate; Color:Almond; Leaded Process Compatible:Yes; No. of Ports:2 RoHS Compliant: Yes
Cable Termination Tool; For Use With:GigaFlex Modules, MediaFlex Inserts; Body Material:Durable Plastic; Leaded Process Compatible:Yes RoHS Compliant: Yes
	?╁??′唤??????
Yellow Stone, Corp.
早安股份有限公司
ETC

	8230-90-RC 8230-94-RC 8230-78-RC 8230-76-RC 8230-5	Inductor; Series:8230; Inductance:820uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:3.8MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 820 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:100nH; Inductance Tolerance: /- 10 %; Q Factor:40; Self Resonant Frequency:690MHz; Core Material:Phenolic; Leaded Process Compatible:Yes 1 ELEMENT, 0.1 uH, PHENOLIC-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:270uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:8MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 270 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:220uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:9MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 220 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:39uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:22MHz; Core Material:Ferrite; Leaded Process Compatible:Yes 1 ELEMENT, 39 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:15uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:35MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 15 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:18uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:32MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 18 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:27uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:22MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 27 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:2.7uH; Inductance Tolerance: /- 10 %; Q Factor:37; Self Resonant Frequency:100MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 2.7 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:560nH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:300MHz; Core Material:Phenolic; Leaded Process Compatible:Yes 1 ELEMENT, 0.56 uH, PHENOLIC-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:6.8uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:60MHz; Core Material:Iron; Leaded Process Compatible:Yes 1 ELEMENT, 6.8 uH, IRON-CORE, GENERAL PURPOSE INDUCTOR
Inductor; Series:8230; Inductance:1.5uH; Inductance Tolerance: /- 10 %; Q Factor:28; Self Resonant Frequency:140MHz; Core Material:Iron; Leaded Process Compatible:Yes
Inductor; Series:8230; Inductance:4.7uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:75MHz; Core Material:Iron; Leaded Process Compatible:Yes
Inductor; Series:8230; Inductance:3.3uH; Inductance Tolerance: /- 10 %; Q Factor:45; Self Resonant Frequency:90MHz; Core Material:Iron; Leaded Process Compatible:Yes
	Bourns, Inc.
BOURNS INC

	5704-RC 5705-RC 5711-RC 5717-RC 5706-RC 5707-RC 57	CHOKE RF HI CURR 275UH 15% RAD 1 ELEMENT, 275 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 450 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 50 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:500uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4A; DC Resistance Max:0.12ohm; Leaded Process Compatible:Yes 1 ELEMENT, 500 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:25uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:9A; DC Resistance Max:0.012ohm; Leaded Process Compatible:Yes 1 ELEMENT, 25 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:75uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:5A; DC Resistance Max:0.04ohm; Leaded Process Compatible:Yes 1 ELEMENT, 75 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 800 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:150uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4.75A; DC Resistance Max:0.046ohm; Leaded Process Compatible:Yes 1 ELEMENT, 150 uH, GENERAL PURPOSE INDUCTOR
Inductor, Toroidal 1 ELEMENT, 1250 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:5700; Inductance:1.6mH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:1.5A; DC Resistance Max:1.27ohm; Leaded Process Compatible:Yes 1 ELEMENT, 1600 uH, GENERAL PURPOSE INDUCTOR
High Current Toroid Inductors
	Bourns, Inc.
Bourns Electronic Solutions
Bourns Electronic Solut...

	CA56-21GWA CA56-21 CC56-21 CC56-21EWA CA56-21YWA C	Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
PC Board Connector; No. of Contacts:40; Pitch Spacing:0.05"; Mounting Type:PCB Right Angle Thru Hole; Gender:Female; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes 14.2MM 4位数的显示展
D Subminiature Connector; Gender:Female; Number of Contacts:36; Contact Termination:PC Board; Body Material:Steel; Contact Plating:Gold Over Nickel; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
14.2MM FOUR DIGIT NUMERIC DISPLAYS
	Electronic Theatre Controls, Inc.
ETC
Kingbright Electronic

	H7422 H7422-01 H7422P-50 H7422-02 H7422-20 H7422-4	Jack Screw; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
OSC 5V SMT PLAS 14X9 CMOS
Slidelock; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Photosensor Modules
	Hamamatsu Photonics
HAMAMATSU[Hamamatsu Corporation]

	5800-123-RC 5800-102-RC 5800-152-RC 5800-121-RC 58	High I , Axial Choke 1 ELEMENT, 12000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR
RF Choke; Series:5800; Inductance:1mH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.2A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:2.3ohm
RF Choke; Series:5800; Inductance:1.5mH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.158A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:3.45ohm
RF Choke; Series:5800; Inductance:120uH; Inductance Tolerance: /- 10 %; Terminal Type:Axial Leaded; Core Material:Ferrite; Current Rating:0.508A; Leaded Process Compatible:Yes; Mounting Type:Through Hole; Resistance:0.283ohm
VW-1 rated shrink tubing to cover winding
	Bourns, Inc.
BOURNS INC
Bourns Electronic Solutions
Bourns Electronic Solut...

	BL-XA1361-F7 BL-XF0361-F7 BL-XJB361-F7 BL-XJD361-F	AXIAL LED LAMPS WITH GULL WING LEAD 轴向LED节能灯带鸥翼
Rotary Switch; Contact Current Max:6A; No. of Poles:4; No. of Switch Positions:3; Indexing:30 ; Switch Terminals:Solder Lug RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:33pF; Capacitance Tolerance: /- 5%; Series:CD4; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:2.5mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
D-Subminiature Connector; No. of Contacts:9; D Sub Shell Size:DB9; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Yellow Stone, Corp.
早安股份有限公司
Yellow Stone Corp

	J300B TP6451 TP5952 TP5951 TP6449 TP6450 MPF108 	TRANSISTOR | JFET | N-CHANNEL | 15MA I(DSS) | TO-92
; No. of Switch Positions:2; Number of Positions:2; Switch Features:Tumbler Lock With Detent
Detection Switch; Contact Current Max:300mA; Circuitry:SPDT; Actuator Style:Hinge Lever; Current Rating:0.3A; Leaded Process Compatible:Yes; Mounting
Rotary Keylock Switch; Key Removal Position:Center; Circuitry:SPST; Indexing:90 ; Contact Current Max:4A; Leaded Process Compatible:Yes
Keylock Switch; Contact Current Max:4A; No. of Poles:2; Indexing:90 ; Switch Terminals:Solder Lug; Key Removal Position:1; Leaded Process Compatible
TRANSISTOR | JFET | N-CHANNEL | 25V V(BR)DSS | 24MA I(DSS) | TO-92 晶体管|场效应| N沟道| 25V的五（巴西）直| 24mA的我（直）|92
	东电?中国)投资有限公司

	IDT74FCT825BTSOB IDT74FCT825BTSO IDT74FCT825BTQB I	Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:60V; Package/Case:A; Terminal Type:Axial Leaded; ESR:15ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:125V; Package/Case:A; Terminal Type:Axial Leaded; ESR:14ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 10 %; Working Voltage, DC:125V; Package/Case:A; Terminal Type:Axial Leaded; ESR:14ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Tantalum Electrolytic Capacitor; Capacitance:0.33uF; Capacitance Tolerance: /- 20 %; Working Voltage, DC:50V; Package/Case:A; Terminal Type:Axial Leaded; ESR:15ohm; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
CAP 0.82UF 50V 10% X7R SMD-1210 TR-7-PL SN-NIBAR
CAP 0.1UF 50V 10% X7R SMD-1805 TR-7-PL SN-NIBAR
HIGH-PERFORMANCE CMOS BUS INTERFACE REGISTERS FCT SERIES, 9-BIT DRIVER, TRUE OUTPUT, CDFP24
	IDT[Integrated Device Technology]
Integrated Device Technology, Inc.
INTEGRATED DEVICE TECHNOLOGY INC
Integrated Device Techn...

	SLD323V-3 SLD323V SLD323V-1 SLD323V-2 SLD323V-21 S	Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:24-TSSOP; IC Generic Number:4270; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C 1W的高功率密度激光二极管
Stereo CODEC IC; IC Function:Stereo CODEC IC; Package/Case:28-TSSOP; Leaded Process Compatible:No; Operating Temp. Max:-40 C; Operating Temp. Min:85 C; Peak Reflow Compatible (260 C):No; Supply Voltage:3.1V RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:24-TSSOP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:6; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
24BIT CODEC AUDIO, 4271, TSSOP28; Resolution, Bits:24bit; Sample Rate:192kHz; DACs, No. of:2; Interface Type:Serial; Output Type:Differential; Voltage, Supply Min:2.37V; Voltage, Supply Max:5.25V; Termination Type:SMD;
A/D Converter (A-D) IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
High Power Density 1W Laser Diode
	Sony, Corp.
SONY[Sony Corporation]

	24101 24100 24S101 24S100 24680 24220 24S6R8 2400 	IC CODEC SPKRPHONE 2CH 20-SOIC 1 ELEMENT, 15 uH, GENERAL PURPOSE INDUCTOR, SMD
Bobbin Wound Surface Mount Inductors 1 ELEMENT, 22 uH, GENERAL PURPOSE INDUCTOR, SMD
Receiver IC; Supply Voltage:5V; Package/Case:28-TSSOP; Frequency:192GHz; Leaded Process Compatible:No; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V RoHS Compliant: Yes
Receiver IC; Supply Voltage:5V; Package/Case:28-SOIC; Frequency:192GHz; Leaded Process Compatible:No; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No; Supply Voltage Max:5V RoHS Compliant: Yes
:108GHz; Frequency Min:8GHz; Leaded Process Compatible:No; No. of Channels:2 RoHS Compliant: Yes
; Frequency Min:8GHz; Interface Type:Serial; Leaded Process Compatible:No RoHS Compliant: No
A/D Converter (A-D) IC; Resolution (Bits):24; Sample Rate:4000SPS; Input Channels Per ADC:2; Input Channel Type:Differential; Data Interface:Serial
Full Duplex Analog to Analog Spkrphone Codec -free
Transceiver IC; Transceiver Type:Digital Audio; Supply Voltage:5V; Package/Case:28-TSSOP; Frequency:96GHz; Leaded Process Compatible:Yes; No. of Receivers:1; Operating Temp. Max:85 C; Operating Temp. Min:-40 C RoHS Compliant: Yes
BobbinWoundSurfaceMountInductors
	C&D TECHNOLOGIES INC
C&DTechnologies
CANDD[C&D Technologies]
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