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			MAX13041ASD - ±80V Fault-Protected High-Speed CAN Transceiver with Low-Power Management and Wake-On CAN 
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			 Related Part Number
	
					PART	Description	Maker
	MAX13442E-11 MAX13443E 	±15kV ESD-Protected, ±80V Fault-Protected, Fail-Safe RS-485/J1708 Transceivers
	Maxim Integrated Produc...

	MAX3440EESA MAX3440EASA MAX3440EEPA MAX3440E10 MAX	±15kV ESD-Protected, ±60V Fault-Protected,
 15,-15kV ESD-Protected,  60,-60V Fault-Protected, 10Mbps, Fail-Safe RS-485/J1708 Transceivers
	Maxim Integrated Products
Maxim Integrated Produc...

	MAX3053-14 	   ±80V Fault-Protected, 2Mbps, Low Supply Current CAN Transceiver
	Maxim Integrated Produc...

	ADG438 ADG438F ADG438FBN ADG438FBR ADG439F ADG439F	High Performance 4/8 Channel Fault-Protected Analog Multiplexers
?5 V, Fault Protected, 8-Channel High Performance Analog Multiplexer
5 V, Fault Protected, 4-Channel High Performance Analog Multiplexer
	Analog Devices, Inc.
AD[Analog Devices]

	MAX450807 MAX4508ESE MAX4508EPE MAX4508CPE MAX4508	Fault-Protected, High-Voltage Single 8-to-1/Dual 4-to-1 Multiplexers with Output Clamps DUAL 4-CHANNEL, SGL ENDED MULTIPLEXER, PDIP16
Fault-Protected, High-Voltage Single 8-to-1/ Dual 4-to-1 Multiplexers with Output Clamps
	Maxim Integrated Products, Inc.

	MAX4511 MAX4511CPE MAX4511CSE MAX4511EPE MAX4511ES	Quad, Rail-to-Rail, Fault-Protected, SPST Analog Switches
Quad, Rail-to-Rail, Fault-Protected,SPST Analog Switches
Quad Rail-to-Rail Fault-Protected SPST Analog Switches
Quad / Rail-to-Rail / Fault-Protected / SPST Analog Switches
16-bit fixed point DSP with Flash 100-LQFP -40 to 85
	MAXIM - Dallas Semiconductor
Maixm
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	ISL31491E ISL31491EIBZ ISL31498E ISL31498EIBZ ISL3	LINE TRANSCEIVER, PDSO8
±60V Fault Protected, 5V, RS-485/RS-422 Transceivers with ±25V Common Mode Range
卤60V Fault Protected, 5V, RS-485/RS-422 Transceivers with 卤25V Common Mode Range
隆戮60V Fault Protected, 5V, RS-485/RS-422 Transceivers with 隆戮25V Common Mode Range
	Intersil Corporation

	HIP4081 HIP4081IB 	80V/2.5A Peak/ High Frequency Full Bridge FET Driver
System Basic Chips (SBC); Package: PG-DSO-28; Transceiver: Fault-tollerant CAN ISO 11898 - 3; Voltage Regulator Output: 120 mA; Watchdog: Window
	Intersil Corporation

	MAX358 MAX358C MAX358CJE MAX358CPE MAX358CWE MAX35	4-CHANNEL, DIFFERENTIAL MULTIPLEXER, PDSO16
Fault-Protected Analog Multiplexers
Circular Connector; MIL SPEC:MIL-C-5015 A/B/C; Body Material:Aluminum Alloy; Series:97-3106A; No. of Contacts:52; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Straight Plug 4-CHANNEL, DIFFERENTIAL MULTIPLEXER, CDIP16
MuxIt (TM) Receiver-Deserializer 32-TSSOP -40 to 85 故障保护模拟多路复用
Fault-Protected Analog Multiplexer 8-CHANNEL, SGL ENDED MULTIPLEXER, CDIP16
	MAXIM INTEGRATED PRODUCTS INC
MAXIM - Dallas Semiconductor
Maixm
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	HI3-0508A-5 HI3-509A HI3-0509A-5 MAX358 MAX359EWE 	Fault-Protected Analog Multiplexer
	Maxim Integrated Produc...
MAXIM[Maxim Integrated Products]

	5962-9169201QXC 5962-9169202QXC 5962-9169201Q3C 59	Analog to Digital Converter
±15kV ESD-Protected, 32Mbps, 3V/5V,Triple RS-422/RS-485 Receivers with Fault Detection
&#177;15kV ESD-Protected,  5V RS-232 Transceivers 八路D类触发器
	Skyworks Solutions, Inc.
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