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			M38000E1-XXXHP - 8-BIT SINGLE-CHIP MICROCOMPUTER PT06SE SERIES (MS3126) STRAIGHT PLUGS WITH ENVIRONMENTAL CRIMP, STRAIGHT BODY STYLE, CRIMP TERMINATION, 16 SHELL SIZE, 16-26 INSERT ARRANGEMENT, PLUG GENDER, 26 CONTACTS JFET-Input High-Output-Drive Low-Power Decompensated Operational Amplifier 8-SOIC Quad Low-Noise High-Speed Precision Operational Amplifier 14-PDIP 8-Bit 44.7 kSPS ADC Serial Out, Muxed Twin Ch. w/SE or Differential Option, 2 Ch. 8-SOIC 8-Bit 44.7 kSPS ADC Serial Out, Muxed Twin Ch. w/SE or Differential Option, 2 Ch. 8-PDIP CONNECTOR ACCESSORY 4 channel 18 bit Transceiver 1 - 2.5 Gbps/Ch 289-BGA -40 to 85 Excalibur JFET-Input High-Output-Drive uPower Operational Amplifier 20-LCCC -55 to 125 4.25 Gbps Cable And PC Board Equalizer 16-QFN -40 to 85 Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 3-DDPAK/TO-263 0 to 125 8-Bit 37.9 kSPS ADC Serial Out, Ratiometric Op or Vcc Ref, TTL/MOS Input & Output Compatible, 8 Ch. 20-TSSOP 0 to 70 Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 8-SON -40 to 125 11.3Gb/s Cable and PC Board Equalizer 20-QFN -40 to 100 Single Output LDO, 800mA, Fixed(1.5V), Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 Octal Gigabit Ethernet Transceiver 289-BGA 0 to 70 SMD Series PhotoTransistor, Surface Mount Plastic Package, Bulk Packaged Replaced by TLK1201A : Gigabit Ethernet Transceiver With Half Rate Option 64-HVQFP 0 to 70 Replaced by TLK1201A : Gigabit Ethernet Transceiver With Half Rate Option 64-HVQFP -40 to 85 SMD Series PhotoDiodes, Surface-mount Package, Glass Lens Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 8-SON 0 to 125 Single Output LDO, 800mA, Fixed(1.8V), Internal Current limit, Thermal Overload Protection 8-SON 0 to 125 Gigabit Ethernet Serdes for PON 64-HVQFP -40 to 85 RES-ARRAY 47K-OHM 4-ELEMENT 5% 0.125W CONCAVE THK-FILM RES-ARRAY 43-OHM 4-ELEMENT 5% 0.063W CONVEX THK-FILM SMD-1206 TR-7-PA Single Output LDO, 800mA, Fixed(1.8V), Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 High Speed High Drive Precision Dual Operational Amplifier 8-CDIP -55 to 125 MAC7111 EXT BUS,16CH A/D Replaced by TLK2201A : 1.0 to 1.6 Gbps Gigabit Ethernet Transceiver 64-HVQFP 0 to 70 PTSE 8C 8#20 PIN PLUG 8位单片机 1 watt dc-dc converters 1瓦的DC - DC转换 CONN HOUSING 14POS .100 SINGLE 8位单片机 16 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 8位单片机 High Speed High Drive Precision Quad Operational Amplifier 14-CDIP -55 to 125 8位单片机 High Speed High Drive Precision Quad Operational Amplifier 20-LCCC -55 to 125 8位单片机 Excalibur Low-Noise High-Speed Precision Quad Operational Amplifier 14-PDIP 8位单片机 Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 8位单片机 Quad Low-Noise High-Speed Precision Operational Amplifier 16-SOIC 8位单片机 Single Output LDO, 800mA, Fixed(1.8V), Internal Current limit, Thermal Overload Protection 4-SOT-223 0 to 125 8位单片机 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle 8位单片机 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug 1.0 to 1.6 Gigabit Ethernet Transceiver 64-HVQFP 0 to 70 



		
			
					
						
						[image: M38000E1-XXXHP_458235.PDF Datasheet]
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	Description	8-BIT SINGLE-CHIP MICROCOMPUTER 
 PT06SE SERIES (MS3126) STRAIGHT PLUGS WITH ENVIRONMENTAL CRIMP, STRAIGHT BODY STYLE, CRIMP TERMINATION, 16 SHELL SIZE, 16-26 INSERT ARRANGEMENT, PLUG GENDER, 26 CONTACTS
JFET-Input High-Output-Drive Low-Power Decompensated Operational Amplifier 8-SOIC
Quad Low-Noise High-Speed Precision Operational Amplifier 14-PDIP
8-Bit 44.7 kSPS ADC Serial Out, Muxed Twin Ch. w/SE or Differential Option, 2 Ch. 8-SOIC
8-Bit 44.7 kSPS ADC Serial Out, Muxed Twin Ch. w/SE or Differential Option, 2 Ch. 8-PDIP
CONNECTOR ACCESSORY
4 channel 18 bit Transceiver 1 - 2.5 Gbps/Ch 289-BGA -40 to 85
Excalibur JFET-Input High-Output-Drive uPower Operational Amplifier 20-LCCC -55 to 125
4.25 Gbps Cable And PC Board Equalizer 16-QFN -40 to 85
Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 3-DDPAK/TO-263 0 to 125
8-Bit 37.9 kSPS ADC Serial Out, Ratiometric Op or Vcc Ref, TTL/MOS Input & Output Compatible, 8 Ch. 20-TSSOP 0 to 70
Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 8-SON -40 to 125
11.3Gb/s Cable and PC Board Equalizer 20-QFN -40 to 100
Single Output LDO, 800mA, Fixed(1.5V), Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125
Octal Gigabit Ethernet Transceiver 289-BGA 0 to 70
SMD Series PhotoTransistor, Surface Mount Plastic Package, Bulk Packaged
Replaced by TLK1201A : Gigabit Ethernet Transceiver With Half Rate Option 64-HVQFP 0 to 70
Replaced by TLK1201A : Gigabit Ethernet Transceiver With Half Rate Option 64-HVQFP -40 to 85
SMD Series PhotoDiodes, Surface-mount Package, Glass Lens
Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 8-SON 0 to 125
Single Output LDO, 800mA, Fixed(1.8V), Internal Current limit, Thermal Overload Protection 8-SON 0 to 125
Gigabit Ethernet Serdes for PON 64-HVQFP -40 to 85
RES-ARRAY 47K-OHM 4-ELEMENT 5% 0.125W CONCAVE THK-FILM
RES-ARRAY 43-OHM 4-ELEMENT 5% 0.063W CONVEX THK-FILM SMD-1206 TR-7-PA
Single Output LDO, 800mA, Fixed(1.8V), Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125
High Speed High Drive Precision Dual Operational Amplifier 8-CDIP -55 to 125
MAC7111 EXT BUS,16CH A/D
Replaced by TLK2201A : 1.0 to 1.6 Gbps Gigabit Ethernet Transceiver 64-HVQFP 0 to 70
PTSE 8C 8#20 PIN PLUG 8位单片机
1 watt dc-dc converters 1瓦的DC - DC转换
CONN HOUSING 14POS .100 SINGLE 8位单片机
16 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 8位单片机
High Speed High Drive Precision Quad Operational Amplifier 14-CDIP -55 to 125 8位单片机
High Speed High Drive Precision Quad Operational Amplifier 20-LCCC -55 to 125 8位单片机
Excalibur Low-Noise High-Speed Precision Quad Operational Amplifier 14-PDIP 8位单片机
Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 8位单片机
Quad Low-Noise High-Speed Precision Operational Amplifier 16-SOIC 8位单片机
Single Output LDO, 800mA, Fixed(1.8V), Internal Current limit, Thermal Overload Protection 4-SOT-223 0 to 125 8位单片机
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle 8位单片机
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug
1.0 to 1.6 Gigabit Ethernet Transceiver 64-HVQFP 0 to 70
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 Mitsubishi Electric, Corp.
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 			 Full text search : 8-BIT SINGLE-CHIP MICROCOMPUTER PT06SE SERIES (MS3126) STRAIGHT PLUGS WITH ENVIRONMENTAL CRIMP, STRAIGHT BODY STYLE, CRIMP TERMINATION, 16 SHELL SIZE, 16-26 INSERT ARRANGEMENT, PLUG GENDER, 26 CONTACTS JFET-Input High-Output-Drive Low-Power Decompensated Operational Amplifier 8-SOIC Quad Low-Noise High-Speed Precision Operational Amplifier 14-PDIP 8-Bit 44.7 kSPS ADC Serial Out, Muxed Twin Ch. w/SE or Differential Option, 2 Ch. 8-SOIC 8-Bit 44.7 kSPS ADC Serial Out, Muxed Twin Ch. w/SE or Differential Option, 2 Ch. 8-PDIP CONNECTOR ACCESSORY 4 channel 18 bit Transceiver 1 - 2.5 Gbps/Ch 289-BGA -40 to 85 Excalibur JFET-Input High-Output-Drive uPower Operational Amplifier 20-LCCC -55 to 125 4.25 Gbps Cable And PC Board Equalizer 16-QFN -40 to 85 Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 3-DDPAK/TO-263 0 to 125 8-Bit 37.9 kSPS ADC Serial Out, Ratiometric Op or Vcc Ref, TTL/MOS Input & Output Compatible, 8 Ch. 20-TSSOP 0 to 70 Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 8-SON -40 to 125 11.3Gb/s Cable and PC Board Equalizer 20-QFN -40 to 100 Single Output LDO, 800mA, Fixed(1.5V), Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 Octal Gigabit Ethernet Transceiver 289-BGA 0 to 70 SMD Series PhotoTransistor, Surface Mount Plastic Package, Bulk Packaged Replaced by TLK1201A : Gigabit Ethernet Transceiver With Half Rate Option 64-HVQFP 0 to 70 Replaced by TLK1201A : Gigabit Ethernet Transceiver With Half Rate Option 64-HVQFP -40 to 85 SMD Series PhotoDiodes, Surface-mount Package, Glass Lens Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 8-SON 0 to 125 Single Output LDO, 800mA, Fixed(1.8V), Internal Current limit, Thermal Overload Protection 8-SON 0 to 125 Gigabit Ethernet Serdes for PON 64-HVQFP -40 to 85 RES-ARRAY 47K-OHM 4-ELEMENT 5% 0.125W CONCAVE THK-FILM RES-ARRAY 43-OHM 4-ELEMENT 5% 0.063W CONVEX THK-FILM SMD-1206 TR-7-PA Single Output LDO, 800mA, Fixed(1.8V), Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 High Speed High Drive Precision Dual Operational Amplifier 8-CDIP -55 to 125 MAC7111 EXT BUS,16CH A/D Replaced by TLK2201A : 1.0 to 1.6 Gbps Gigabit Ethernet Transceiver 64-HVQFP 0 to 70 PTSE 8C 8#20 PIN PLUG 8位单片机 1 watt dc-dc converters 1瓦的DC - DC转换 CONN HOUSING 14POS .100 SINGLE 8位单片机 16 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 8位单片机 High Speed High Drive Precision Quad Operational Amplifier 14-CDIP -55 to 125 8位单片机 High Speed High Drive Precision Quad Operational Amplifier 20-LCCC -55 to 125 8位单片机 Excalibur Low-Noise High-Speed Precision Quad Operational Amplifier 14-PDIP 8位单片机 Single Output LDO, 800mA, Fixed and Adj., Internal Current limit, Thermal Overload Protection 4-SOT-223 -40 to 125 8位单片机 Quad Low-Noise High-Speed Precision Operational Amplifier 16-SOIC 8位单片机 Single Output LDO, 800mA, Fixed(1.8V), Internal Current limit, Thermal Overload Protection 4-SOT-223 0 to 125 8位单片机 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:36; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle 8位单片机 Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT08; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Crimp; Circular Shell Style:Right Angle Plug 1.0 to 1.6 Gigabit Ethernet Transceiver 64-HVQFP 0 to 70   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	M38503E4SS M38503MXH M37516RSS M38504E6FP M38504E6	RAM size:768 bytes; single-chip 8-bit CMOS microcomputer
RAM size:896 bytes; single-chip 8-bit CMOS microcomputer
RAM size:192 bytes; single-chip 8-bit CMOS microcomputer
RAM size:256 bytes; single-chip 8-bit CMOS microcomputer
Single Chip 8-Bit CMOS Microcomputer
3850 Series Microcontrollers: General Purpose with A/D Converter
RAM size:1536 bytes; single-chip 8-bit CMOS microcomputer
RAM size:640 bytes; single-chip 8-bit CMOS microcomputer
RAM size:384 bytes; single-chip 8-bit CMOS microcomputer
RAM size:512 bytes; single-chip 8-bit CMOS microcomputer
RAM size:1024 bytes; single-chip 8-bit CMOS microcomputer
RAM size:2048 bytes; single-chip 8-bit CMOS microcomputer
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]

	M38259EFDFP M38258E4-FP M38258E4-FS M38258E4-GP M3	3825 Series Microcontrollers: On-Chip Segment LCDDrivers with A-D Converter
RAM size: 1536 bytes; single-chip 8-bit CMOS microcomputer
RAM size: 192 bytes; single-chip 8-bit CMOS microcomputer
RAM size: 256 bytes; single-chip 8-bit CMOS microcomputer
RAM size: 384 bytes; single-chip 8-bit CMOS microcomputer
RAM size: 512 bytes; single-chip 8-bit CMOS microcomputer
RAM size: 1024 bytes; single-chip 8-bit CMOS microcomputer
RAM size: 640 bytes; single-chip 8-bit CMOS microcomputer
RAM size: 768 bytes; single-chip 8-bit CMOS microcomputer
RAM size: 896 bytes; single-chip 8-bit CMOS microcomputer
RAM size: 2048 bytes; single-chip 8-bit CMOS microcomputer
	Mitsubishi Electric Corporation

	MAB8031AH-2-12WP MAF8031A-2A MAF8031A-2N MAF8031AH	Circular Connector; No. of Contacts:5; Series:MS27467; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:15; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:15-5 RoHS Compliant: No
(MAF8031AH / MAF8051AH) SINGLE CHIP 8 BIT MICROCONTROLLER
SINGLE CHIP 8 BIT MICROCONTROLLER 8-BIT, MROM, 15 MHz, MICROCONTROLLER, PDIP40
SINGLE CHIP 8 BIT MICROCONTROLLER 单芯位微控制
SINGLECHIP8BITMICROCONTROLLER
(SCN8031Hxxx) Single-Chip 8 Bit Microcontroller
	PHILIPS[Philips Semiconductors]
NXP Semiconductors N.V.

PHILIPS


	UPD78F4225 UPD78F4225GC-8BT UPD78F4225Y UPD78F4225	80-pin general-purpose 16-bit single-chip microcomputer
16-bit single-chip microcomputer for system control
System control 16-bit single-chip microcomputer
64KB flash memory on-chip 16-bit of 78K/4 Series
Analog amplifier: I2C on-chip ROM 96K version VTR servo application
16-bit single-chip micon having 78K4 Series 32KB memory
16-bit single chip microcomputer(for VTR servo microcomputer)
Analog amplifier I2C flash memory 128K version VTR
16-bit single having 78K/4 Series 32KB memory
	NEC

	LC662304A LC66E5316 LC66P5316 LC662104A LC662106A 	Four-Bit Single-Chip Microcontroller with 16 KB of On-Chip EPROM
Four-Bit Single-Chip Microcontrollers with 4 6 8 12 and 16 KB of On-Chip ROM
	SANYO[Sanyo Semicon Device]

	C161K SAF-C161K-L25M SAF-C161K-LM SAB-C161K-L25M S	(C161O) 16-Bit Single-Chip Microcontroller
CONNECTOR ACCESSORY
16-Bit Single-Chip Microcontroller 16位单片机
16-BIT, 25 MHz, MICROCONTROLLER, PQFP80
16-Bit CMOS Microcontroller
	Infineon Technologies A...
Infineon Technologies AG

	UPD754144 UPD754144GS UPD754244 UPD754244GS UPD754	4-bit single-chip microprocessor incorporated with EEPROM
4-BIT SINGLE-CHIP MICROCONTROLLERS
	NEC[NEC]

	4551GROUP E4551 M34551M8 M34551 M34551E8 M34551M4 	4-BIT SINGLE-CHIP MICROCOMPUTER
From old datasheet system
SINGLE-CHIP 4-BIT CMOS MICROCOMPUTER FOR INFRARED REMOTE CONTROL TRANSMITTER
	MITSUBISHI[Mitsubishi Electric Semiconductor]

	UPD78054GC-XXX-3B9 UPD78055GC-XXX-3B9 UPD78053GCA-	8-BIT SINGLE-CHIP MICROCONTROLLER 8位微控制
8-BIT SINGLE-CHIP MICROCOMPUTER
	NEC TOKIN America Inc.
NEC TOKIN, Corp.

	OM5234 OM5284 OM5284EA01 OM5284EA02 OM5284EA03 OM5	CMOS single-chip 8-bit microcontrollers 8-BIT, MROM, 16 MHz, MICROCONTROLLER, PQCC44
CMOS single-chip 8-bit microcontrollers CMOS单芯位微控制
	PHILIPS[Philips Semiconductors]
NXP Semiconductors N.V.

	UPD75P3116GK-8A8 UPD753012AGK-XXX-BE9 UPD753016AGK	75XL series 4-bit single-chip microcomputer with LCD & 5 timer
4-bit single chip microcomputer
	NEC
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