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			HM5164400LJ-5 - IEC 61754-6; HRS No: 710-0087-3 40; Mating/Unmating Cycles: 500; Operating Temperature Range (degrees C): -25 to 70; Generic Name: MU; General Description: Cap IEC 61754-6; HRS No: 710-0076-7 00; Insertion Loss (dB): 0.5; Return Loss (dB)(Min.): 40; Generic Name: MU; General Description: Plug insertion/extraction tool x4 Fast Page Mode DRAM x4快速页面模式的DRAM 
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	Part No.	HM5164400LJ-5 HM5165400LJ-5 HM5165400J-5 HM5164400J-5 HM5164400J-6 HM5165400J-6 HM5164400TT-6   

	Description	IEC 61754-6; HRS No: 710-0087-3 40; Mating/Unmating Cycles: 500; Operating Temperature Range (degrees C): -25 to 70; Generic Name: MU; General Description: Cap 
 IEC 61754-6; HRS No: 710-0076-7 00; Insertion Loss (dB): 0.5; Return Loss (dB)(Min.): 40; Generic Name: MU; General Description: Plug insertion/extraction tool
x4 Fast Page Mode DRAM x4快速页面模式的DRAM
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			 Related Part Number
	
					PART	Description	Maker
	HM658128ALT-8L HM658128ALP-8L HM658128ALR-8L HM658	x8 Pseudo-Static RAM
IEC 61754-4; HRS No: 704-0363-7 00; Mating/Unmating Cycles: 500; Operating Temperature Range (degrees C): -25 to 70; Generic Name: SC; General Description: Cap
IEC 61754-4; HRS No: 704-1095-5 41 x8伪静态存储器
	GSI Technology, Inc.

	HMC132 	IEC 61754-4; HRS No: 704-0592-4 00; Operating Temperature Range (degrees C): -25 to 70; Generic Name: SC; General Description: Boot
GaAS MMIC HIGH-ISOLATION SPDT SWITCH DC - 15 GHZ
	Hittite Microwave Corp.

	99782716 	   VAC : capacity 100,000 hrs (99,999.99 hrs)
	List of Unclassifed Man...

	FX2M6B-60S-1.27DSAL FX2M6A-60P-1.27DSAL FX2M6A-60S	Motors, AC; Torque Max:300in-oz
ETI 635W HRS/TEN 115/60 NO BEZ
ETI 636W HRS/TEN 115/60 NO BEZ
Connection Circuit Diagram
	Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	CDP1824 CDP1824C CDP1824CD CDP1824CE CDP1824CEX CD	32-Word x 8-Bit Static RAM 32 X 8 STANDARD SRAM, 710 ns, PDIP18
From old datasheet system
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	AM40-0023PIN AM40-00231 	Ultra Low Noise pHEMT Dual Channel Amplifier, 1.710-1.910 GHz
	Tyco Electronics

	P036-010-15A 	Heavy-Duty Power Extension Cord, 15A, 14 AWG (IEC-320-C19 to IEC-320-C20), 10 ft. (3 m)
	Tripp Lite. All Rights ...

	10095 	AMERICAN JUMPER CORD SET, 100cm LONG, IEC 60320 C14 TO IEC 60320 C13
	PowerDynamics, Inc

	LRIS64K 	64 Kbit EEPROM tag IC at 13.56 MHz with 64-bit UID and password based on ISO/IEC 15693 and ISO/IEC 18000-3 Mode 1
	STMicroelectronics

	1300940527 SD-130094-001 130094-0527 	Support Grips for Fiber Optics, Closed Mesh, Single Eye, Bale Length 7, Cable Diameter 14.22-18.03mm (.560-.710)
MOLEX Connector
	Molex Electronics Ltd.

	HM365788H-5 HM365788K-9 HM365788K-5 HM365788N-9 HM	x4 SRAM
ECU interface connectors; HRS No: 757-0010-2 00; Operating Temperature Range (degrees C): -30 to 105; General Description: Accessory; Retainer
Small automotive connectors; HRS No: 763-0095-7 00; Mating/Unmating Cycles: 30; Operating Temperature Range (degrees C): -30 to 105; General Description: Clamp x4的SRAM
	TE Connectivity, Ltd.
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