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			H11AA814C3S - 4POINT 23"RACKMT SHELF 24SCA-RMS-23X24-FIXED Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 8-MSOP-PowerPAD -40 to 85 INDUCTOR, AXIAL, 27UH; Inductor type:Choke; Inductance:27uH; Tolerance, inductance: /-20%; Resistance:2R; Current, DC max:0.4A; Frequency, resonant:40MHz; Case style:Axial; Q factor:2; Material, core:Ferrite; Tolerance,  :20%; RoHS Compliant: Yes Series 942 Separate sensor head, 1500 mm [59.0 in] scan distance, Stainless Steel M30, Connector,  to use with 942-M0A control box Series 942 Separate sensor head, 900 mm [35.0 in] scan distance, Stainless Steel M30, Connector,  to use with 942-M0A control box Series 942 Compact, 3000 mm [118.0 in] scan distance, Stainless Steel M30, Connector, one analog output (4 mA to 20 mA), two switching outputs PNP and digital link Series 942 Separate control box, 2500 mm [98.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head Series 942 Separate control box, 900 mm [35.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 8-MSOP -40 to 85 CAT 5E PATCH CORD, BEIGE 5 FT. ORANGE CAT5E PATCH CORD, 50 FT INDUCTOR, AXIAL, 3.0UH; Inductor type:Choke; Inductance:3uH; Tolerance, inductance:20%; Resistance:0.09R; Current, DC max:2A; Frequency, resonant:113MHz; Case style:Axial; Q factor:0.9; Material, core:Ferrite; Tolerance, :20%; RoHS Compliant: Yes CAT5E PATCH CORD 100MHZ  7 FOOT ORANGE ORANGE CAT5E PATCH CORD, 10 FT INDUCTOR, AXIAL, 50UH; Inductor type:Choke; Inductance:50uH; Tolerance, inductance: /-20%; Resistance:3R; Current, DC max:0.4A; Frequency, resonant:37MHz; Case style:Axial; Q factor:3; Material, core:Ferrite; Tolerance,  :20%; RoHS Compliant: Yes PATCH PANEL HINGE KIT 1U SCA-H PATCH PANEL HINGE KIT 2U SCA-H DATA/DATA (8 COND) IVORY SCA-S CAT 5E PATCH CORD, BEIGE 3 FT Series 942 Separate control box, 1500 mm [59.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Series 942 Compact, 1500 mm [59.0 in] scan distance, Stainless Steel M30, Connector, one analog output (4 mA to 20 mA), two switching outputs PNP and digital link 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Series 942 Compact, 600 mm [24.0 in] scan distance, Stainless Steel M30, Connector, one analog output (0 Vdc to 10 Vdc), two switching outputs PNP and digital link 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER 4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER FIXED 4-POINT SHELF 19"X24"D 4引脚光电晶体管光电耦合 CRIMPMASTER TOOL KIT 4引脚光电晶体管光电耦合 4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 4引脚光电晶体管光电耦合 BOX 3.05X1.51X1.05 W/2 BTNS ALMOND 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER GIGABASE 350 CAT5E PATCH 2 FT, NON BOOT, BEIGE 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 14-HTSSOP -40 to 85 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 14-SOIC -40 to 85 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Quadruple 2-Input Positive-NAND Gates 14-CDIP -55 to 125 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER    4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 
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	Part No.	H11AA814C.3S H11AA814C3SD H11AA814C.3SD H11A8173S H11A6173S H11AA814A.3S H11AA814.SD H11A617B H11A617B.300 H11A617B.300W H11A617B.3SD H11A617B.S H11A617B.SD H11A617B.W H11A617B300 H11A617B300W H11A617B3S H11A617B3SD H11A617BS H11A617BSD H11A617BW H11A617D.SD H11A617D.3SD H11A617C.SD H11A617A.SD H11A617C.3SD H11A617A.3SD H11A617.SD H11A617.3SD H11A817A.300 H11AA814A.300  

	Description	4POINT 23"RACKMT SHELF 24SCA-RMS-23X24-FIXED 
 Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 8-MSOP-PowerPAD -40 to 85
INDUCTOR, AXIAL, 27UH; Inductor type:Choke; Inductance:27uH; Tolerance, inductance: /-20%; Resistance:2R; Current, DC max:0.4A; Frequency, resonant:40MHz; Case style:Axial; Q factor:2; Material, core:Ferrite; Tolerance,  :20%; RoHS Compliant: Yes
Series 942 Separate sensor head, 1500 mm [59.0 in] scan distance, Stainless Steel M30, Connector,  to use with 942-M0A control box
Series 942 Separate sensor head, 900 mm [35.0 in] scan distance, Stainless Steel M30, Connector,  to use with 942-M0A control box
Series 942 Compact, 3000 mm [118.0 in] scan distance, Stainless Steel M30, Connector, one analog output (4 mA to 20 mA), two switching outputs PNP and digital link
Series 942 Separate control box, 2500 mm [98.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head
Series 942 Separate control box, 900 mm [35.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head
Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 8-MSOP -40 to 85
CAT 5E PATCH CORD, BEIGE 5 FT.
ORANGE CAT5E PATCH CORD, 50 FT
INDUCTOR, AXIAL, 3.0UH; Inductor type:Choke; Inductance:3uH; Tolerance, inductance:20%; Resistance:0.09R; Current, DC max:2A; Frequency, resonant:113MHz; Case style:Axial; Q factor:0.9; Material, core:Ferrite; Tolerance, :20%; RoHS Compliant: Yes
CAT5E PATCH CORD 100MHZ  7 FOOT ORANGE
ORANGE CAT5E PATCH CORD, 10 FT
INDUCTOR, AXIAL, 50UH; Inductor type:Choke; Inductance:50uH; Tolerance, inductance: /-20%; Resistance:3R; Current, DC max:0.4A; Frequency, resonant:37MHz; Case style:Axial; Q factor:3; Material, core:Ferrite; Tolerance,  :20%; RoHS Compliant: Yes
PATCH PANEL HINGE KIT 1U SCA-H
PATCH PANEL HINGE KIT 2U SCA-H
DATA/DATA (8 COND) IVORY SCA-S
CAT 5E PATCH CORD, BEIGE 3 FT
Series 942 Separate control box, 1500 mm [59.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Series 942 Compact, 1500 mm [59.0 in] scan distance, Stainless Steel M30, Connector, one analog output (4 mA to 20 mA), two switching outputs PNP and digital link 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Series 942 Compact, 600 mm [24.0 in] scan distance, Stainless Steel M30, Connector, one analog output (0 Vdc to 10 Vdc), two switching outputs PNP and digital link 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
FIXED 4-POINT SHELF 19"X24"D 4引脚光电晶体管光电耦合
CRIMPMASTER TOOL KIT 4引脚光电晶体管光电耦合
4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 4引脚光电晶体管光电耦合
BOX 3.05X1.51X1.05 W/2 BTNS ALMOND 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
GIGABASE 350 CAT5E PATCH 2 FT, NON BOOT, BEIGE 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 14-HTSSOP -40 to 85 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 14-SOIC -40 to 85 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
Quadruple 2-Input Positive-NAND Gates 14-CDIP -55 to 125 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER
   4-PIN PHOTOTRANSISTOR OPTOCOUPLERS
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 			 Full text search : 4POINT 23"RACKMT SHELF 24SCA-RMS-23X24-FIXED Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 8-MSOP-PowerPAD -40 to 85 INDUCTOR, AXIAL, 27UH; Inductor type:Choke; Inductance:27uH; Tolerance, inductance: /-20%; Resistance:2R; Current, DC max:0.4A; Frequency, resonant:40MHz; Case style:Axial; Q factor:2; Material, core:Ferrite; Tolerance,  :20%; RoHS Compliant: Yes Series 942 Separate sensor head, 1500 mm [59.0 in] scan distance, Stainless Steel M30, Connector,  to use with 942-M0A control box Series 942 Separate sensor head, 900 mm [35.0 in] scan distance, Stainless Steel M30, Connector,  to use with 942-M0A control box Series 942 Compact, 3000 mm [118.0 in] scan distance, Stainless Steel M30, Connector, one analog output (4 mA to 20 mA), two switching outputs PNP and digital link Series 942 Separate control box, 2500 mm [98.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head Series 942 Separate control box, 900 mm [35.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 8-MSOP -40 to 85 CAT 5E PATCH CORD, BEIGE 5 FT. ORANGE CAT5E PATCH CORD, 50 FT INDUCTOR, AXIAL, 3.0UH; Inductor type:Choke; Inductance:3uH; Tolerance, inductance:20%; Resistance:0.09R; Current, DC max:2A; Frequency, resonant:113MHz; Case style:Axial; Q factor:0.9; Material, core:Ferrite; Tolerance, :20%; RoHS Compliant: Yes CAT5E PATCH CORD 100MHZ  7 FOOT ORANGE ORANGE CAT5E PATCH CORD, 10 FT INDUCTOR, AXIAL, 50UH; Inductor type:Choke; Inductance:50uH; Tolerance, inductance: /-20%; Resistance:3R; Current, DC max:0.4A; Frequency, resonant:37MHz; Case style:Axial; Q factor:3; Material, core:Ferrite; Tolerance,  :20%; RoHS Compliant: Yes PATCH PANEL HINGE KIT 1U SCA-H PATCH PANEL HINGE KIT 2U SCA-H DATA/DATA (8 COND) IVORY SCA-S CAT 5E PATCH CORD, BEIGE 3 FT Series 942 Separate control box, 1500 mm [59.0 in] scan distance, two analog outputs (0 Vdc to 10 Vdc and 4 mA to 20 mA) , two switching outputs PNP and digital link, to use with 942 or 947 sensor head 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Series 942 Compact, 1500 mm [59.0 in] scan distance, Stainless Steel M30, Connector, one analog output (4 mA to 20 mA), two switching outputs PNP and digital link 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Series 942 Compact, 600 mm [24.0 in] scan distance, Stainless Steel M30, Connector, one analog output (0 Vdc to 10 Vdc), two switching outputs PNP and digital link 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER 4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER FIXED 4-POINT SHELF 19"X24"D 4引脚光电晶体管光电耦合 CRIMPMASTER TOOL KIT 4引脚光电晶体管光电耦合 4-PIN PHOTOTRANSISTOR OPTOCOUPLERS 4引脚光电晶体管光电耦合 BOX 3.05X1.51X1.05 W/2 BTNS ALMOND 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER GIGABASE 350 CAT5E PATCH 2 FT, NON BOOT, BEIGE 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 14-HTSSOP -40 to 85 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Low-Distortion High-Speed Rail-to-Rail Output Operational Amplifiers 14-SOIC -40 to 85 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER Quadruple 2-Input Positive-NAND Gates 14-CDIP -55 to 125 1 CHANNEL TRANSISTOR OUTPUT OPTOCOUPLER    4-PIN PHOTOTRANSISTOR OPTOCOUPLERS   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	10129126 	WaveReady 3500, 5 U Rack-mount Shelf
WaveReady⑩ 3500, 5 U Rack-mount Shelf
	JDS Uniphase Corporation

	ACE125RUW48 	5 Bay / 6 Kilowatt Power Shelf
	Lineage Power Corporation

	DNDMV19 DNDMV19BK1 	Mounting Hardware not Supplied with Shelf
	Hammond Manufacturing Ltd.
Hammond Manufacturing L...

	DNDMS19 	Mounting Hardware not Supplied with Shelf
	Hammond Manufacturing Ltd.
Hammond Manufacturing L...

	F9038 	Ceramic Commercial-Off-The-Shelf Surface Mount Capacitors (COTS)
	Kemet Corporation

	SRSHELF4PHD 	SmartRack Heavy-Duty Fixed Shelf (250 lb/113 kg capacity; 26 in/660 mm depth)
	Tripp Lite. All Rights ...

	1451300310 	Nano-Fit-to-Nano-Fit Off-the-Shelf (OTS) Cable Assembly, Single Row, 1.0m Length, 3 Circuits, Black
	Molex Electronics Ltd.

	1451300810 	Nano-Fit-to-Nano-Fit Off-the-Shelf (OTS) Cable Assembly, Single Row, 1.0m Length, 8 Circuits, Black
	Molex Electronics Ltd.

	1451300400 	Nano-Fit-to-Nano-Fit Off-the-Shelf (OTS) Cable Assembly, Single Row, 75.00mm Length, 4 Circuits, Black
	Molex Electronics Ltd.

	1451300700 	Nano-Fit-to-Nano-Fit Off-the-Shelf (OTS) Cable Assembly, Single Row, 75.00mm Length, 7 Circuits, Black
	Molex Electronics Ltd.

	1451300600 	Nano-Fit-to-Nano-Fit Off-the-Shelf (OTS) Cable Assembly, Single Row, 75.00mm Length, 6 Circuits, Black
	Molex Electronics Ltd.
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