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			ADDS-21XX-EZLITE - ADSP-2100 development tool RIBBON CABLE, RND/FLAT, 50WAY,  PER M; Cores, No. of:50; Conductor make-up:7/36AWG; Impedance:75R; Pitch:1.27mm; Voltage rating, AC:300V; Colour:Grey; Approval Bodies:UL, CSA; Area, conductor CSA:0.072mm2; Cable UL style number:UL RoHS Compliant: Yes ADSP-2100 Family Development Tools 的ADSP - 2100系列开发工 Rocker Switch; Circuitry:SPDT; Switch Operation:On-(On); Contact Current Max:15A; Switch Terminals:Solder Lug RoHS Compliant: Yes 的ADSP - 2100系列开发工    ADSP-2100 Family Development Tools 
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	Description	ADSP-2100 development tool 
 RIBBON CABLE, RND/FLAT, 50WAY,  PER M; Cores, No. of:50; Conductor make-up:7/36AWG; Impedance:75R; Pitch:1.27mm; Voltage rating, AC:300V; Colour:Grey; Approval Bodies:UL, CSA; Area, conductor CSA:0.072mm2; Cable UL style number:UL RoHS Compliant: Yes
ADSP-2100 Family Development Tools 的ADSP - 2100系列开发工
Rocker Switch; Circuitry:SPDT; Switch Operation:On-(On); Contact Current Max:15A; Switch Terminals:Solder Lug RoHS Compliant: Yes 的ADSP - 2100系列开发工
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			 Related Part Number
	
					PART	Description	Maker
	HD64F3048B HD64F3062B HD64F3064B HD6412322R HD6472	Microcomputer Development Environment System H8S.H8/300 Series High-Performance Embedded Workshop 2 User＇s Manual/Cross tool 微机开发环境系H8S.H8/300系列高性能的Embedded Workshop 2用户手册/交叉工具的性能
Microcomputer Development Environment System H8S.H8/300 Series High-Performance Embedded Workshop 2 User锛? Manual/Cross tool
	

	ADSP-21363 	(ADSP-21362 - ADSP-21366) SHARC Processor
	Analog Devices

	ADSP-21MOD980-000X ADSP-21MOD980 	ADSP-21MOD980:  MultiPort Internet Gateway Processor Data Sheet (Rev. 0. 9/00)
DIVA / ADSP-21mod980 - 40 Ports of Voice Over Network
	Analog Devices

	015AZ10-X 015AZ10-Y 015AZ10-Z 015AZ11-Y 015AZ11-Z 	Microprocessor Development Tool; Interface Type:Serial; For Use With:MPC563; Memory Organization - Flash:1 MB; Clock Speed:56MHz; Size/Dimensions:3 x 3.6 东芝半导体硅外延平面
Microprocessor Development Tool; Interface Type:Serial; For Use With:MPC565; Memory Organization - Flash:1 MB; Clock Speed:56MHz; Size/Dimensions:3 x 3.6 东芝半导体硅外延平面
Microprocessor Development Tool; Interface Type:Serial; For Use With:MPC555; Memory Organization - Flash:1 MB; Clock Speed:56MHz; Size/Dimensions:3 x 3.6 东芝半导体硅外延平面
Power terminal block, cross section: 0.5 - 4 mm, width: 7 mm, color: blue - AKG 4 BU 东芝半导体硅外延平面
Microprocessor Development Tool; Interface Type:Serial; For Use With:MPC561; Memory Organization - Flash:1 MB; Clock Speed:56MHz; Size/Dimensions:3 x 3.6 东芝半导体硅外延平面
24 Characters x 2 Lines, 5x7 Dot Matrix Character and Cursor 24字符X2行，5X7点矩阵字符和光标
40 Characters x 1 Lines, 5x7 Dot Matrix Character and Cursor 40 个字x 1 线5 x 7 点阵字符和光
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3124; Number of Contacts:32; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle 东芝半导体硅外延平面
Power terminal block, cross section: 2.5 - 25 mm, width: 14.3 mm, color: blue - AKG 35 BU 东芝半导体硅外延平面
240 x 64 pixel format, CFL, LED, or EL Backlight available 东芝半导体硅外延平面
TOSHIBA Diode Silicon Epitaxial Planar Type 东芝半导体硅外延平面
CAP 0.01UF 100V 10% X7R RAD.20 .20X.20 TR-13
Power terminal block, cross section: 0.5 - 4 mm, width: 7 mm, color: blue - AKG  4 BU
Diode Silicon Epitaxial Planar Type Constant Voltage Regulation Applications
	Toshiba, Corp.
Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]

	03-09-1011 03-09-1027 03-09-1041 03-09-1054 03-09-	Panel Mount Plug and Receptacle, with Extraction Tool and Universal Crimp Tool
	MolexKits

	ADSP-21062LKB-160 ADSP-21062KB-160 ADSP-21062CS-16	ADSP-2106x SHARC  DSP Microcomputer Family
Cap-Free, NMOS, 150mA Low Dropout Regulator with Reverse Current Protection
ADSP-2106x SHARC DSP Microcomputer Family 48-BIT, 33.33 MHz, OTHER DSP, PQFP240
	Analog Devices, Inc.

	75KTA162134 	Network Search Engine Development Board for the Intel? IXDP2401 IXDP2801 and IXDP2851 Development Platforms
Network Search Engine Development Board for the Intel㈢ IXDP2401 IXDP2801 and IXDP2851 Development Platforms
	Integrated Device Technology

	M8PSDSOFT M8DKFL M8DKFL-101 M8DKPRO M8DKPRO-K52-11	M8 FLASH PSD System Development Tools
M8 FLASHPSD System Development Tools 头M8 FLASHPSD系统开发工
M8 FLASHPSD System Development Tools M8 FLASHPSD系统开发工
CONNECTOR ACCESSORY
	SGS Thomson Microelectronics
STMicroelectronics N.V.
ST Microelectronics
意法半导
STMICROELECTRONICS[STMicroelectronics]

	C781PN C781 C781L C781LA C781PB C781PD C781PM 	Phase Control SCR 2500 Amperes Average 2100 Volts 4820 A, 1200 V, SCR
Phase Control SCR 2500 Amperes Average 2100 Volts 相位控制晶闸管二五○○安培平100伏特
Phase Control SCR 2500 Amperes Average 1600-2100 Volts
	Powerex, Inc.
POWEREX[Powerex Power Semiconductors]
Powerex Power Semicondu...

	AN1427 	INTERFACING THE PSD813F5 WITH ADSP-21061 SHARC DSP
	SGS Thomson Microelectronics
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