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			 Related Part Number
	
					PART	Description	Maker
	BCM5464S BCM5464SA1KRBG BCM5464SA1IRBG 	QUAD-PORT GIGABIT COPPER TRANSCEIVER WITH COPPER/FIBER MEDIA INTERFACE
QuadSquad® Quad-Port 10/100/1000BASE-T Gigabit Copper Transceiver with Copper/Fiber Media Interface
	Broadcom Corporation.

	27C256/BXA-25 27C256/BUA-25 27C256/BXA-20 27C256/B	2.5Gbps, Low-Power,  3.3V Clock Recovery and Data Retiming IC
Evaluation Kit for the MAX3873
Evaluation Kit for the MAX3872, MAX3874
Low-Power, Compact 2.5Gbps/2.7Gbps Clock-Recovery and Data-Retiming IC
Evaluation Kit for the MAX3980, MAX3981
Evaluation Kit for the MAX3982 x8存储
Quad Copper-Cable Signal Conditioner
	NXP Semiconductors N.V.

	MAX3802UGK-D MAX3802UGK-TD 	3.2Gbps Quad Adaptive Cable Equalizer with Cable Driver QUAD LINE DRIVER, QCC68
	Maxim Integrated Products, Inc.

	BCM5404 	QUAD PORT 10/100/1000 BASE - T GIGABIT COPPER TRANSCEIVER
Quad-port 10/100/1000BASE-T Gigabit Copper Transceiver
	Electronic Theatre Controls, Inc.
ETC
BROADCOM

	117-97-620-41-005 117-97-624-41-005 217-99-764-41-	Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Conductor Material:Copper; Jacket Color:Chrome; Temperature Max:80 C; Voltage Nom.:600V RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
Multiconductor Cable; Jacket Material:Rubber; Leaded Process Compatible:Yes RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
Portable Cordage; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:FEP Teflon; Leaded Process Compatible:Yes RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
2#20 TYPE J THERMOCOUPLE RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
Shrinkdip sockets Open and closed frame Solder tail Shrinkdip插座，公开和非公开框架焊尾
Paired Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:65 x 34; Jacket Material:Rubber; Features:Tinned Copper Braid; Impedance:59ohm; Leaded Process Compatible:Yes; Temperature Max:60 C RoHS Compliant: Yes
Paired Cable; Number of Conductors:3; Conductor Size AWG:24; No. Strands x Strand Size:40 x 45; Jacket Material:Rubber; Leaded Process Compatible:Yes; Features:Tinned Copper Braid; Temperature Max:90 C; Voltage Nom.:300V RoHS Compliant: Yes
Belden Microphone Cable, Wire Size: 20 AWG, Number of Conductors: 2, Length: 500 feet, Conductor Material: Tinned Copper, Shielding: Copper Braid, Jacket: Black Rubber
Multiconductor Paired Cable; Number of Conductors:3; Conductor Size AWG:24; No. Strands x Strand Size:40 x 45; Jacket Material:Rubber; Leaded Process Compatible:Yes; Features:Tinned Copper Braid; Temperature Max:90 C RoHS Compliant: Yes
Cable; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Multiconductor Power-Limited Fire Protective, Control & Instrumentation Cable; Number of Conductors:4; Conductor Size AWG:12; No. Strands x Strand Size:7 x 20; Jacket Material:FEP RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:65 x 34; Jacket Material:Rubber; Leaded Process Compatible:No; Conductor Material:Copper; Features:Tinned Copper Braid RoHS Compliant: Yes
Multiconductor Audio, Control & Instrumentation Cable; Number of Conductors:6; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape/Tinned Copper Braid RoHS Compliant: Yes
Paired Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Features:Tinned Copper Braid; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Leaded Process Compatible:No; Conductor Material:Copper; Features:Tinned Copper Braid RoHS Compliant: Yes
Paired Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Features:Tinned Copper Braid; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Cable; Conductor Size AWG:20; No. Strands x Strand Size:26 x 34; Conductor Material:Copper; Conductor Plating:Tin; Leaded Process Compatible:Yes RoHS Compliant: Yes
Multiconductor, Paired Thermocouple Extension Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape/Aluminum Foil RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:65 x 34; Jacket Material:Rubber; Features:Tinned Copper Braid; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:26 x 34; Jacket Material:Rubber; Features:Tinned Copper Braid; Impedance:52ohm; Leaded Process Compatible:Yes; Temperature Max:90 C RoHS Compliant: Yes
Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Conductor Material:Copper; Jacket Color:Chrome; Leaded Process Compatible:Yes; Temperature Max:80 C RoHS Compliant: Yes
Connector assemblies, Outlet; Leaded Process Compatible:Yes RoHS Compliant: Yes
2#12 FEP SH FEP RoHS Compliant: Yes
Paired Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:40 x 45; Jacket Material:Rubber; Features:Tinned Copper Braid; Impedance:55ohm; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
ShrinkdipsocketsOpenandclosedframeSoldertail
	PRECI-DIP SA
Precid-DipDurtalSA
PREDIP[Precid-Dip Durtal SA]

	312035P 312030P 3182.25P 312.031P 312.062P 312.100	CAT6A F/UTP PATCH CABLE  1M WHITE
CAT6A F/UTP PATCH CABLE  5M BLUE
CAT 7 PATCH CABLE        1 PAIR 1M WHITE
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Gray; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:White; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
CAT 7 PATCH CABLE        4 PAIR 3M WHITE
CAT6A F/UTP PATCH CABLE  5M WHITE
CAT 7 PATCH CABLE        1 PAIR 3M WHITE
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Green; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:14; No. Strands x Strand Size:41 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:600V RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Red; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
CAT 7 PATCH CABLE        1 PAIR 5M WHITE
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Blue; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
CAT 7 PATCH CABLE        1 PAIR 2M WHITE
Hook-Up Wire; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Color:Brown; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
CAT 7 PATCH CABLE        4 PAIR 2M WHITE
CAT6A F/UTP PATCH CABLE  3M WHITE
CAT 7 PATCH CABLE        4 PAIR 1M WHITE
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Color:Pink; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
CAT6A F/UTP PATCH CABLE  2M BLUE
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Color:Dark Blue; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Conductor Plating:Tin; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Color:Black; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Connector assemblies, Network cables;
CAP FILM OIL WOUND 20UF 370VAC
COMPUTER PRODUCT 轴向引线和熔断管-玻璃
Axial Lead and Cartridge Fuses - Glass Body 轴向引线和熔断管-玻璃
CAT6A F/UTP PATCH CABLE 3M WHITE 轴向引线和熔断管-玻璃
RELAY MINI 2A DPDT 48V PC MNT 轴向引线和熔断管-玻璃
CAT6A F/UTP PATCH CABLE 2M BLUE 轴向引线和熔断管-玻璃
CAT6A F/UTP PATCH CABLE 1M WHITE 轴向引线和熔断管-玻璃
	http://
LITTELFUSE[Littelfuse]
Littelfuse, Inc.

	JAB58H-DS 	CABLE ACCESSORIES GROUND ROD CLAMP COPPER ALLOY
	Thomas & Betts

	N28020NBK 	SFP plus 10Gbase-CU Passive Twinax Copper Cable,Black, 0.5M (20-in)
	Tripp Lite. All Rights ...

	DC20-22S-PKG100 DC20-24S-PKG100 SJ021790 670-2183 	OUTER DIAMETER OF CABLE IS DISTINGUISHED BY EXTRACTION TOOL
COPPER ALLOY
	PANDUIT CORP.
Japan Aviation Electronics Industry, Ltd.

	9853C 	Transceiver drop cable, consisting of 3 pairs 20 AWG (7/28) tinned copper conductors,
	Alpha Wire

	C5776.41.01 C57764101 	C5776, Coaxial Cable, RG6/U Type, 18 AWG Solid Copper Clad Steel
	General Cable Technologies Corporation

	C5775.18.01 C57751801 	C5775, Coaxial Cable, RG6/U Type, 18 AWG Solid Copper Clad Steel
	General Cable Technologies Corporation
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