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	Maker: NEC
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			 Related Part Number
	
					PART	Description	Maker
	PI3USB10LP-AZLE 	USB 2.0 High-Speed (480 Mbps) Signal Switch Targeted for Battery Powered Applications 的USB 2.0高速的电池供电应用80 Mbps）的信号开关目
	Pericom Semiconductor, Corp.

	PS8101-F3-A PS8101-F3-AX PS8101-V-F3-AX PS8101-AX 	1 CHANNEL LOGIC OUTPUT OPTOCOUPLER, 1 Mbps
1 Mbps HIGH CMR ANALOG OUTPUT TYPE 5-PIN SOP (SO-5) PHOTOCOUPLER
	NEC

	2832674 	Ethernet switch, 6 TP RJ45 ports, 2 FO ports, 100 Mbps full duplex in ST-D format, automatic detection of data transmission speed of 10 or 100 Mbps (RJ45), autocrossing function
	PHOENIX CONTACT

	GLM1603 GLM266 	266-Mbps GLM Gigabit Link Modules For Optical Data Transfer(266-Mbps GLM 千兆位光纤数据传输链接模
1603-Mbps GLM Gigabit Link Modules For Optical Data Transfer(1603-Mbps GLM 千兆位光纤数据传输链接模 1603 - Mbps的方差分析千兆光纤数据传输（1603 -链接模块Mbps的方差分析千兆位光纤数据传输链接模块
	IBM Microeletronics
International Business Machines, Corp.

	IL516E IL511-1E IL510-1E IL515-1ETR13 IL514ETR13 I	2 Mbps, DC-Correct 4-Channel (2 each direction) Isolator, Wide SOIC SPECIALTY INTERFACE CIRCUIT, PDSO16
2 Mbps, DC-Correct 2-Channel Isolator, MSOP SPECIALTY INTERFACE CIRCUIT, PDSO8
2 Mbps, DC-Correct 1-Channel Isolator, MSOP SPECIALTY INTERFACE CIRCUIT, PDSO8
2 Mbps, DC-Correct 2-Channel Isolator, SOIC
	NVE, Corp.
NVE CORP

	IDT77V107 IDT77V107L25PF IDT77V107L25PFI 	3.3V ATM PHY for 25.6 and 51.2 Mbps Applications with UTOPIA level 2 Interface
Single ATM PHY for 25.6 and 51.2 Mbps with Utopia Level 2
	IDT[Integrated Device Technology]

	EVAL-ADN2817EBZ ADN2817 ADN2818 EVAL-ADN2818EBZ 	Continuous Rate 10 Mbps to 2.7 Gbps Clock and Data Recovery ICs
Continuous Rate 10 Mbps to 2.7 Gbps Clock and Data Recovery IC (With High Sensitivity Limiting Amp)
	Analog Devices

	SI8431SV-C-IS SI8431BB-C-IS SI8430SV-C-IS SI8435SV	LOW-POWER TRIPLE-CHANNEL DIGITAL ISOLATOR
High-speed operation DC to 150 Mbps No start-up initialization required
   High-speed operation DC to 150 Mbps No start-up initialization required
	Silicon Laboratories

	ADN2848ACPZ-32-RL ADN2848ACP-32-RL ADN2848ACP-32-R	3.3 V Dual-Loop 50 Mbps to 1.25 Gbps Laser Diode Driver; Package: LFCSP (5x5mm CP-32-2); No of Pins: 32; Temperature Range: Industrial SPECIALTY INTERFACE CIRCUIT, QCC32
3 V Dual-Loop 50 Mbps to 1.25 Gbps Laser Diode Driver SPECIALTY INTERFACE CIRCUIT, QCC32
	Analog Devices, Inc.

	ZL60012 ZL60012TBD 	1300 nm, 1550 nm 270 Mbps PIN preamplifier for SDI digital television.
1310 nm, 1550 nm 270 Mbps PIN Preamplifier for SDI Digital Television
	Zarlink Semiconductor Inc
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