

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						DRC4113Z			XTUM110			TSOP575			10012			64N11			CUSTOM			P2020			U16D60C			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			PVA3AXXXX - (PVx3 Series) SMD Open Type 3mm Size 



		
			
					
						
						[image: PVA3AXXXX_1300837.PDF Datasheet]



					
				
					 		
	Part No.	PVA3AXXXX   

	Description	(PVx3 Series) SMD Open Type 3mm Size 
 

	File Size	310.65K  / 
						12 Page	 
	

						Maker	
						

						 Murata Electronics 
  
						










	
						
						




						

	Homepage	
						
	Download	[ 
						PVA3AXXXX  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						PVA3AXXXX  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[PVA3AXXXX  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for PVA3AXXXX ] 


					[ Price & Availability of PVA3AXXXX by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : (PVx3 Series) SMD Open Type 3mm Size   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	PVA3AXXXX 	(PVx3 Series) SMD Open Type 3mm Size
	Murata Electronics

	RCP195DNP-150M RCP195DNP-120M RCP195DNP-100M RCP-1	POWER INDUCTORS <SMD Type: RCP Series> 功率电感\u003cSMD Type: RCP Series\u003e
POWER INDUCTORS  Type: RCP Series
POWER INDUCTORS 
POWER INDUCTORS &ltSMD Type: RCP Series
	Sumida, Corp.
SUMIDA CORPORATION.

	NRS4018T6R8MDGJ NRS4018T100MDGJ NRS4018T150MDGJ NR	SMD POWER INDUCTORS(NR SERIES/NR SERIES H TYPE/S TYPE/V TYPE)
   SMD POWER INDUCTORS(NR SERIES/NR SERIES H TYPE/S TYPE/V TYPE)
	Taiyo Yuden (U.S.A.), Inc
Taiyo Yuden (U.S.A.), I...

	C1210F104K1RACTU 	SMD Comm X7R FO, Ceramic, Open Mode, 0.1 uF, 10%, 100 VDC, X7R, SMD, MLCC, Open Mode, Temperature Stable, 1210
	Kemet Corporation

	74LVC2G07GF132 74LVC2G07GM132 	Buffers with open-drain outputs; Package: SOT891 (XSON6); Container: Tape reel smd LVC/LCX/Z SERIES, DUAL 1-INPUT NON-INVERT GATE, PDSO6
Buffers with open-drain outputs; Package: SOT886 (XSON6); Container: Tape reel smd LVC/LCX/Z SERIES, DUAL 1-INPUT NON-INVERT GATE, PDSO6
	NXP Semiconductors N.V.

	74LVC1G06GF132 	Inverter with open-drain output; Package: SOT891 (XSON6); Container: Tape reel smd LVC/LCX/Z SERIES, 1-INPUT INVERT GATE, PDSO6
	NXP Semiconductors N.V.

	S2065J S2065P S6065J S6065P S1004F1 S1020L S4004F1	SCRs 1-70 AMPS NON-SENSITIVE GATE 可控-70 AMPS二元非敏感门
FF-ST4 Basic Series, Type 4 Safety Light Curtains With Automatic Restart
INDUCTOR 220UH 20% 1007 SMD
Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:16-8
COMMON MODE CHOKE COIL,SMD,RC TYPE,TAPED RoHS Compliant: Yes
ST Series Brass Pressure Sensor with Silicon Diaphragm, Amplified Output, Gage, 0 psi to 100 psi
   SCRs 1-70 AMPS NON-SENSITIVE GATE
	Intel, Corp.
Electronic Theatre Controls, Inc.
TECCOR[Teccor Electronics]
Littelfuse

	C1210F105K5RACTU 	Ceramic, Open Mode, OpenMode-(CxxxxF), 1 uF, 10%, 50 V, 1210, X7R, SMD, MLCC, Open Mode, Temperature Stable
	Kemet Corporation

	BAS70 BAS4 BAS40 BAS70-05 BSA40 BAS70-04 BAS70-06 	RESISTOR,SMD1206,160K,1/4W,5%
Schottky Rectifier
SCHOTTKY arraySERIES 0.2 A, 70 V, SILICON, SIGNAL DIODE
SCHOTTKY array⑩ SERIES
SCHOTTKY ARRAY⒙ SERIES
SCHOTTKY array SERIES
SCHOTTKY array?/a> SERIES
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:50VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  C; Capacitance:16000uF RoHS Compliant: Yes
CSCA-A Series Hall-effect based, open-loop current sensor, Gallant connector,  50 A rms nominal, ±150 A range
SCHOTTKYarray SERIES 0.2 A, 40 V, 2 ELEMENT, SILICON, SIGNAL DIODE
SILICON, MIXER DIODE
	Microsemi, Corp.
MICROSEMI[Microsemi Corporation]
MICROSEMI CORP-LAWRENCE

	NRS6045T220MMGK 	SMD Power Inductors (NR series S type)
	Taiyo Yuden (U.S.A.), Inc

	PM2120-821K PM2120-1R2M 	INDUCTOR TOROID 820UH 10% SMD 1 ELEMENT, 820 uH, POWDERED IRON-CORE, GENERAL PURPOSE INDUCTOR, SMD
Inductor; Series:PM2120; Inductance:1.2uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Current Rating:25.4A; External Height:0.82"; Leaded Process Compatible:No; Mounting Type:Surface Mount
	Bourns, Inc.
BOURNS INC

	ERZVF1M101 	Surge Absorbers - Varistor SMD type Series VF
	Panasonic
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