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			 Related Part Number
	
					PART	Description	Maker
	SKDH146-L100 SKDH146_12-L100 SKDH146_16-L100 SKDH1	MOSFET; ID (A): 0.03; VDS (V): 6; Pch : 0.25; |yfs| (S) typ: 29/29; PG (dB) typ: 30/30; Ciss (pF) typ: 2.1/2.1; NF (dB) typ: 1.1/1.1; IDSS (mA):   Package: CMPAK-6
3-Phase Bridge Rectifier   IGBT braking chopper
	Semikron International

	S6968-01 	MOSFET, Switching; VDSS (V): 60; ID (A): 2; Pch : 0.8; RDS (ON) typ. (ohm) @10V: -; RDS (ON) typ. (ohm) @4V[4.5V]: [0.111]; RDS (ON) typ. (ohm) @2.5V: 0.129; Ciss (pF) typ: 320; toff (µs) typ: 0.0397; Package: MPAK
	Hamamatsu Photonics

	UPSD3433E-40T6 UPSD3453E-40U6T UPSD3453E-40T6T UPS	MOSFET, Switching; VDSS (V): 40; ID (A): 40; Pch : 25; RDS (ON) typ. (ohm) @10V: 0.0038; RDS (ON) typ. (ohm) @4V[4.5V]: -; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 2280; toff (µs) typ: 0.041; Package: LFPAK
MOSFET, Switching; VDSS (V): 30; ID (A): 60; Pch : 30; RDS (ON) typ. (ohm) @10V: 0.0025; RDS (ON) typ. (ohm) @4V[4.5V]: [0.003]; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 7600; toff (µs) typ: 0.065; Package: LFPAK
MOSFET, Switching; VDSS (V): 20; ID (A): 60; Pch : 30; RDS (ON) typ. (ohm) @10V: 0.0021; RDS (ON) typ. (ohm) @4V[4.5V]: [0.0028]; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 7750; toff (µs) typ: 0.065; Package: LFPAK
MOSFET, Switching; VDSS (V): 450; ID (A): 0.7; Pch : -; RDS (ON) typ. (ohm) @10V: 5.5; RDS (ON) typ. (ohm) @4V[4.5V]: -; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 140; toff (µs) typ: -; Package: SOP-8
MOSFET, Switching; VDSS (V): 12; ID (A): 3.5; Pch : 0.9; RDS (ON) typ. (ohm) @10V: -; RDS (ON) typ. (ohm) @4V[4.5V]: [0.026]; RDS (ON) typ. (ohm) @2.5V: 0.034; Ciss (pF) typ: 770; toff (µs) typ: 0.036; Package: CMFPAK-6
MOSFET, Switching; VDSS (V): 80; ID (A): 30; Pch : 25; RDS (ON) typ. (ohm) @10V: 0.01; RDS (ON) typ. (ohm) @4V[4.5V]: [0.0115]; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 3520; toff (&#181;s) typ: -; Package: WPAK Turbo Plus系列高速涡032 USB和可编程逻辑控制
Turbo Plus Series Fast Turbo 8032 MCU with USB and Programmable Logic Turbo Plus系列高速涡032 USB和可编程逻辑控制
MOSFET, Switching; VDSS (V): 100; ID (A): 25; Pch : 30; RDS (ON) typ. (ohm) @10V: 0.012; RDS (ON) typ. (ohm) @4V[4.5V]: -; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 4350; toff (&#181;s) typ: 0.037; Package: LFPAK Turbo Plus系列高速涡032 USB和可编程逻辑控制
	意法半导
STMicroelectronics N.V.

	KAQW614 	SSR MOSFET Output, Normal Close   Normal Open Type
	Cosmo Electronics

	2SC3011 	High Gain :|S21e|2=12dB(TYP.) Low Noise Figure: NF=2.3dB(Typ.) f=1GHz
	TY Semiconductor Co., Ltd

	SKD146-L100 SKD146_12-L100 SKD146_16-L100 SKD146/1	Transistor; Type: Amplifiers/Bipolar; VCEO (V): 12; Ic (A): 0.075; Pc (W): 0.7; hFE: 100 to 200; fT (GHz) typ: 7.8; Cob (pF) max: 0.9; NF (dB) typ: 1; Package: MPAK
Transistor; Type: Amplifiers/Bipolar; VCEO (V): 4; Ic (A): 0.035; Pc (W): 0.05; hFE: 70 to 150; fT (GHz) typ: 20; Cob (pF) max: 0.15; NF (dB) typ: 1.15; Package: CMPAK-4
3-Phase Bridge Rectifier   IGBT braking chopper
	Semikron International

	CY7C1362B-166AI CY7C1362B-166AC CY7C1360B-200BGC C	CONNECTOR ACCESSORY 256K X 36 CACHE SRAM, 3.5 ns, PQFP100
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 256K X 36 CACHE SRAM, 2.8 ns, PQFP100
9-Mbit (256K x 36/512K x 18) Pipelined SRAM 256K X 36 CACHE SRAM, 3 ns, PQFP100
MOSFET, Switching; VDSS (V): 30; ID (A): 30; Pch : 30; RDS (ON) typ. (ohm) @10V: 0.01; RDS (ON) typ. (ohm) @4V[4.5V]: [0.02]; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 1500; toff (µs) typ: 0.11; Package: DPAK (S)
MOSFET, Switching; VDSS (V): 30; ID (A): 30; Pch : 30; RDS (ON) typ. (ohm) @10V: 0.01; RDS (ON) typ. (ohm) @4V[4.5V]: [0.02]; RDS (ON) typ. (ohm) @2.5V: -; Ciss (pF) typ: 1500; toff (µs) typ: 0.11; Package: DPAK (L)- (2)
	Cypress Semiconductor, Corp.
Cypress Semiconductor Corp.

	TLSU1002AT02 TLGU1002AT02 TLPGU1002AT02 EA09751 TL	TOSHIBA LED lamp. Color amber. Peak emission wavelength(typ) @20mA 596 nm. Luminous intensity @20mA 8.5(min), 30(typ) mcd.
TOSHIBA LED lamp. Color yellow. Peak emission wavelength(typ) @20mA 590 nm. Luminous intensity @20mA 8.5(min), 30(typ) mcd.
LED LAMP PANEL CIRCUIT INDICATOR
From old datasheet system
TOSHIBA LED lamp. Color pure-green. Peak emission wavelength(typ) @20mA 562 nm. Luminous intensity @20mA 1.53(min), 6(typ) mcd.
TOSHIBA LED lamp. Color green. Peak emission wavelength(typ) @20mA 574 nm. Luminous intensity @20mA 8.5(min), 30(typ) mcd.
	TOSHIBA[Toshiba Semiconductor]
Marktech Optoelectronics

	KDD2572 	rDS(ON) = 45m (Typ.), VGS = 10V, ID = 9A Qg(tot) = 26nC (Typ.), VGS = 10V
	TY Semiconductor Co., Ltd

	MTSM5015-G MTSM3015-HR MTSM4015-Y MTSM3415-HRY MTS	Surface mount LED lamp. Emitting color yellow/green. Resin color water clear. Luminous intensity(mcd) 3.0(typ) @20mA. Peak emission waveiength(typ) 585/565 nm.
IC REF PREC 2.5V MICROPWR SOT23 采用SOT - 23表面贴装发光二极
SOT-23 Surface Mount LED Lamps
Marktech SOT−23 SMT LEDs
Surface mount LED lamp. Emitting color hi-eff red/green. Resin color water clear. Luminous intensity(mcd) 3.0(typ) @20mA. Peak emission waveiength(typ) 635/565 nm.
	Marktech Optoelectronics
MARKTECH[Marktech Corporate]
http://

	HM628512BI HM628512BLFPI-7 HM628512BLFPI-8 HM62851	4 M SRAM (512-kword x 8-bit)
Single Ic = 100 mA; Package: PG-SOT23-3; Polarity: NPN; R1 (typ): 47.0 kOhm; R2: 47.0 k; hFE (min): 70.0; Vi (on) (min): 1.0 2mA / 0.3V;
Single Ic = 100 mA; Package: PG-SOT323-3; Polarity: NPN; R1 (typ): 47.0 kOhm; R2: 47.0 k; hFE (min): 70.0; Vi (on) (min): 1.0 2mA / 0.3V;
Octal Buffers And Line Drivers With 3-State Outputs 20-CDIP -55 to 125
Single Ic = 100 mA; Package: PG-SOT23-3; Polarity: NPN; R1 (typ): 47.0 kOhm; R2: 47.0 k; hFE (min): 70.0; Vi (on) (min): 1.0 2mA / 0.3V;
Single Ic = 100 mA; Package: PG-SOT23-3; Polarity: NPN; R<sub>1</sub> (typ): 47.0 kOhm; R<sub>2</sub>: 47.0 k?; h<sub>FE</sub> (min): 70.0; V<sub>i (on)</sub> (min): 1.0 2mA / 0.3V;
	http://
HITACHI[Hitachi Semiconductor]
Hitachi,Ltd.

	E28 E116 E113 E30 E106 E103 E105 E112 E209 E3 E100	Yellow, mini LED. Lens translucent. Luminous intensity at 10mA: 2.0mcd(min), 3.5mcd(max). Forward voltage at 20mA: 2.1V(typ), 2.5V(max).
Orange InGaAIP, T-1 3/4, ultra bright LED. Lens orange translucent. Luminous intensity at 20mA: 700mcd(min), 3000mcd(max). Forward voltage at 20mA: 1.8V(typ), 2.3V(max).
Super bright green, mini LED. Lens translucent. Luminous intensity at 10mA: 10.0mcd(min), 16.0mcd(max). Forward voltage at 20mA: 2.2V(typ), 2.5V(max).
Green T-1, right angle LED(3mm). Lens diffused. Luminous intensity at 10mA: 5.0mcd(typ), 20.0mcd(max). Forward voltage at 20mA: 2.2V(typ), 2.5V(max).
Red T-1, right angle LED(3mm). Lens diffused. Luminous intensity at 10mA: 12.5mcd(typ), 32.0mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.5V(max).
T-1 bright white LED / Lens clear
Miniature LEDs 微型发光二极
Orange, mini LED. Lens translucent. Luminous intensity at 10mA: 3.0mcd(min), 7.0mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.6V(max).
Yellow T-1, right angle LED(3mm). Lens diffused. Luminous intensity at 10mA: 5.0mcd(typ), 20.0mcd(max). Forward voltage at 20mA: 2.1V(typ), 2.5V(max).
High efficiency red, mini LED. Lens translucent. Luminous intensity at 10mA: 4.0mcd(min), 7.0mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.5V(max)(max).
Ultra bright red, mini LED. Lens translucent. Luminous intensity at 10mA: 20.0mcd(min), 60.0mcd(max). Forward voltage at 20mA: 1.85V(typ), 2.5V(max)(max).
Yellow InGaAIP, T-1 3/4, ultra bright LED. Lens yellow translucent. Luminous intensity at 20mA: 400mcd(min), 1600mcd(max). Forward voltage at 20mA: 2.0V(typ), 2.5V(max).
	Gilway Technical Lamp
International Light Technologies Inc.
International Light Technologies, Inc.
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