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			 Related Part Number
	
					PART	Description	Maker
	SRR1280-391K SRR1280-102K SRR1280-2R4Y 	SMD SHIELDED POWER CHOKE-LEAD FREE 1 ELEMENT, 390 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD SHIELDED POWER CHOKE-LEAD FREE 1 ELEMENT, 1000 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
CHOKE, POWER, SHIELDED, 2.5UH; Inductor type:Shielded Power Choke; Inductance:2.5uH; Tolerance, inductance: /-30%; Resistance:10mR; Current, DC max:9.2A; Frequency, resonant:45.0MHz; Case style:SMD Shielded; Q factor:20; Material, RoHS Compliant: Yes
	Bourns, Inc.
BOURNS INC

	PCSDR127-100M-RC PCSDR127-101M-RC PCSDR127-102M-RC	Power Chip Shielded Inductors
1 ELEMENT, 27 uH, GENERAL PURPOSE INDUCTOR, SMD CHIP, 4949, ROHS COMPLIANT
	Allied Components Inter...
Allied Components International
http://

	PCFV52-150M-RC PCFV52-100M-RC PCFV52-1R0M-RC PCFV5	SMD Shielded Power Chip Inductor
	Allied Components Inter...

	CT1008PS-102K CT1008PS-102M CT1008PS-103K CT1008PS	SMD Shielded Wire-wound Chip Inductors
1 ELEMENT, 4.7 uH, GENERAL PURPOSE INDUCTOR, SMD CHIP
	Central Technologies / CT Magnetics

	PCSVLR80 PCSVLR80-100M-RC PCSVLR80-120M-RC PCSVLR8	SMD SEMI-SHIELDED POWER CHIP INDUCTOR
	Allied Components Internati...

	PCCV20-100M-RC PCCV20-1R5M-RC PCCV20-2R2M-RC PCCV2	SMD SEMI SHIELDED POWER CHIP INDUCTOR
	Allied Components International
Allied Components Internati...

	PCFV42-100M-RC PCFV42-3R3M-RC 	SMD SEMI SHIELDED POWER CHIP INDUCTOR
	Allied Components Inter...

	ASPI-0418FS ASPI-0418FS-151 ASPI-0418FS-220 ASPI-0	LOW PROFILE SHIELDED SMD CHIP POWER INDUCTOR
	Abracon Corporation

	S1812R-121K S1812R-122K S1812R-152K S1812R-102K S1	Shielded Surface Mount Inductors
INDUCTOR SHIELDED 1.5UH SMD 1 ELEMENT, 1.5 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR SHIELDED 1.0UH SMD 1 ELEMENT, 1 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR SHIELDED 3.3UH SMD 1 ELEMENT, 3.3 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR SHIELDED 4.7UH SMD 1 ELEMENT, 4.7 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR SHIELDED 22UH SMD 1 ELEMENT, 22 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR SHIELDED 680UH SMD 1 ELEMENT, 680 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR SHIELDED 180UH SMD 1 ELEMENT, 180 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
INDUCTOR SHIELDED 10UH SMD
1 ELEMENT, 56 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
1 ELEMENT, 820 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
	API Delevan

	PCSLF1265-470M-RC PCSLF1265-220M-RC PCSLF1265-221M	1 ELEMENT, 2 uH, GENERAL PURPOSE INDUCTOR, SMD
Power Chip Shielded Inductors
	Allied Components International

	SRU6025-100Y SRU6025-150Y SRU6025-151Y SRU6025-220	CHOKE, POWER, SHIELDED, 10UH; Inductor type:Shielded Power Choke; Inductance:10uH; Tolerance, inductance:30%; Resistance:57mR; Frequency, resonant:25MHz; Case style:SMD Shielded; Q factor:8; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 15UH; Inductor type:Shielded Power Choke; Inductance:15uH; Tolerance, inductance:30%; Resistance:86mR; Frequency, resonant:22MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 150UH; Inductor type:Shielded Power Choke; Inductance:150uH; Tolerance, inductance:30%; Resistance:770mR; Frequency, resonant:5MHz; Case style:SMD Shielded; Q factor:30; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 22UH; Inductor type:Shielded Power Choke; Inductance:22uH; Tolerance, inductance: /-30%; Resistance:130mR; Frequency, resonant:18MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 220UH; Inductor type:Shielded Power Choke; Inductance:220uH; Tolerance, inductance:30%; Resistance:1250mR; Frequency, resonant:4MHz; Case style:SMD Shielded; Q factor:20; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 33UH; Inductor type:Shielded Power Choke; Inductance:33uH; Tolerance, inductance:30%; Resistance:180mR; Frequency, resonant:12MHz; Case style:SMD Shielded; Q factor:12; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 4.7UH; Inductor type:Shielded Power Choke; Inductance:4.7uH; Tolerance, inductance: /-30%; Resistance:35mR; Frequency, resonant:42MHz; Case style:SMD Shielded; Q factor:8; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
CHOKE, POWER, SHIELDED, 68UH; Inductor type:Shielded Power Choke; Inductance:68uH; Tolerance, inductance: /-30%; Resistance:365mR; Frequency, resonant:8MHz; Case style:SMD Shielded; Q factor:10; Material, core:Ferrite DR/RI; RoHS Compliant: Yes
	BOURNS INC

	SRR0908-7R5ML SRR0908-2R7ML SRR0908-3R9ML SRR0908-	SMD Shielded Power Inductors 4 ELEMENT, 7.5 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD Shielded Power Inductors 1 ELEMENT, 2200 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD Shielded Power Inductors 4 ELEMENT, 39 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD Shielded Power Inductors 4 ELEMENT, 5.6 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD Shielded Power Inductors 4 ELEMENT, 56 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD Shielded Power Inductors 1 ELEMENT, 560 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD Shielded Power Inductors 4 ELEMENT, 27 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD Shielded Power Inductors 1 ELEMENT, 8200 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD Shielded Power Inductors 4 ELEMENT, 68 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD Shielded Power Inductors 1 ELEMENT, 180 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
	Bourns Inc.
Bourns, Inc.
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