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			PL342 - High Sensitivity Chip Sensors Sideview Type; Type: Sideview Resin; Peak sensitivity wavelength P (nm): 800; Viewing angle 1/2 (deg): ±14; Dark Infrared Light Emitting Diodes Top View Type; Type: Surface Mount Type (Sideview); Peak light emitting wavelength P (nm): 950; Half viewing angle Infrared Light Emitting Diodes Top View Type; Type: Sideview Resin; Peak light emitting wavelength P (nm): 950; Half viewing angle 1/2 (deg): ± High Sensitivity Chip Sensors Sideview Type; Type: Sideview Resin; Peak sensitivity wavelength P (nm): 800; Viewing angle 1/2 (deg): ±32; Dark Printheads for Packaging High-Speed Printers; Resolutions (dpi): 203; Print width (mm): 56; Resistance tolerance (O): 550; Platen diameter (max.)(f): 50; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Printheads for Distribution or Food Labels; Resolutions (dpi): 203; Print width (mm): 112; Resistance tolerance (O): 550; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Fast Recovery Diodes; Mounting style: Leaded type; Package size: 3.0x2.5(t=2.5); Number of terminal: 2; Reverse voltage VR(V): 200; Average rectified forward current IO(A): 1; Schottky Barrier Diodes; Package: TO220FN; Constitution materials list: Packing style: Bulk; Package quantity: 500; Printheads for Distribution or Food Labels; Resolutions (dpi): 300; Print width (mm): 108.4; Resistance tolerance (O): 850; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Printheads for Distribution or Food Labels; Resolutions (dpi): 300; Print width (mm): 81.3; Resistance tolerance (O): 850; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Printheads for Distribution or Food Labels; Resolutions (dpi): 203; Print width (mm): 56; Resistance tolerance (O): 550; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Printheads for Distribution or Food Labels; Resolutions (dpi): 300; Print width (mm): 54.2; Resistance tolerance (O): 850; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Fast Recovery Diodes; Mounting style: Surface mount; Package size: 2.6x1.6(t=0.8); Number of terminal: 2; Reverse voltage VR(V): 200; Average rectified forward current IO(A): 0.7; Fast Recovery Diodes; Mounting style: Surface mount; Package size: 1.9x1.3(t=0.6); Number of terminal: 2; Reverse voltage VR(V): 100; Average rectified forward current IO(A): 0.5; Printheads for Packaging High-Speed Printers; Resolutions (dpi): 300; Print width (mm): 54.2; Resistance tolerance (O): 850; Platen diameter (max.)(f): 50; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Printheads for Packaging High-Speed Printers; Resolutions (dpi): 203; Print width (mm): 112; Resistance tolerance (O): 550; Platen diameter (max.)(f): 50; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Printheads for Packaging High-Speed Printers; Resolutions (dpi): 300; Print width (mm): 108.4; Resistance tolerance (O): 850; Platen diameter (max.)(f): 50; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; High Sensitivity Chip Sensors Sideview Type; Type: Surface Mount Type; Peak sensitivity wavelength P (nm): 800; Viewing angle 1/2 (deg): ±12; Dark current ICEO (Max.)(µA): 0.5; Response time tr·tf (µA): 10; Yes; Reflective Type Photosensors (Photoreflectors); Type: Cased Type; Light Emitting Diode: 630; Phototransistor: 600; Collector current IC (Min.)(mA): 0.08; Response time tr·tf (µs): 10; Photointerrupter General Type; Packing style: Plastic bag; Package quantity: 400; 塑料无引线芯片载 Plastic Leadless Chip Carrier 塑料无引线芯片载 Printheads for Distribution or Food Labels; Resolutions (dpi): 203; Print width (mm): 80; Resistance tolerance (O): 550; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; 塑料无引线芯片载 Lead Frame Remote Control Receiver Modules (5V Type); Packing style: Stick; Package quantity: 1000; 塑料无引线芯片载 660/780nm Dual Wave Low Power Lasers; Packing style: Tray; Package quantity: 500; 塑料无引线芯片载 Fast Recovery Diodes; Mounting style: Leaded type; Package size: 15x10(t=4.5); Number of terminal: 3; Reverse voltage VR(V): 200; Average rectified forward current IO(A): 20; 塑料无引线芯片载 Fast Recovery Diodes; Mounting style: Leaded type; Package size: 15x10(t=4.5); Number of terminal: 3; Reverse voltage VR(V): 400; Average rectified forward current IO(A): 20; 塑料无引线芯片载 Fast Recovery Diodes; Mounting style: Surface mount; Package size: 5.5x6.5(t=2.3); Number of terminal: 3; Reverse voltage VR(V): 200; Average rectified forward current IO(A): 6; 
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	Part No.	PL342 PL34120191000GDDC PL34120191000KKEX PL34120191000KXDD PL34120191000KXDF PL34120191000GDBX PL34120191000GDDD PL34120191000CFDG PL34120191000MDEG PL34120191000MDBG PL34120191000MHDG PL34120191000MFDG PL34120191000MJDG PL34120191000CFBG PL34120191000CFEG PL34120191000DFDG PL34120191000DFEG PL34120191000MFEG PL34120191000MJBG PL34120191000MHEG PL34120191000MHBG PL34120191000MDDG PL34120191000MFBG PL34120191000GFBC PL34220191000CFBG PL34120191000DHDX PL34120191000DHEX PL34220191000DHBX PL34220191000DHDX PL34220191000DHEX PL34120191000DHBX  

	Description	High Sensitivity Chip Sensors Sideview Type; Type: Sideview Resin; Peak sensitivity wavelength P (nm): 800; Viewing angle 1/2 (deg): ±14; Dark 
 Infrared Light Emitting Diodes Top View Type; Type: Surface Mount Type (Sideview); Peak light emitting wavelength P (nm): 950; Half viewing angle
Infrared Light Emitting Diodes Top View Type; Type: Sideview Resin; Peak light emitting wavelength P (nm): 950; Half viewing angle 1/2 (deg): ±
High Sensitivity Chip Sensors Sideview Type; Type: Sideview Resin; Peak sensitivity wavelength P (nm): 800; Viewing angle 1/2 (deg): ±32; Dark
Printheads for Packaging High-Speed Printers; Resolutions (dpi): 203; Print width (mm): 56; Resistance tolerance (O): 550; Platen diameter (max.)(f): 50; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24;
Printheads for Distribution or Food Labels; Resolutions (dpi): 203; Print width (mm): 112; Resistance tolerance (O): 550; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24;
Fast Recovery Diodes; Mounting style: Leaded type; Package size: 3.0x2.5(t=2.5); Number of terminal: 2; Reverse voltage VR(V): 200; Average rectified forward current IO(A): 1;
Schottky Barrier Diodes; Package: TO220FN; Constitution materials list: Packing style: Bulk; Package quantity: 500;
Printheads for Distribution or Food Labels; Resolutions (dpi): 300; Print width (mm): 108.4; Resistance tolerance (O): 850; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24;
Printheads for Distribution or Food Labels; Resolutions (dpi): 300; Print width (mm): 81.3; Resistance tolerance (O): 850; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24;
Printheads for Distribution or Food Labels; Resolutions (dpi): 203; Print width (mm): 56; Resistance tolerance (O): 550; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24;
Printheads for Distribution or Food Labels; Resolutions (dpi): 300; Print width (mm): 54.2; Resistance tolerance (O): 850; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24;
Fast Recovery Diodes; Mounting style: Surface mount; Package size: 2.6x1.6(t=0.8); Number of terminal: 2; Reverse voltage VR(V): 200; Average rectified forward current IO(A): 0.7;
Fast Recovery Diodes; Mounting style: Surface mount; Package size: 1.9x1.3(t=0.6); Number of terminal: 2; Reverse voltage VR(V): 100; Average rectified forward current IO(A): 0.5;
Printheads for Packaging High-Speed Printers; Resolutions (dpi): 300; Print width (mm): 54.2; Resistance tolerance (O): 850; Platen diameter (max.)(f): 50; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24;
Printheads for Packaging High-Speed Printers; Resolutions (dpi): 203; Print width (mm): 112; Resistance tolerance (O): 550; Platen diameter (max.)(f): 50; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24;
Printheads for Packaging High-Speed Printers; Resolutions (dpi): 300; Print width (mm): 108.4; Resistance tolerance (O): 850; Platen diameter (max.)(f): 50; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24;
High Sensitivity Chip Sensors Sideview Type; Type: Surface Mount Type; Peak sensitivity wavelength P (nm): 800; Viewing angle 1/2 (deg): ±12; Dark current ICEO (Max.)(µA): 0.5; Response time tr·tf (µA): 10; Yes;
Reflective Type Photosensors (Photoreflectors); Type: Cased Type; Light Emitting Diode: 630; Phototransistor: 600; Collector current IC (Min.)(mA): 0.08; Response time tr·tf (µs): 10;
Photointerrupter General Type; Packing style: Plastic bag; Package quantity: 400; 塑料无引线芯片载
Plastic Leadless Chip Carrier 塑料无引线芯片载
Printheads for Distribution or Food Labels; Resolutions (dpi): 203; Print width (mm): 80; Resistance tolerance (O): 550; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; 塑料无引线芯片载
Lead Frame Remote Control Receiver Modules (5V Type); Packing style: Stick; Package quantity: 1000; 塑料无引线芯片载
660/780nm Dual Wave Low Power Lasers; Packing style: Tray; Package quantity: 500; 塑料无引线芯片载
Fast Recovery Diodes; Mounting style: Leaded type; Package size: 15x10(t=4.5); Number of terminal: 3; Reverse voltage VR(V): 200; Average rectified forward current IO(A): 20; 塑料无引线芯片载
Fast Recovery Diodes; Mounting style: Leaded type; Package size: 15x10(t=4.5); Number of terminal: 3; Reverse voltage VR(V): 400; Average rectified forward current IO(A): 20; 塑料无引线芯片载
Fast Recovery Diodes; Mounting style: Surface mount; Package size: 5.5x6.5(t=2.3); Number of terminal: 3; Reverse voltage VR(V): 200; Average rectified forward current IO(A): 6;
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 			 Full text search : High Sensitivity Chip Sensors Sideview Type; Type: Sideview Resin; Peak sensitivity wavelength P (nm): 800; Viewing angle 1/2 (deg): ±14; Dark Infrared Light Emitting Diodes Top View Type; Type: Surface Mount Type (Sideview); Peak light emitting wavelength P (nm): 950; Half viewing angle Infrared Light Emitting Diodes Top View Type; Type: Sideview Resin; Peak light emitting wavelength P (nm): 950; Half viewing angle 1/2 (deg): ± High Sensitivity Chip Sensors Sideview Type; Type: Sideview Resin; Peak sensitivity wavelength P (nm): 800; Viewing angle 1/2 (deg): ±32; Dark Printheads for Packaging High-Speed Printers; Resolutions (dpi): 203; Print width (mm): 56; Resistance tolerance (O): 550; Platen diameter (max.)(f): 50; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Printheads for Distribution or Food Labels; Resolutions (dpi): 203; Print width (mm): 112; Resistance tolerance (O): 550; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Fast Recovery Diodes; Mounting style: Leaded type; Package size: 3.0x2.5(t=2.5); Number of terminal: 2; Reverse voltage VR(V): 200; Average rectified forward current IO(A): 1; Schottky Barrier Diodes; Package: TO220FN; Constitution materials list: Packing style: Bulk; Package quantity: 500; Printheads for Distribution or Food Labels; Resolutions (dpi): 300; Print width (mm): 108.4; Resistance tolerance (O): 850; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Printheads for Distribution or Food Labels; Resolutions (dpi): 300; Print width (mm): 81.3; Resistance tolerance (O): 850; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Printheads for Distribution or Food Labels; Resolutions (dpi): 203; Print width (mm): 56; Resistance tolerance (O): 550; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Printheads for Distribution or Food Labels; Resolutions (dpi): 300; Print width (mm): 54.2; Resistance tolerance (O): 850; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 250; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Fast Recovery Diodes; Mounting style: Surface mount; Package size: 2.6x1.6(t=0.8); Number of terminal: 2; Reverse voltage VR(V): 200; Average rectified forward current IO(A): 0.7; Fast Recovery Diodes; Mounting style: Surface mount; Package size: 1.9x1.3(t=0.6); Number of terminal: 2; Reverse voltage VR(V): 100; Average rectified forward current IO(A): 0.5; Printheads for Packaging High-Speed Printers; Resolutions (dpi): 300; Print width (mm): 54.2; Resistance tolerance (O): 850; Platen diameter (max.)(f): 50; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Printheads for Packaging High-Speed Printers; Resolutions (dpi): 203; Print width (mm): 112; Resistance tolerance (O): 550; Platen diameter (max.)(f): 50; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; Printheads for Packaging High-Speed Printers; Resolutions (dpi): 300; Print width (mm): 108.4; Resistance tolerance (O): 850; Platen diameter (max.)(f): 50; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; High Sensitivity Chip Sensors Sideview Type; Type: Surface Mount Type; Peak sensitivity wavelength P (nm): 800; Viewing angle 1/2 (deg): ±12; Dark current ICEO (Max.)(µA): 0.5; Response time tr·tf (µA): 10; Yes; Reflective Type Photosensors (Photoreflectors); Type: Cased Type; Light Emitting Diode: 630; Phototransistor: 600; Collector current IC (Min.)(mA): 0.08; Response time tr·tf (µs): 10; Photointerrupter General Type; Packing style: Plastic bag; Package quantity: 400; 塑料无引线芯片载 Plastic Leadless Chip Carrier 塑料无引线芯片载 Printheads for Distribution or Food Labels; Resolutions (dpi): 203; Print width (mm): 80; Resistance tolerance (O): 550; Platen diameter (max.)(f): 20; Print speed (mm/s): 100 to 300; Logic voltage (V): 4.75 to 5.25; Supply voltage (V): 24; 塑料无引线芯片载 Lead Frame Remote Control Receiver Modules (5V Type); Packing style: Stick; Package quantity: 1000; 塑料无引线芯片载 660/780nm Dual Wave Low Power Lasers; Packing style: Tray; Package quantity: 500; 塑料无引线芯片载 Fast Recovery Diodes; Mounting style: Leaded type; Package size: 15x10(t=4.5); Number of terminal: 3; Reverse voltage VR(V): 200; Average rectified forward current IO(A): 20; 塑料无引线芯片载 Fast Recovery Diodes; Mounting style: Leaded type; Package size: 15x10(t=4.5); Number of terminal: 3; Reverse voltage VR(V): 400; Average rectified forward current IO(A): 20; 塑料无引线芯片载 Fast Recovery Diodes; Mounting style: Surface mount; Package size: 5.5x6.5(t=2.3); Number of terminal: 3; Reverse voltage VR(V): 200; Average rectified forward current IO(A): 6;   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	S838010 S8381 	NMOS linear image sensors with high IR sensitivity
	Hamamatsu Corporation

	RPM-012PB RPM-012PB10 	High Sensitivity Chip Sensor, Side veiw type
   High Sensitivity Chip Sensor, Side veiw type
	Rohm

	PC825 PC845 PC815 PC835 	(PC815 - PC845) High Sensitivity / High Density Mounting Type Photocoupler
High Sensitivity, High Density Mounting Type Photocoupler
	SHARP[Sharp Electrionic Components]

	SIM-012ST 	High power chip sensor/ side view type
High power chip sensor side view type
Sensors > Infrared Light Emitting Diodes
	ROHM[Rohm]

	SY88289HLMGTR 	3.3V, 3.2Gbps High-Gain CML Limiting Amplifier with High-sensitivity Loss-of-Signal Detection
	Micrel Semiconductor

	PC716V 	High Sensitivity/ High Output Type Photocoupler
High Sensitivity, High Output Type Photocoupler
	SHARP[Sharp Electrionic Components]

	PC725 PC725V 	High Sensitivity High Collector-emitter Voltage Type Photocoupler
High Sensitivity, High Collector-emitter Voltage Type Photocoupler
High Sensitivity/ High Collector-emitter Voltage Type Photocoupler
	Sharp Corporation
SHARP[Sharp Electrionic Components]

	IT3021 	2.5-Gb/s high-sensitivity limiter amplifier
	Iterra

	GP1L52V GP1L54 GP1L50 GP1L51 	High Sensitivity Photointerrupter 高灵敏度光电断路
	SHARP[Sharp Electrionic Components]
Sharp Corporation
Sharp, Corp.
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						PL342 positive	
						PL342 wire	
						PL342 logic	
						PL342 参数 封装	
						PL342 Stmicroelectronic
	
						PL342 Speed	
						PL342 motor	
						PL342 filter	
						PL342 technology	
						PL342 Device
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