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			MSMC-0102 - PHOTOCELL,90mW,150V PEAK, 27KohmMAX LIGHT,2MohmMIN DARK PHOTOCELL,150mW,200VPK,3.6Kohm MAX LITE,0.3Mohm MIN DARK PHOTOCELL,90mW,150VPK,5Kohm, MAX LITE,20Mohm MIN DARK PHOTOCELL,400mW,350VPK,8Kohm MAX LITE,1Mohm MIN. DARK PHOTOCELL,100mW,150VPK,3Kohm, MAX LITE, 0.2Mohm MIN DARK PHOTOCELL,100mW,150VPK,80Kohm, MAX LITE,5Mohm MIN DARK CAP,CERM,DISC,470PF,1KV,20% CAP,CERM,DISC,0.047UF,1KV,20% AP,CERM,DISC,5PF,50V,20% INCREMENTS of 10 PHOTOCELL,90mW,150VPK,27Kohm, MAX LITE,0.3Mohm MIN DARK 医药0W的超小型开关电 PHOTOCELL,90mW,150VPK,10Kohm, MAX LITE,20Mohm MIN DARK 医药0W的超小型开关电 
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	Part No.	MSMC-0102 MSMC-0104 MSMC-0103 MSMC-0105 MSMC-0100 MSMC-0101 MDMC-0106 MDMC-0107 MDMC-0108 MSMC-0101DRL MSMC-0102DRL ASTRODYNEINC-MDMA-0108   

	Description	PHOTOCELL,90mW,150V PEAK, 27KohmMAX LIGHT,2MohmMIN DARK 
 PHOTOCELL,150mW,200VPK,3.6Kohm MAX LITE,0.3Mohm MIN DARK
PHOTOCELL,90mW,150VPK,5Kohm, MAX LITE,20Mohm MIN DARK
PHOTOCELL,400mW,350VPK,8Kohm MAX LITE,1Mohm MIN. DARK
PHOTOCELL,100mW,150VPK,3Kohm, MAX LITE, 0.2Mohm MIN DARK
PHOTOCELL,100mW,150VPK,80Kohm, MAX LITE,5Mohm MIN DARK
CAP,CERM,DISC,470PF,1KV,20%
CAP,CERM,DISC,0.047UF,1KV,20%
AP,CERM,DISC,5PF,50V,20% INCREMENTS of 10
PHOTOCELL,90mW,150VPK,27Kohm, MAX LITE,0.3Mohm MIN DARK 医药0W的超小型开关电
PHOTOCELL,90mW,150VPK,10Kohm, MAX LITE,20Mohm MIN DARK 医药0W的超小型开关电
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 			 Full text search : PHOTOCELL,90mW,150V PEAK, 27KohmMAX LIGHT,2MohmMIN DARK PHOTOCELL,150mW,200VPK,3.6Kohm MAX LITE,0.3Mohm MIN DARK PHOTOCELL,90mW,150VPK,5Kohm, MAX LITE,20Mohm MIN DARK PHOTOCELL,400mW,350VPK,8Kohm MAX LITE,1Mohm MIN. DARK PHOTOCELL,100mW,150VPK,3Kohm, MAX LITE, 0.2Mohm MIN DARK PHOTOCELL,100mW,150VPK,80Kohm, MAX LITE,5Mohm MIN DARK CAP,CERM,DISC,470PF,1KV,20% CAP,CERM,DISC,0.047UF,1KV,20% AP,CERM,DISC,5PF,50V,20% INCREMENTS of 10 PHOTOCELL,90mW,150VPK,27Kohm, MAX LITE,0.3Mohm MIN DARK 医药0W的超小型开关电 PHOTOCELL,90mW,150VPK,10Kohm, MAX LITE,20Mohm MIN DARK 医药0W的超小型开关电   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AAA3528EMBSGC 	3.5 x 2.8 mm surface mount LED lamp. High efficiency red (peak wavelength 627 nm).Super bright green (peak wavelength 565 nm). Blue (peak wavelength 430 nm). Lens type water clear.
	Kingbright Electronic

	FMBD4148SE 	350mW Switching Diode Peak Repetitive Peak reverse voltage VRRM
	First Components Internatio...

	BT134-D 	600V Vdrm 4A Triac, 1.7V Peak On-State Voltage, 0.5mA Repetitive Peak Off-State Current
Bi-Directional Triode Thyristor
	SEMIWELL[SemiWell Semiconductor]

	BT236-D BT2.6-D 	600V Vdrm 6A Triac, 1.6V Peak On-State Voltage, 1.0mA Repetitive Peak Off-State Current
Sensitive Gate Triacs
	SEMIWELL[SemiWell Semiconductor]

	APTB1612ESGC 	Bi-color SMD chip LED lamp. High efficiency red (peak wavelength 627 nm), super bright green (peak wavelength 565 nm). Lens type water clear.
	Kingbright Electronic

	20KW256A 20KW160 20KW160A 20KW216 20KW216A 20KW240	256.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
160.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
216.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
240.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
120.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
192.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
112.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
300.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
204.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
232.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
280.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
172.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
180.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
144.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor
	MDE Semiconductor

	1.5KE20 1.5KE180 1.5KE110 1.5KE7.5 1.5KE27 1.5KE8.	VOLTAGE 6.8V ~ 440V 1500W Peak Power / 5.0W Steady State 1500W Peak Power TVS
	SeCoS Halbleitertechnologie GmbH
SeCoS Halbleitertechnologie...
SeCoS Halbleitertechnol...

	P6KE18A P6KE22 P6KE36A P6KE6.8A P6KE7.5A P6KE160 P	600 Watt peak power transient voltage suppressor. Reverse stand-off voltage VRWM = 138.00 V. Test current IT = 1 mA.
TRANSIENT VOLTAGE SUPPRESSOR BREAKDOWN VOLTAGE:6.8-440V PEAK PULSE POWER: 600W
2.5-V 460-Kbps RS-232 Transceiver With  /-15-kV ESD Protection 20-TSSOP -40 to 85
600 WATT PEAK POWER TRANSIENT VOLTAGE SUPPRESSORS 600瓦特峰值功率瞬态电压抑制器
Power Amplifier Driver 32-VQFN -40 to 85 600瓦特峰值功率瞬态电压抑制器
600 Watt peak power transient voltage suppressor. Reverse stand-off voltage VRWM = 284.00 V. Test current IT = 1 mA.
	Shanghai Sunrise Electronics
Bytes

	15FMCJ91A 15FMCJ 15FMCJ10 15FMCJ100 15FMCJ100A 15F	   SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 143V(min), 158V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 108V(min), 132V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 90.0V(min), 110V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 99.0V(min), 121V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 117V(min), 143V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 171V(min), 189V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 237V(min), 263V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 332V(min), 368V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 198V(min), 242V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 198V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 124V(min), 137V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 225V(min), 275V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 285V(min), 315V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 270V(min), 330V(max). For bidirectional use C or CA suffix.
10 GIG OPTIMIZED         FIBER PATCH LC/LC
Fiber Optic Cable Assembly; Cable Length:49.2ft; Connector Type A:ST; Connector Type B:ST
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 10M
FO CERAMIC 62.5 PLENUM   ST-ST CONNECTORS 5M
Fiber Optic Cable Assembly; Cable Length:32.8ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
Fiber Optic Cable Assembly; Cable Length:16.4ft; Connector Type A:ST; Connector Type B:ST; Drop Ship:Yes
10 GIG OPTIMIZED         FIBER PATCH ST/ST
SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 表面贴装瞬态电压抑制器
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 152V(min), 168V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 380V(min), 420V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 153V(min), 187V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 180V(min), 220V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 190V(min), 210V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 360V(min), 440V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 162V(min), 179V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 144V(min), 176V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 114V(min), 126V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 105V(min), 116V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 315V(min), 385V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 95.0V(min), 105V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 135V(min), 165V(max). For bidirectional use C or CA suffix.
Surface mount transient voltage suppressor (TVS). 1500W peak power, 5.0W steady state. Breakdown voltage 209V(min), 231V(max). For bidirectional use C or CA suffix.
	RECTRON[Rectron Semiconductor]

	30KW258A 30KW168 30KW168A 30KW216 30KW240 30KW240A	258.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
168.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
216.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
240.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
120.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
198.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
270.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
156.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
132.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
144.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
288.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
102.00V; 5mA ;15000W peak pulse power; glass passivated junction transient voltage suppressor. For bipolar applications
	MDE Semiconductor
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