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			 Related Part Number
	
					PART	Description	Maker
	ATA6832-08 	High Temperature Triple Half-bridge Driver with SPI and PWM
	ATMEL Corporation

	AM2168-35DC AM2168-35PC AM2168-35LC AM2169-70/BRA 	Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 16; Temperature Range: -40°C to  85°C
Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
Single Cell High Current Micropower 600kHz Boost DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual High Efficiency, Low Noise, Synchronous Step-Down Switching Regulators
Single Cell Micropower 600kHz PWM DC/DC Converters; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
x4 SRAM x4的SRAM
Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C
Micropower High Efficiency 5V/12V Step-Up DC/DC Converter for Flash Memory; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	API Delevan

	MM908E621ACDWB MM908E621ACDWBR2 908E621_07 908E621	Integrated Quad Half-Bridge and Triple High-Side with Embedded MCU and LIN for High End Mirror
	FREESCALE[Freescale Semiconductor, Inc]

	MM908E62108 	Integrated Quad Half-bridge and Triple High Side with Embedded MCU and LIN for High End Mirror
	Freescale Semiconductor, Inc

	MM908E622ACDWBR2 MM908E62208 	Integrated Quad Half-bridge, Triple High Side and EC Glass Driver with Embedded MCU and LIN for High End Mirror
	Freescale Semiconductor, Inc

	IS0-2100ARH-Q 	High Frequency Half Bridge Driver; Temperature Range: -55&deg;C to 125&deg;C; Package: Die (Military Visual) 1.5 A HALF BRDG BASED MOSFET DRIVER, UUC16
	Intersil, Corp.

	ATA6839 ATA6839-PXQW 	High Temperature Hex Half-bridge Driver with Serial Input Control
	ATMEL Corporation

	EPA2200-40 EPA2200-95 EPA2200-22 EPA2200-20 EPA220	8 Pin Triple Fast Logic TTL Compatible Active Delay Lines
Delay Line 延迟
140MHz Triple Video Digitizer with Digital PLL; Temperature Range: 0&degC to 70°C; Package: 128-MQFP
275MHz Triple Video Digitizer with Digital PLL; Temperature Range: 0&degC to 70°C; Package: 128-MQFP
Quad Digital Controlled Potentionmeters (XDCP™); Low Noise/Low Power/I2C® Bus/256 Taps; Temperature Range: -40°C to 85°C; Package
170MHz Triple Video Digitizer with Digital PLL; Temperature Range: 0&degC to 70°C; Package: 128-MQFP
	PCA ELECTRONICS INC.
Molex, Inc.

	BTN7930 BTN7930S BTN7930P 	High Current PN Half Bridge NovalithIC
42 A HALF BRIDGE BASED PRPHL DRVR, PSFM7
High Current PN Half Bridge NovalithIC?/a>
	Infineon Technologies AG

	AD8185ARUZ-REEL7 	310 MHz, 25 mA, Triple 2:1, Buffered (Gain =  2) Multiplexer; Package: TSSOP; No of Pins: 24; Temperature Range: Industrial TRIPLE 2-CHANNEL, VIDEO MULTIPLEXER, PDSO24
   380 MHz, 25 mA, Triple 2:1 Multiplexers
	Analog Devices, Inc.

	VKP60LT512C VKP60LT515C VKP60LT312C VKP60LT315C VK	60 Watt Triple Output Half Brick DC/DC Converter
	Murata Power Solutions Inc.

	ATA6831C-14 	Triple Half-bridge Driver with SPI and PWM
	ATMEL Corporation
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