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			A29L040A-70 - Insulation Tester (Megohmmeter); Resistance Measuring Range:0 to 9999 Ohm; Accuracy: /-3% Rdg  /- 5 LSD Less Than 1Gohm; Display Technology:LED; Range:0 - 4.000/40.00/400.0/4000 Mohm; Test Voltage:1000V; Voltage Rating:1000V RoHS Compliant: NA 512K X 8 Bit CMOS 3.0 Volt-only, Uniform Sector Flash Memory FUSE,SIBA,70 125 40,.5A/700V RoHS Compliant: NA Digital Multimeter Clamp; DMM Type:Clamp; No. of Digits/Alpha:3-3/4; DMM Response Type:True RMS; Calibrated:No; Current Measuring Range:1000A; Current Setting AC:1000A; Current Setting DC:1000A RoHS Compliant: NA MINI-CLAMP DMM, 400A RoHS Compliant: NA Replaced by PT78NR109,PT78ST109 : 9Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85 Replaced by PT78NR108,PT78ST108 : 8Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85 12k × 8位CMOS 3.0伏只，统一部门快闪记忆 Insulation Tester (Megohmmeter); Resistance Measuring Range:0 to 4000 MOhm; Test Voltage:600V; Voltage Rating:600V RoHS Compliant: NA 12k × 8位CMOS 3.0伏只，统一部门快闪记忆 
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	Part No.	A29L040A-70 A29L040A-70F A29L040AX-70 A29L040AX-70F A29L040AL-0F A29L040AY-70 A29L040AV-70 A29L040AV-70F   

	Description	Insulation Tester (Megohmmeter); Resistance Measuring Range:0 to 9999 Ohm; Accuracy: /-3% Rdg  /- 5 LSD Less Than 1Gohm; Display Technology:LED; Range:0 - 4.000/40.00/400.0/4000 Mohm; Test Voltage:1000V; Voltage Rating:1000V RoHS Compliant: NA 
 512K X 8 Bit CMOS 3.0 Volt-only, Uniform Sector Flash Memory
FUSE,SIBA,70 125 40,.5A/700V RoHS Compliant: NA
Digital Multimeter Clamp; DMM Type:Clamp; No. of Digits/Alpha:3-3/4; DMM Response Type:True RMS; Calibrated:No; Current Measuring Range:1000A; Current Setting AC:1000A; Current Setting DC:1000A RoHS Compliant: NA
MINI-CLAMP DMM, 400A RoHS Compliant: NA
Replaced by PT78NR109,PT78ST109 : 9Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85
Replaced by PT78NR108,PT78ST108 : 8Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85 12k × 8位CMOS 3.0伏只，统一部门快闪记忆
Insulation Tester (Megohmmeter); Resistance Measuring Range:0 to 4000 MOhm; Test Voltage:600V; Voltage Rating:600V RoHS Compliant: NA 12k × 8位CMOS 3.0伏只，统一部门快闪记忆


	File Size	408.15K  / 
						30 Page	 
	

						Maker	
						

						 AMIC Technology Corporation 
 AMIC Technology, Corp.
 
						










	
						
						




						

	Homepage	
						
	Download	[ 
						A29L040A-70 A29L040A-70F A29L040AX-70 A29L040AX-70F A29L040AL-0F A29L040AY-70 A29L040AV-70 A29L040AV Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						A29L040A-70 A29L040A-70F A29L040AX-70 A29L040AX-70F A29L040AL-0F A29L040AY-70 A29L040AV-70 A29L040AV Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[A29L040A-70 A29L040A-70F A29L040AX-70 A29L040AX-70F A29L040AL-0F A29L040AY-70 A29L040AV-70 A29L040AV Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for A29L040A-70 ] 


					[ Price & Availability of A29L040A-70 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Insulation Tester (Megohmmeter); Resistance Measuring Range:0 to 9999 Ohm; Accuracy: /-3% Rdg  /- 5 LSD Less Than 1Gohm; Display Technology:LED; Range:0 - 4.000/40.00/400.0/4000 Mohm; Test Voltage:1000V; Voltage Rating:1000V RoHS Compliant: NA 512K X 8 Bit CMOS 3.0 Volt-only, Uniform Sector Flash Memory FUSE,SIBA,70 125 40,.5A/700V RoHS Compliant: NA Digital Multimeter Clamp; DMM Type:Clamp; No. of Digits/Alpha:3-3/4; DMM Response Type:True RMS; Calibrated:No; Current Measuring Range:1000A; Current Setting AC:1000A; Current Setting DC:1000A RoHS Compliant: NA MINI-CLAMP DMM, 400A RoHS Compliant: NA Replaced by PT78NR109,PT78ST109 : 9Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85 Replaced by PT78NR108,PT78ST108 : 8Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85 12k × 8位CMOS 3.0伏只，统一部门快闪记忆 Insulation Tester (Megohmmeter); Resistance Measuring Range:0 to 4000 MOhm; Test Voltage:600V; Voltage Rating:600V RoHS Compliant: NA 12k × 8位CMOS 3.0伏只，统一部门快闪记忆   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	CF-10-WHEEL-SET-PU 	2 replacement rolls for CUTFOX 10, with PU tread, for sensitive cables/conductors and their insulation (for hard insulation to some extent)
	PHOENIX CONTACT

	ZONECHECK ZC30 	Flow Switch Tester
	Systemsensor advanced ideas.

	88E1322 	Advanced Virtual Cable Tester? (VCTTM)
	Maxwell Technologies

	130127-0009 	Super-Safeway? 3-Wire Circuit Tester
	Molex Electronics Ltd.

	DS2172 	Bit Error Rate Tester (BERT)(位错误率检测器)
	Maxim Integrated Products, Inc.

	130127-0003 	Super-Safeway? 3-Wire & GFCI Circuit Tester, 3 Indicating Lights
	Molex Electronics Ltd.

	MG75Q2YS40 E002411 	WIRE, ETFE, TEFZEL, 12AWG, WHITE, 100M; Area, conductor CSA:3.022mm2; Conductor make-up:37/0.320; Voltage rating, AC:600V; Current rating:35A; Colour, primary insulation:White; Material, primary insulation:Tefzel; Diameter, RoHS Compliant: Yes
N CHANNEL IGBT (HIGH POWER SWITCHING, MOTOR CONTROL APPLICATIONS)
From old datasheet system
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]

	AC08FSMA AC08DSMA 	8A resin insulating TRIAC
(AC08DSMA / AC08FSMA) 8A RESIN INSULATION TYPE TRIAC
8A RESIN INSULATION TYPE TRIAC 8A条树脂绝缘型可控
ECONOLINE: RB & RA - Dual Output from a Single Input Rail- Power Sharing on Output- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- Custom Solutions Available- UL94V-0 Package Material- Efficiency to 85% 8A条树脂绝缘型可控
	NEC[NEC]
NEC Corp.
NEC, Corp.

	MYS40 MYS250 MYS80 MYS125 	Surface Mount Si-Bridge Rectifiers
WIRE, ETFE, TEFZEL, 14AWG, BLACK, 100M; Area, conductor CSA:1.675mm2; Conductor make-up:37/0.250; Voltage rating, AC:600V; Current rating:23A; Colour, primary insulation:Black; Material, primary insulation:Tefzel; Diameter, RoHS Compliant: Yes
Patch Panel; Mounting Type:2U; Body Material:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes 0.5 A, 160 V, SILICON, BRIDGE RECTIFIER DIODE
	Diotec Elektronische
DIOTEC[Diotec Semiconductor]
Diotec Semiconductor AG

	60837A108 	Insulation Punch
	Molex Electronics Ltd.
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