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			ISPPAC-CLK5510V-01T48C - LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Red; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:470nm Backlight LED; Color:Infrared; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No LED Area Light; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:150mA; Supply Voltage:24VDC; Wavelength:940nm Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:530nm Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:470nm 5500 SERIES, PLL BASED CLOCK DRIVER, 20 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP100 In-System Programmable Clock Generator with Universal Fan-Out Buffer 5500 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48 
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	Part No.	ISPPAC-CLK5510V-01T48C ISPPAC-CLK5510V-01T48I ISPPAC-CLK5510V-01TN48I ISPPAC-CLK5520V-01T100C ISPPAC-CLK5520V-01T100I ISPPAC-CLK5510V-01TN48C ISPPAC-CLK5520V-01TN100I ISPPAC-CLK5520V-01TN100C ISPPAC-CLK55XX   

	Description	LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Red; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA 
 LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
LED Area Light; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:150mA; Supply Voltage:24VDC; Wavelength:940nm
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:530nm
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:470nm 5500 SERIES, PLL BASED CLOCK DRIVER, 20 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP100
In-System Programmable Clock Generator with Universal Fan-Out Buffer 5500 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
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						 Lattice Semiconductor Corporation 
 Lattice Semiconductor, Corp.
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 			 Full text search : LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Red; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:470nm Backlight LED; Color:Infrared; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No LED Area Light; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:150mA; Supply Voltage:24VDC; Wavelength:940nm Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:530nm Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:470nm 5500 SERIES, PLL BASED CLOCK DRIVER, 20 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP100 In-System Programmable Clock Generator with Universal Fan-Out Buffer 5500 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	HZD5C2NC HZD3C2NC HZD4C2NC HZD8C2NC HZD2C2NC HZD9C	SafeSite? LED Area Light with Retrofit Adapter Kit
	Dialight Corporation

	Q62703-Q3170 Q62703-Q3176 Q62703-Q3177 Q62703-Q355	Hyper 3 mm T1 LED Non Diffused Hyper-Bright LED
Hyper 3 mm T1 LED/ Non Diffused Hyper-Bright LED
FILTER CHIP 26 OHM 6A 0603
Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
50842042
Hyper 3 mm T1 LED, Non Diffused Hyper-Bright LED T-1 SINGLE COLOR LED, SUPER RED, 3 mm
Hyper 3 mm T1 LED, Non Diffused Hyper-Bright LED 3毫米T1的LED，不扩散超高亮LED
Hyper 3 mm T1 LED, Non Diffused Hyper-Bright LED 毫米T1的LED，不扩散超高亮LED
Hyper 3 mm T1 LED, Non Diffused Hyper-Bright LED T-1 SINGLE COLOR LED, ORANGE, 3 mm
	Siemens Semiconductor G...
SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	HZC9C2N HZC8C2N HZC5C2N HZP8C2N 	SafeSite? Series LED Area Light
   SafeSite? Series LED Area Light
	Dialight Corporation

	130243-0033 	Haztex Wide Area LED Work Light, 4 x 20W, Plug 14/3 SOOW 15.24m
	Molex Electronics Ltd.

	559-1301-001F 559-5101-003F 559-5301-003F 559-5101	T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
T-1 3/4 SINGLE COLOR LED, YELLOW, 5 mm
LED Lamp; LED Color:Red; Luminous Intensity:34ucd; Forward Current:20mA; Forward Voltage:2.1V; Color:Red RoHS Compliant: Yes T-1 3/4 SINGLE COLOR LED, RED, 5 mm
T-1 3/4 SINGLE COLOR LED, ORANGE, 5 mm
	Dialight PLC

	SMV1142 SMV1142-011 SMV1143-011 SMV1144-011 SMV114	LED Mount; Bulb Size:T-1; LED Color:Green; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2.2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
Hyperabrupt Junction Tuning Varactors
	Alpha Industries, Inc.
ALPHA[Alpha Industries]
Alpha Industries Inc

	609-1312-120 609-2312-120 609-1212-130 609-1112-14	LED PNL MT 9MM 6V CHROME YELLOW SINGLE COLOR LED, YELLOW, 6.1 mm
LED PNL MT 9MM 6V CHROME YELLOW SINGLE COLOR LED, YELLOW, 8.89 mm
LED Lamp; LED Color:Green; Luminous Intensity:110ucd; Forward Current:15mA; Forward Voltage:12VDC; Operating Temperature Range:-25 C to C; Color:Green; Leaded Process Compatible:No; Lens Color:Green RoHS Compliant: No SINGLE COLOR LED, GREEN, 6.1 mm
SINGLE COLOR LED, RED, 6.1 mm
	Dialight PLC
DIALIGHT CORP

	P2812A-B P2814A-B P2814AF-08TT A2811A-08SR A2811A-	Low-Power EMI Reduction IC 80 MHz, OTHER CLOCK GENERATOR, PDSO8
Surface-Mount/Axial LED Lamp,Green,Water Clear,LED-8d 低功耗电磁干扰降低集成电
Low-Power EMI Reduction IC 低功耗电磁干扰降低集成电
PS MEDICAL SWITCHER 5.1V 2.2A
LED Lamp; LED Color:Ultra Yellow; Luminous Intensity:60mcd; Viewing Angle:140 ; Forward Current:20mA; Forward Voltage:2V; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
WASHER SHOULDER INSUL RND #4
Light Pipe; Mounting Hole Dia:3.5mm; Material:Polycarbonate; Length:5mm; Color:Clear; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
SCSI LVD REPEATER
KPT 8C 8#20 PIN RECP
Input Frequency Range 6 MHz to 210 MHz
	Alliance Semiconductor, Corp.
ALSC[Alliance Semiconductor Corporation]
Alliance Semiconductor ...

	HLCP-A100 HLCP-B100 HLCP-C100 HLCP-D100 HLCP-E100 	   LED Light Bars
Large bright, uniform light emitting areas
SINGLE COLOR LED, RED, 19.05 mm
	AVAGO TECHNOLOGIES LIMITED
AVAGO TECHNOLOGIES LIMI...

	FS1UM-16A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
MITSUBISHI Nch POWER MOSFET HIGH-SPEED SWITCHING USE
	Powerex Power Semiconductors
Mitsubishi Electric Corporation

	597-2401-213 	LED Lamp; LED Color:Yellow; Luminous Intensity:32ucd; Viewing Angle:120 ; Forward Current:10mA; Forward Voltage:2V; Operating Temperature Range:-55 C to  100 C; Color:Yellow; Leaded Process Compatible:No; Lens Color:Clear RoHS Compliant: No
	DIALIGHT CORP

	CH35-0009-S 	LED Panel Indicator; LED Color:Red; Luminous Intensity:100foot lambert; Forward Current:40mA; Forward Voltage:24V; Operating Temperature Range:-25 C to C; Color:Red; Leaded Process Compatible:No RoHS Compliant: No 11分贝定向耦合0 - 500兆赫
11 dB Directional Coupler 10 - 500 MHz
	Bourns, Inc.
Tyco Electronics
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