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	Part No.	UPD44321182GF-A50 UPD44321362GF-A50   

	Description	Film Capacitor; Voltage Rating:630VDC; Capacitor Dielectric Material:Polypropylene; Capacitance:22000pF; Capacitance Tolerance: /- 10%; Lead Pitch:15mm; Leaded Process Compatible:Yes; Series:171; Termination:Radial Leaded 
 32M-BIT ZEROSB SRAM PIPELINED OPERATIO
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			 Related Part Number
	
					PART	Description	Maker
	PHAWOS1000/1850/5KS-DR PHAWOS1000/1850/5KS-ST PHAW	CAPACITOR, FILM/FOIL, 1000 V, 59 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 500 V, 54 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 600 V, 60 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 600 V, 57 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 600 V, 97 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 600 V, 45 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 750 V, 49 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 500 V, 73 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 750 V, 36 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 600 V, 265 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 1000 V, 27 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 600 V, 354 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 600 V, 78 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 600 V, 171 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 1000 V, 422 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 1000 V, 37 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 1000 V, 141 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 600 V, 134 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 1000 V, 81 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 1000 V, 105 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 1500 V, 18 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 600 V, 124 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 1000 V, 350 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 600 V, 236 uF, CHASSIS MOUNT
CAPACITOR, FILM/FOIL, 1000 V, 48 uF, CHASSIS MOUNT
	Vishay Intertechnology, Inc.

	CXA2020M CXA2020S 	EIAJ Sound Multiplexing Decoder EIAJ声音多路复用解码
Film Capacitor; Voltage Rating:50VDC; Capacitor Dielectric Material:Polyethylene Naphthalate; Capacitance:820000pF; Capacitance Tolerance: /- 10%; Leaded Process Compatible:No; Package/Case:3925; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	Sony, Corp.
SONY[Sony Corporation]

	93AA46BT-I_MSG 93LC46BT-E/MS 93LC46BT-E/MSG 93LC46	1K Microwire Compatible Serial EEPROM 一千微丝兼容串EEPROM
IGBT Module; Transistor Polarity:N Channel; Collector Emitter Voltage, Vceo:600V; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:255W; Package/Case:Module; C-E Breakdown Voltage:600V 一千微丝兼容串行EEPROM
Film Capacitor; Voltage Rating:250VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.068uF; Capacitance Tolerance: /- 5%; Lead Pitch:10mm; Package/Case:C; Series:160; Termination:Radial Leaded RoHS Compliant: Yes 一千微丝兼容串行EEPROM
1K Microwire Compatible Serial EEPROM 一千微丝兼容串行EEPROM
RES,MF,1K,OHMS,1/4W,1% 一千微丝兼容串行EEPROM
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: /- 10%; Lead Pitch:22.5mm; Leaded Process Compatible:No; Package/Case:O; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:4pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
RES 100K MF 1/4W F 0500LS 250V  T&R
93AA46A/B/C/ 93LC46A/B/C/ 93C46A/B/C Datasheet
IGBT Module; Continuous Collector Current, Ic:50A; Collector Emitter Saturation Voltage, Vce(sat):1.7V; Power Dissipation, Pd:125W; C-E Breakdown Voltage:600V; Collector Current:50A; Collector Emitter Voltage, Vceo:600V RoHS Compliant: Yes
Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.56uF; Capacitance Tolerance: 10%; Lead Pitch:22.5mm; Leaded Process Compatible:Yes; Package/Case:O; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:2pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:5pF; Capacitance Tolerance: /- 0.5pF; Series:CD17; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Silver Mica Capacitor; Capacitance:680pF; Capacitance Tolerance: /- 5%; Series:CD16; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.94mm; Leaded Process Compatible:No RoHS Compliant: No
Special Function IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	Microchip Technology, Inc.
Microchip Technology Inc.
http://

	QYX2A222KTP QYX2A152KTP QYX1H222KTP QYX1H152KTP QY	PLASTIC FILM CAPACITORS
Polyester Film Radial Lead Capacitor; Capacitance: 3300uF; Voltage: 50V; Case Size: 5.5x7 mm; Packaging: Cut & Form CAPACITOR, FILM/FOIL, POLYESTER, 50 V, 0.0033 uF, THROUGH HOLE MOUNT
	http://
Nichicon corporation
Nichicon, Corp.

	QYS1H222KTP QYP1H223JTP QYS1H334KTP QYP1H333KTP 	Polyester Film Radial Lead Capacitor; Capacitance: 2200uF; Voltage: 50V; Case Size: 5.5x5 mm; Packaging: Bulk CAPACITOR, FILM/FOIL, POLYESTER, 50 V, 0.0022 uF, THROUGH HOLE MOUNT
Polyester Film Radial Lead Capacitor; Capacitance: 22000uF; Voltage: 50V; Packaging: Bulk CAPACITOR, FILM/FOIL, POLYESTER, 50 V, 0.022 uF, THROUGH HOLE MOUNT
Polyester Film Radial Lead Capacitor; Capacitance: .33uF; Voltage: 50V; Case Size: 11x13 mm; Packaging: Bulk CAPACITOR, FILM/FOIL, POLYESTER, 50 V, 0.33 uF, THROUGH HOLE MOUNT
Polyester Film Radial Lead Capacitor; Capacitance: 33uF; Voltage: 50V; Case Size: 7.5x6 mm; Packaging: Bulk CAPACITOR, FILM/FOIL, POLYESTER, 50 V, 0.033 uF, THROUGH HOLE MOUNT
	Nichicon, Corp.

	HCA0207 	Bipolar Transistor; Package/Case:TO-3P; Current Rating:12A; Voltage Rating:800V
Carbon Film Resistors, Power Type
From old datasheet system
	Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]

	REC15 REC15-4824SRWBZ REC15-1205DRWB REC15-1205DRW	CAPACITOR, 1000UF 16V CAPACITOR, 1000UF 16V; CAPACITANCE:1000UF; VOLTAGE RATING, DC:16V; CAPACITOR DIELECTRIC TYPE:ALUMINIUM ELECTROLYTIC; SERIES:YXF; TEMP, OP. MAX:105(DEGREE C); TEMP, OP. MIN:-40(DEGREE C); TOLERANCE, :20%; RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:16VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  C; Capacitance:47uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:General Purpose; Voltage Rating:16VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-55 C to  105 C; Capacitance:100uF RoHS Compliant: Yes
ECONOLINE - DC/DC - CONVERTER ECONOLINE -直流/直流-转炉
	Recom International Pow...
RECOM[Recom International Power]
RECOM Power Inc.
RECOM Electronic GmbH

	QXK2G684JTPTZH 	Metalized Polyester Film Radial Lead Capacitor; Capacitance: .68uF; Voltage: 400V; Packaging: Bulk CAPACITOR, METALLIZED FILM, POLYESTER, 400 V, 0.68 uF, THROUGH HOLE MOUNT
	Nichicon, Corp.

	UPD29F064115GZ-DB80X-MJH UPD29F064115GZ-DB85X-MJH 	Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:150VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  C; Capacitance:22000uF RoHS Compliant: Yes
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to  C; Capacitance:22000uF RoHS Compliant: Yes
CONNECTOR ACCESSORY
Aluminum Electrolytic Capacitor; Capacitor Type:Computer Grade; Voltage Rating:75VDC; Capacitor Dielectric Material:Aluminum Electrolytic; Operating Temperature Range:-40 C to C; Capacitance:22000uF RoHS Compliant: Yes 6400CMOS低电压双堆叠式存储器分词6位（字模式）页面模式
64M-BIT CMOS LOW-VOLTAGE DUAL OPERATION FLASH MEMORY 4M-WORD BY 16-BIT (WORD MODE) PAGE MODE 6400位CMOS低电压双堆叠式存储器分词6位（字模式）页面模式
4M X 16 FLASH 1.8V PROM, 80 ns, PBGA63
	NEC Corp.
NEC, Corp.

	SV03 SV01KA101JAA SV01KA101KAA SV01KA101MAA SV01HA	Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
High Voltage MLC Radials (SV Style) 子午线轮胎高压刚果解放运动（希风格）
XTAL,OSC 50.0MHZ 3V 6P SMT
POT 2.0K OHM 1/4 SQ CERM SL ST
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 5%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:200pF; Capacitance Tolerance: /- 2%; Series:CD10; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:3.6mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: 5%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:910pF; Capacitance Tolerance: /- 2%; Series:CD19; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:8.7mm; Leaded Process Compatible:No RoHS Compliant: No
LUGS
   High Voltage MLC Radials (SV Style)
	AVX, Corp.
AVX[AVX Corporation]
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