

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						NJM2153D			BOURNS			BJ225			MC74LV			FDMC8678			MAX476			B82464A2			2060C			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			ST72T71N5B1 - Leaded Cartridge Fuse; Current Rating:50mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes Leaded Cartridge Fuse; Current Rating:312.5mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Length:8.89mm; Series:273 RoHS Compliant: NA 8位微控制 
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	Part No.	ST72T71N5B1 ST72T71J1B1   

	Description	Leaded Cartridge Fuse; Current Rating:50mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes 
 Leaded Cartridge Fuse; Current Rating:312.5mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Length:8.89mm; Series:273 RoHS Compliant: NA 8位微控制
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	Part: ST72T71N5B1
	Maker: ST
	Pack: DIP
	Stock: 302
	Unit price 
									for :
	    
									50: $4.32
	  
									100: $4.10
	1000: 
									$3.89
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			 Related Part Number
	
					PART	Description	Maker
	ST72T331N2T3 ST72T331N4T6 	Leaded Cartridge Fuse; Current Rating:1.5A; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Body Material:Glass; Diameter:4.5mm; Fuse Size/Group:5 x 15 mm; Leaded Process Compatible:No; Length:14.48mm 8位微控制
	STMicroelectronics N.V.

	LP-CC-2-1/2 LP-CC-25 LP-CC-9 LP-CC-10 	Cartridge Fuse; Current Rating:2.5A; Voltage Rating:600VAC; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Series:LP-CC TIME DELAY BLOW ELECTRIC FUSE, 2.5A, 600VAC, 300VDC, 200000A (IR), INLINE/HOLDER
Cartridge Fuse; Current Rating:25A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:10.31 x 38.1mm; Diameter:10.3124mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm RoHS Compliant: No
Cartridge Fuse; Current Rating:9A; Voltage Rating:600VAC; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:LP-CC RoHS Compliant: No
Cartridge Fuse; Current Rating:10A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:10.31 x 38.1mm; Diameter:10.3124mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm RoHS Compliant: No
	Cooper Bussmann, Inc.
COOPER INDUSTRIES

	BC860CL BC860AL 	Leaded Cartridge Fuse; Current Rating:700mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
Automotive Fuse; Current Rating:15A; Voltage Rating:32V; Fuse Type:Fast Acting; Fuse Terminals:Blade; Length:18.54mm; Series:257; Fuse Size/Group:18.54 x 19.05 x 5.08mm 晶体管|晶体管|进步党| 45V的五（巴西）总裁| 100mA的一（c）| SOT - 23封装
	Ironwood Electronics

	ST72T71N5B1 ST72T71J1B1 	Leaded Cartridge Fuse; Current Rating:50mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
Leaded Cartridge Fuse; Current Rating:312.5mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Length:8.89mm; Series:273 RoHS Compliant: NA 8位微控制
	Intersil, Corp.

	Z86B0712PEC 	Leaded Cartridge Fuse; Current Rating:250mA; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Voltage Rating:250V; Body Material:Ceramic; Diameter:6.985mm; Fuse Size/Group:1/4 x 1-1/4 &quot; RoHS Compliant: Yes 8位微控制
	Pasternack Enterprises, Inc.

	KLM-1 	Cartridge Fuse; Fuse Type:Fast Acting; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:KLM RoHS Compliant: No FAST BLOW ELECTRIC FUSE, 1A, 500VAC, 500VDC, 10000A (IR), INLINE/HOLDER
	Cooper Bussmann, Inc.

	0995020 0995040 0995025 0995030 0995050 0995060 	JCASE? Cartridge Fuse Rated 58V
JCASE㈢ Cartridge Fuse Rated 58V
	Littelfuse

	80200603 8020.0603 8020.0605 8020.0607 8020.0606 8	Cartridge Fuse, 6.3x32 mm, low resistance, up to 30 A
	Schurter Inc.

	BK/PCB-2-1/2 BK/PCB-1-1/2 PCD-5 PCE-5 	FUSE 2-1/2A 250V FAST PCTRON LNG ELECTRIC FUSE, 2.5A, 250VAC, 450VDC, 50A (IR), THROUGH HOLE
FUSE 1-1/2A 250V FAST PCTRON LNG ELECTRIC FUSE, 1.5A, 250VAC, 450VDC, 50A (IR), THROUGH HOLE
PC Board Fuse; Leaded Process Compatible:No; Fuse Type:Fast Acting; Peak Reflow Compatible (260 C):No; Series:PC-Tron ELECTRIC FUSE, 5A, 125VAC, 250VDC, 10000A (IR), THROUGH HOLE
	Cooper Bussmann, Inc.

	0508.315MX6P 0508.500MX6P 0508001.MXEP 0508001.MXP	Axial Lead & Cartridge Fuses 3AB 1000VAC / DC High Voltage Fuse
	Littelfuse

	Z21L390 Z21L431 Z21L361 Z33M271S Z33M441S Z33M102S	288Mb RLDRAM Component
MEM, MT49H8M36FM, RLDRAM II, 288MBIT, 8MEG X 36, 400MHZ, 2.5/1.8VIO, FBGA144L
Fuse Holder; Fuse Size/Group:Micro; Body Material:Thermoplastic; Current Rating:5A; Leaded Process Compatible:Yes; Contact Material:Copper; Contact Plating:Tin; Mounting Type:PC Board; Operating Temperature Range:-40 C to  100 C RoHS Compliant: Yes
	Rectron Semiconductor
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