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			 Related Part Number
	
					PART	Description	Maker
	TD2420Q 	20Amp 120/240 Vac AC Output
	Crydom

	RSLD035-7A RSLD035-4A 	Wide Range Input: 120, 240, or 277 VAC
STRATO LED Drivers 35W, Single output
	List of Unclassifed Manufac...

	SX15U-24S SX15U SX15U-05S SX15U-12S SX15U-15S 	15 Watt,120 VAC Input Fully Enclosed Switchiing Power Supply
15 Watttt ,,120 VAC IInputt Fulllly Encllosed Swiittchiing Powerr Supplly
	List of Unclassifed Manufacturers
ETC[ETC]
Volgen Kaga Electronics Inc.

	50SST240 10SST240 	Soft-Start Modules; 240 Vac; .04-10 Amp; AC Output TRIGGER OUTPUT SOLID STATE RELAY, 4000 V ISOLATION-MAX
	Crydom Inc.
Crydom, Inc.

	GP102B-AC110-B GP102B-AC110-L GP102B-AC110-LB GP10	Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option test button.
Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 125 VDC. Contact arrangement 2B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 12 VDC. Contact arrangement 1C. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 125 VDC. Contact arrangement 1C. Contact material AgCdO. Option test button.
Relay. Coil voltage 125 VDC. Contact arrangement 1C. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 240 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 6 VAC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 110 VDC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 125 VDC. Contact arrangement 3C. Contact material gold flashed. Option test button.
Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 12 VDC. Contact arrangement 3C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 1B. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 1B. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 1B. Contact material gold flashed. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 2A. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 110 VAC. Contact arrangement 2A. Contact material gold flashed. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 2A. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 2A. Contact material gold flashed. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 1B. Contact material AgCdO. Option test button.
Relay. Coil voltage 110 VDC. Contact arrangement 1B. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 12 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option test button.
Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option neon lamp.
Relay. Coil voltage 120 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 220 VAC. Contact arrangement 2C. Contact material gold flashed. Option test button.
Relay. Coil voltage 220 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 24 VAC. Contact arrangement 2C. Contact material gold flashed. Option lamp & button.
Relay. Coil voltage 110 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 120 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 24 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 24 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 110 VDC. Contact arrangement 3A. Contact material AgCdO. Option lamp & button.
Relay. Coil voltage 240 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp.
Relay. Coil voltage 220 VAC. Contact arrangement 3A. Contact material AgCdO. Option test button.
Relay. Coil voltage 12 VAC. Contact arrangement 3A. Contact material AgCdO. Option neon lamp.
	Global Components & Controls

	AQV217AZ AQV210 AQV210A AQV210AX AQV210AZ AQV212 A	PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 600V, load current 50 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 100V, load current 320 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 60V, load current 400 mA. Tube packing style.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: standard 1,500 VAC. Output rating: load voltage 350V, load current 130 mA. Tape and reel packing style, picked from the 1/2/3-pin side.
GU (General Use) Type [1-Channel (Form A) Type]
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tube packing style.
PhotoMOS relay, GU (general use) type, 1-channel (form A ) type. I/O isolation: reinforced 5,000 VAC. Output rating: load voltage 400V, load current 120 mA. Tape and reel packing style, picked from the 4/5/6-pin side.
	Matsushita Electric Works(Nais)
NAIS[Nais(Matsushita Electric Works)]

	RS0400 	Front-End Power Supplies:85 Vac to 264 Vac Input; 48 Vdc to 56 Vdc Output; 400 W(前端电源:85V64V交流输入; 48V6V直流输出00 W功率)
Front-End Power Supplies:85 Vac to 264 Vac Input; 48 Vdc to 56 Vdc Output; 400 W(前端电源:85V64V交流输入; 48V6V直流输出400 W功率) 前端电源5 VAC64 VAC输入8伏到56伏直流输出，400瓦（前端电源5V64V交流输入8V电压6V直流输出400瓦功率）
	Lineage Power, Corp.

	MBM29LV651UE12TR MBM29LV651UE90TR MBM29LV651UE-12 	64M (4M x 16) BIT 4M X 16 FLASH 3V PROM, 90 ns, PDSO48
64M (4M x 16) BIT 64M号（4米16）位
AGM3224D equivalent, 320 x 240 pixel format 4M X 16 FLASH 3V PROM, 120 ns, PDSO48
DC-DC Converter; Supply Voltage:12V; Output Voltage:3.3V; Number of Outputs:1; Power Rating:20W; Mounting Type:PC Board; Series:WPN20R
320 x 240 pixel format, LED or CFL Backlight
	Fujitsu, Ltd.
Fujitsu Limited
Fujitsu Component Limited.
Fujitsu Component Limit...

	D2W202LE18 D2W102LD D2W102LE D2W202LD D2W202LD18 D	2 Arms 120,240 Vrms
	Nihon Inter Electronics...
NIEC[Nihon Inter Electronics Corporation]
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