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			MBM29F800TA - LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:45ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:12ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes; Lens Color:Clear RoHS Compliant: Yes 0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-SOIC 0 to 85 Replaced by TPS2045A : 0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-PDIP -40 to 85 122 x 32 pixel format, Compact LCD size LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:20ucd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:2500ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:500mcd; Viewing Angle:25 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-25 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes 8M (1M X 8/512K X 16) BIT 
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	Part No.	MBM29F800TA MBM29F800TA-70 MBM29F800TA-90PF MBM29F800TA-55 MBM29F800TA-90PFTN MBM29F800TA-90PFTR MBM29F800BA-70 MBM29F800BA-90PF MBM29F800BA-90PFTN MBM29F800BA-90PFTR MBM29F800BA-55PF MBM29F800BA-55PFTN MBM29F800BA-55PFTR MBM29F800BA-70PF MBM29F800BA-70PFTN MBM29F800BA-70PFTR MBM29F800TA-55PFTN MBM29F800TA-55PFTR MBM29F800TA-70PF MBM29F800TA-70PFTN MBM29F800TA-70PFTR MBM29F800TA-55PF   

	Description	LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:45ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes 
 LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:12ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes; Lens Color:Clear RoHS Compliant: Yes
0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-SOIC 0 to 85
Replaced by TPS2045A : 0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-PDIP -40 to 85
122 x 32 pixel format, Compact LCD size
LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:20ucd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:2500ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:500mcd; Viewing Angle:25 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-25 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
8M (1M X 8/512K X 16) BIT
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									TECHNOLOGY 
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	Part: MBM29F800TA-70
	Maker: F
	Pack: SOP-44
	Stock: Reserved
	Unit price 
									for :
	    
									50: $1.96
	  
									100: $1.86
	1000: 
									$1.77
	
									Email: oulindz@gmail.com
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 			 Full text search : LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:45ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes LED Lamp; Bulb Size:T-1; LED Color:Red; Luminous Intensity:12ucd; Viewing Angle:50 ; Forward Current:20mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Color:Red; Leaded Process Compatible:Yes; Lens Color:Clear RoHS Compliant: Yes 0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-SOIC 0 to 85 Replaced by TPS2045A : 0.345A, 2.7-5.5V Single Hi-Side MOSFET, Fault Report, Act-Low Enable 8-PDIP -40 to 85 122 x 32 pixel format, Compact LCD size LED Lamp; Bulb Size:T-1; LED Color:Yellow; Luminous Intensity:20ucd; Viewing Angle:60 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:2500ucd; Viewing Angle:10 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes LED Lamp; Bulb Size:T-1 3/4; LED Color:Green; Luminous Intensity:500mcd; Viewing Angle:25 ; Forward Current:20mA; Forward Voltage:2.15V; Operating Temperature Range:-25 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes 8M (1M X 8/512K X 16) BIT   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	HLMP-1550 HLMP-1550-1.00000 HLMP-1550-1.00001 HLMP	Half pitch interface connectors (HRS unique); HRS No: 230-1022-7 50; Connector Type: Cable; Contact Mating Area Plating: Gold
Low Profile T-1 (3 mm) LED Lamps
HLMP-1350-C0001 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1350-C0002 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1550-BC000 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1450 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1450-B0000 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1450-B0001 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1450-B0002 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1550-A0001 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1550-A0002 · Low Profile T-1 (3 mm) LED Lamp
HLMP-1350 · Low Profile T-1 (3 mm) LED Lamp
	发光二极
Agilent(Hewlett-Packard)
Agilent (Hewlett-Packard)

	AB-46G1-24VD-T5 	SINGLE LAMP LED BULB
	A-BRIGHT Inc

	AB-46G1-12VD-MG AB-46G1-12VD-MG-15 	SINGLE LAMP LED BULB
	A-BRIGHT Inc

	AB-9TY-110V-E12 	SINGLE LAMP LED BULB
	A-BRIGHT Inc.

	AB-9TY-12VD-T10 	Single Lamp LED Bulb
	A-BRIGHT Inc.

	AB-9TY-220V-E AB-9TY-220V-E-15 	Single Lamp LED Bulb
	A-BRIGHT Inc.

	AB-46TR-5VD-T5 	SINGLE LAMP LED BULB
	A-BRIGHT Inc

	AB-46TR-6VD-MG 	SINGLE LAMP LED BULB
	A-BRIGHT Inc

	AB-9W2-24V-E 	Single Lamp LED Bulb
	A-BRIGHT Inc.

	AB-46TY-12VD-T5 	SINGLE LAMP LED BULB
	A-BRIGHT Inc

	AB-9B5-110V-E 	Single Lamp LED Bulb
	A-BRIGHT Inc.
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