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			28C010TRTDI-15 - 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 200 ns, DIP32 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 200 ns, DFP32 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 150 ns, DIP32 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 150 ns, DFP32 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 120 ns, DFP32 POT 200K OHM THUMBWHEEL CERM ST 128K X 8 EEPROM 5V, 200 ns, DFP32 150 x 32 pixel format, LED Backlight available 128K X 8 EEPROM 5V, 120 ns, DIP32 Low Profile Power Inductor; Inductor Type:Power; Inductance:1uH; Inductance Tolerance: /- 20 %; Series:HC2LP; Core Material:Ferrite; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes CONNECTOR ACCESSORY Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.068uF; Capacitance Tolerance: /- 10%; Lead Pitch:15mm; Leaded Process Compatible:No; Package/Case:F; Peak Reflow Compatible (260 C):No RoHS Compliant: No 
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	Part No.	28C010TRTDI-15 28C010TRPFB-15 28C010TRT2DI-12 28C010TRT2DI-20 28C010TRPDE-15 28C010TRPDE-12 28C010TRPDB-15 28C010TRT4DB-15 28C010TRT4DE-12 28C010TRT4DE-15 28C010TRT4DS-15 28C010TRT4DB-20 28C010TRT4FB-12 28C010TRT4FE-12 28C010TRT4FE-15 28C010TRT4DI-12 28C010TRT4DS-12 28C010TRT4FI-15 28C010TRT4FS-15 28C010TRT4FI-12 28C010TRTDB-15 28C010TRTDE-15 28C010TRTFE-12 28C010TRTFB-12 28C010TRTFS-15 28C010TRTFB-15 28C010TRTFI-12 28C010TRPFE-20 28C010TRPDB-12 28C010TRT1FS-20 28C010TRT1FI-12  

	Description	1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 200 ns, DIP32 
 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 200 ns, DFP32
1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 150 ns, DIP32
1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 150 ns, DFP32
1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 120 ns, DFP32
POT 200K OHM THUMBWHEEL CERM ST 128K X 8 EEPROM 5V, 200 ns, DFP32
150 x 32 pixel format, LED Backlight available 128K X 8 EEPROM 5V, 120 ns, DIP32
Low Profile Power Inductor; Inductor Type:Power; Inductance:1uH; Inductance Tolerance: /- 20 %; Series:HC2LP; Core Material:Ferrite; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
CONNECTOR ACCESSORY
Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.068uF; Capacitance Tolerance: /- 10%; Lead Pitch:15mm; Leaded Process Compatible:No; Package/Case:F; Peak Reflow Compatible (260 C):No RoHS Compliant: No
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 			 Full text search : 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 200 ns, DIP32 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 200 ns, DFP32 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 150 ns, DIP32 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 150 ns, DFP32 1 Megabit (128K x 8-Bit) EEPROM 128K X 8 EEPROM 5V, 120 ns, DFP32 POT 200K OHM THUMBWHEEL CERM ST 128K X 8 EEPROM 5V, 200 ns, DFP32 150 x 32 pixel format, LED Backlight available 128K X 8 EEPROM 5V, 120 ns, DIP32 Low Profile Power Inductor; Inductor Type:Power; Inductance:1uH; Inductance Tolerance: /- 20 %; Series:HC2LP; Core Material:Ferrite; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes CONNECTOR ACCESSORY Film Capacitor; Voltage Rating:400VDC; Capacitor Dielectric Material:Polyester; Capacitance:0.068uF; Capacitance Tolerance: /- 10%; Lead Pitch:15mm; Leaded Process Compatible:No; Package/Case:F; Peak Reflow Compatible (260 C):No RoHS Compliant: No   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AM27X010 AM27X010-120JC AM27X010-120JI AM27X010-12	1 Megabit (128 K x 8-Bit) CMOS ExpressROM Device 128K X 8 OTPROM, 250 ns, PDIP32
1 Megabit (128 K x 8-Bit) CMOS ExpressROM Device 128K X 8 OTPROM, 90 ns, PQCC32
1 Megabit (128 K x 8-Bit) CMOS ExpressROM Device 128K X 8 OTPROM, 90 ns, PDIP32
1 Megabit (128 K x 8-Bit) CMOS ExpressROM Device 128K X 8 OTPROM, 55 ns, PQCC32
1 Megabit (128 K x 8-Bit) CMOS ExpressROM Device 128K X 8 OTPROM, 70 ns, PQCC32
1 Megabit (128 K x 8-Bit) CMOS ExpressROM Device 128K X 8 OTPROM, 120 ns, PDIP32
CABLE TIE BARB TY 120LB 18.1,1
	PROM
Advanced Micro Devices, Inc.
AMD[Advanced Micro Devices]
ADVANCED MICRO DEVICES INC

	28C011T 	1 Megabit (128K x 8-Bit) EEPROM
	ETC

	28LV011RT4FS-25 28LV011 28LV011RPFB-20 28LV011RPFB	3.3V 1 Megabit (128K x 8-Bit) EEPROM
	MAXWELL[Maxwell Technologies]

	27C010TRT4FS-20 27C010T 27C010TRPFB-12 27C010TRPFB	1 Megabit (128K x 8-Bit) - OTP EPROM
	MAXWELL[Maxwell Technologies]

	EN29F010 EN29F010-70JCP EN29F010-90JIP EN29F010-55	1 Megabit (128K x 8-bit) 5V Flash Memory
	ETC
Eon Silicon Solution Inc.

	PDM41024 	1 Megabit Static RAM 128K x 8-Bit
	Paradigm

	EN29LV010 EN29LV010-45RJC EN29LV010-45RJCP EN29LV0	1 Megabit (128K x 8-bit ) Uniform Sector, CMOS 3.0 Volt-only Flash Memory
	N.A.
ETC
Eon Silicon Solution Inc.

	MX23C1010 MX23C1010MC-10 MX23C1010MC-12 MX23C1010M	1M-BITMASKROM(8BITOUTPUT)
From old datasheet system
1M-BIT MASK ROM(8 BIT OUTPUT)
MINIATURE GENERAL PURPOSE RELAY 128K X 8 MASK PROM, 45 ns, PDIP32
1M-BIT MASK ROM (8 BIT OUTPUT) 128K X 8 MASK PROM, 90 ns, PDIP32
1M-BIT MASK ROM (8 BIT OUTPUT) 128K X 8 MASK PROM, 100 ns, PQCC32
1M-BIT MASK ROM (8 BIT OUTPUT) 128K X 8 MASK PROM, 150 ns, PQCC32
1M-BIT MASK ROM (8 BIT OUTPUT) 100万位掩码光盘位输出）
1M-BIT MASK ROM (8 BIT OUTPUT) 128K X 8 MASK PROM, 120 ns, PDIP32
1M-BIT MASK ROM (8 BIT OUTPUT) 128K X 8 MASK PROM, 70 ns, PDSO32
1M-BIT MASK ROM (8 BIT OUTPUT) 128K X 8 MASK PROM, 120 ns, PQCC32
1M-BIT MASK ROM (8 BIT OUTPUT) 128K X 8 MASK PROM, 100 ns, PDSO32
	MCNIX[Macronix International]
Macronix 旺宏
Macronix International Co., Ltd.
Altera, Corp.

	AM29F100B-120DGC AM29F100B-120DGE AM29F100B-120DGC	Hex Inverters With Open-Drain Outputs 14-SOIC -40 to 85
Quadruple 2-Input Positive-AND Gates 14-VQFN -40 to 85 128K X 8 FLASH 5V PROM, 70 ns, PDSO48
Quadruple 2-Input Positive-AND Gates 14-SOIC -40 to 85 128K X 8 FLASH 5V PROM, 150 ns, PDSO48
Triple 3-Input Positive-AND Gates 14-SSOP -40 to 85 128K X 8 FLASH 5V PROM, 90 ns, PDSO44
Triple 3-Input Positive-NAND Gate 14-SOIC -40 to 85 128K X 8 FLASH 5V PROM, 70 ns, PDSO44
Triple 3-Input Positive-NAND Gate 14-SSOP -40 to 85 128K X 8 FLASH 5V PROM, 70 ns, PDSO48
Quadruple 2-Input Positive-AND Gates 14-TSSOP -40 to 85 128K X 8 FLASH 5V PROM, 150 ns, PDSO44
1 Megabit (128 K x 8-bit/64 K x 16-bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory 128K X 8 FLASH 5V PROM, 120 ns, PDSO48
Hex Inverters With Open-Drain Outputs 14-TSSOP -40 to 85 128K X 8 FLASH 5V PROM, 150 ns, PDSO48
1 Megabit (128 K x 8-bit/64 K x 16-bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory 128K X 8 FLASH 5V PROM, 150 ns, PDSO48
Hex Inverters With Open-Drain Outputs 14-SSOP -40 to 85 128K X 8 FLASH 5V PROM, 120 ns, PDSO48
Hex Inverter Buffers/Drivers With Open-Drain Outputs 14-TVSOP -40 to 85 128K X 8 FLASH 5V PROM, 150 ns, PDSO44
Hex Inverter Buffers/Drivers With Open-Drain Outputs 14-SO -40 to 85 128K X 8 FLASH 5V PROM, 70 ns, PDSO48
Hex Inverter Buffers/Drivers With Open-Drain Outputs 14-SOIC -40 to 85 128K X 8 FLASH 5V PROM, 70 ns, PDSO48
Replaced by SN74LV08A : Quadruple 2-Input Positive-AND Gate 14-TSSOP -40 to 85 128K X 8 FLASH 5V PROM, 120 ns, PDSO48
Hex Buffers/Drivers With Open-Drain Outputs 14-TSSOP -40 to 85 128K X 8 FLASH 5V PROM, 90 ns, PDSO48
Hex Inverter Buffers/Drivers With Open-Drain Outputs 14-TSSOP -40 to 85 128K X 8 FLASH 5V PROM, 70 ns, PDSO48
Hex Inverters With Open-Drain Outputs 14-TVSOP -40 to 85 128K X 8 FLASH 5V PROM, 120 ns, PDSO48
Hex Buffers/Drivers With Open-Drain Outputs 14-SSOP -40 to 85 128K X 8 FLASH 5V PROM, 70 ns, PDSO44
Triple 3-Input Positive-NAND Gate 14-SOIC -40 to 85 128K X 8 FLASH 5V PROM, 90 ns, PDSO48
1 Megabit (128 K x 8-bit/64 K x 16-bit) CMOS 5.0 Volt-only, Boot Sector Flash Memory 128K X 8 FLASH 5V PROM, 90 ns, PDSO44
Hex Inverters With Open-Drain Outputs 14-SO -40 to 85 128K X 8 FLASH 5V PROM, 120 ns, PDSO44
Triple 3-Input Positive-NAND Gate 14-TSSOP -40 to 85 128K X 8 FLASH 5V PROM, 90 ns, PDSO48
Hex Buffers/Drivers With Open-Drain Outputs 14-SOIC -40 to 85 128K X 8 FLASH 5V PROM, 90 ns, PDSO48
Hex Buffers/Drivers With Open-Drain Outputs 14-TSSOP -40 to 85 128K X 8 FLASH 5V PROM, 90 ns, PDSO44
Hex Buffers/Drivers With Open-Drain Outputs 14-TVSOP -40 to 85 128K X 8 FLASH 5V PROM, 90 ns, PDSO48
1 Megabit (128 K x 8-Bit/64 K x 16-Bit) CMOS 5.0 Volt-only/ Boot Sector Flash Memory-Die Revision 1
	http://
ADVANCED MICRO DEVICES INC
Advanced Micro Devices, Inc.

	AM29F010B-45JI AM29F010B-45JE AM29F010B-45EF 	1 Megabit (128 K x 8-bit) CMOS 5.0 Volt-only, Uniform Sector Flash Memory 128K X 8 FLASH 5V PROM, 45 ns, PQCC32
	Spansion, Inc.
SPANSION LLC

	AT29LV010A-12TC AT29LV010A-12JI AT29LV010A-20JI AT	120NS, TSOP, COM TEMP(FLASH) 128K X 8 FLASH 3V PROM, 120 ns, PDSO32
1-megabit (128K x 8) 3-volt Only Flash Memory
	Atmel, Corp.
ATMEL Corporation
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