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			AME8812CEEV - Belden RG-59/U Coaxial Cable, Wire Size: 20 AWG, Color: Black, Length: 500 feet, Conductor Material: Bare Copper, Shielding: 40 % Aluminum Braid, Jacket: PVC Quadruple Bus Buffer Gates With 3-State Outputs 14-TSSOP -40 to 85 300mA的CMOS低压 300mA CMOS LDO 300mA的CMOS低压 Quadruple Bus Buffer Gates With 3-State Outputs 14-SO -40 to 85 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors 
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	Description	Belden RG-59/U Coaxial Cable, Wire Size: 20 AWG, Color: Black, Length: 500 feet, Conductor Material: Bare Copper, Shielding: 40 % Aluminum Braid, Jacket: PVC 
 Quadruple Bus Buffer Gates With 3-State Outputs 14-TSSOP -40 to 85 300mA的CMOS低压
300mA CMOS LDO 300mA的CMOS低压
Quadruple Bus Buffer Gates With 3-State Outputs 14-SO -40 to 85
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors


	File Size	117.07K  / 
						14 Page	 
	

						Maker	
						[image: ]


						 Analog Microelectronics 
 Central Semiconductor, Corp.
AME, Inc.
 
						










	
						
						




						

	Homepage	
						http://www.analogmicro.com/
	Download	[ 
						AME8812CEEV AME8812LEEV AME8801SEEV AME8840NEEV AME8840HEEV AME8801AEEV AME8801NEEV AME8812NEEV AME8 Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						AME8812CEEV AME8812LEEV AME8801SEEV AME8840NEEV AME8840HEEV AME8801AEEV AME8801NEEV AME8812NEEV AME8 Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[AME8812CEEV AME8812LEEV AME8801SEEV AME8840NEEV AME8840HEEV AME8801AEEV AME8801NEEV AME8812NEEV AME8 Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for AME8812CEEV ] 


					[ Price & Availability of AME8812CEEV by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Belden RG-59/U Coaxial Cable, Wire Size: 20 AWG, Color: Black, Length: 500 feet, Conductor Material: Bare Copper, Shielding: 40 % Aluminum Braid, Jacket: PVC Quadruple Bus Buffer Gates With 3-State Outputs 14-TSSOP -40 to 85 300mA的CMOS低压 300mA CMOS LDO 300mA的CMOS低压 Quadruple Bus Buffer Gates With 3-State Outputs 14-SO -40 to 85 5V High-Speed RS-232 Transceivers with 0.1uF Capacitors   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	PQ05R01 PQ05R02 PQ05R03 PQ05R04 PQ09R04 PQ12R02 PQ	Multi Functional Regulator Module
MULTI-FUNCTIONAL REGULATOR MODULE
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:59, 62, 140, 210, Belden 8241, 8263, 8279, 9209 RoHS Compliant: Yes 多功能稳压模
	Sharp
List of Unclassifed Manufacturers
ETC[ETC]
Electronic Theatre Controls, Inc.

	1203-32-9 	FOR USE WITH BELDEN RF 240 CABLE
	Winchester Electronics Corp...

	1203-24-7 	FOR USE WITH BELDEN RF 600 CABLE
	Winchester Electronics Corp...

	1205-4-7 	FOR USE WITH BELDEN 9913, RF 400 CABLE
	Winchester Electronics ...

	282137-75 	1.0/2.3 PUSH-PULL CRIMP PLUG (FOR BELDEN 1694A CABLE)
	Amphenol Corporation

	SD0345-E00-C7201N 	DIN 1.0/2.3 75 OHM PLUG FOR BELDEN 1855A CABLE (RoHS COMPLIANT)
	Winchester Electronics Corporation

	MAX803 MAX803EXR-T MAX803EXR-T10 MAX803L MAX803M M	3-Pin Microprocessor Reset Circuits 3引脚微处理器复位电路
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp/Solder; Body Style:Right Angle Plug; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A RoHS Compliant: Yes 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp; Body Style:Straight Bulkhead Jack; RG Cable Type:174, 179, 187, 188, 316 RoHS Compliant: Yes 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
RF/Coaxial Connector; RF Coax Type:SMA; Body Style:Straight Jack; No. of Contacts:1 RoHS Compliant: Yes 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
RJF TV Field Threaded Jam Nut Recept backshell Metal Gland Cordset 1.5M Green 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
3-Pin Microprocessor Reset Circuits 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO3
Sealed Modular Connector; Approval Categories:UL94V-0 Flammability rated; Sealed to IP67 specs; Body Material:Metal; Cable Gland Material:Metal; Color:Olive Drab Cadmium Protective Finish
AC/DC CAPACITANCE=3 VOLT=1500
	MAXIM - Dallas Semiconductor
MAXIM INTEGRATED PRODUCTS INC
Cypress Semiconductor, Corp.
Maxim Integrated Products, Inc.
Maixm
MAXIM[Maxim Integrated Products]
http://

	E605001 	1 meter (3.3 ft.), Shielded with solid conductors (ref: Belden Bonded-Pair Cable 7953A).
	List of Unclassifed Man...

	DU2840S NJG1309VB2-C1 NJG1309VB2-C2 NJG1309VB2-C7 	   RF MOSFET Power Transistor, 4OW, 28V 2 - 175 MHz
RF M??SFET Power Transistor, 4OW, 28V 2 - 175 MHz
RF Coaxial Connector Adapter; Convert From:Jack; Convert To:Jack; Body Style:Straight Adapter, Jack-Jack; Impedance:50ohm RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:UHF; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:58, 58A, 58C, 141, 303, LMR195, Belden 7806A RoHS Compliant: Yes
RF M’OSFET Power Transistor, 4OW, 28V 2 - 175 MHz
RF/Coaxial Connector; RF Coax Type:UHF; Contact Termination:Crimp; Impedance:50ohm; Body Style:Straight Plug; RG Cable Type:58 RoHS Compliant: Yes
RF MOSFET Power Transistor/ 4OW/ 28V 2 - 175 MHz
	Tyco Electronics

	GT5H-1PP-HU10 GT5H-1PP-HU41 GT5-1S-HUA GT5-1S-HUB 	CONNECTOR ACCESSORY 连接器附
Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines 在天线，传感器和通信中继同轴电缆连接
Multiconductor Portable Cordage; Number of Conductors:4; Conductor Size AWG:12; No. Strands x Strand Size:65 x 30; Jacket Material:Rubber; Approval Bodies:UL, CSA; Approval Categories:NEC (UL)/CSA Specification: Type SO RoHS Compliant: Yes
LABELS,CABLE MARKERS,CABLE MARKERS,LABELS, CABLE MARKERS,WIRE IDENTIFICATION AND MARKING SYSTEMS,WIRE MARKER CARDS ,BRADY
   Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.

	GT11-1822PCF GT11-1822SCF GT11-2428PCF GT11-2428SC	RECTANGULAR CONNECTOR
RESISTOR, MF, 10.0M, 1%, 1/4W
Coaxial cable connection of Antennas, Sensors, and Communication Trunk Lines 在天线，传感器和通信中继同轴电缆连接
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:10 x 30; Jacket Color:Blue; Cable/Wire MIL SPEC:MIL-W-76C Type MW; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Coaxial cable connection of Antennas/ Sensors/ and Communication Trunk Lines
	HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	RT1608 RT1608K100CS RT1608K100GS RT1608M100CS RC32	CA BAYONET
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
CACOM 35C 35#16 PIN PLUG
CA06COME28-15PWBF97
CA06COME28-15SWBF97
CANCA06COME28-15PBF80G12
CANCA06COME28-15SBF80G12
NITRON LIN
CA-BAYONET
CACOMB 35C 35#16 SKT PLUG 贴片电阻
CACOM 35C 35#16 SKT PLUG 贴片电阻
THICK FILM CHIP RESISTORS 贴片电阻
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:12; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 贴片电阻
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:FEP; Leaded Process Compatible:Yes RoHS Compliant: Yes 贴片电阻
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes 贴片电阻
Coaxial Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
	List of Unclassifed Man...
ETC[ETC]
List of Unclassifed Manufacturers
Samsung Electronics
Electronic Theatre Controls, Inc.
Infineon Technologies AG
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