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	Part: SS12
	Maker: PANJIT
	Pack: DO-214..
	Stock: Reserved
	Unit price 
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									50: $0.02
	  
									100: $0.02
	1000: 
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			 Related Part Number
	
					PART	Description	Maker
	20N681K 20NXXXK 	(20NxxxK) Metal Oxide Varistor Curves
	RFE

	4789.1100 	IEC Power Connector; Voltage Rating:250V; Mounting Type:Cable; Current Rating:21A; Body Material:Thermoplastic RoHS Compliant: Yes
	SCHURTER INC

	BC868 BC868-25 BC868/T1 	NPN medium power transistor
Leaded Cartridge Fuse; Current Rating:100mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
	NXP Semiconductors
Philips Semiconductors

	B-4025 B-4025SR B-4025E B-4025Y 	LIGHT BAR
Miniature PCB Fuse; Low breaking capacity; directly solderable; Voltage Rating: 250V; Current Rating: 3.15A; Characteristic: Time Lag
	Electronic Theatre Controls, Inc.

	EF12.ABTWF200C0.1110.01 	Power Entry Module; IEC; Voltage Rating: 250V; Current Rating: 20A; Terminal Type: Quick Connect Tabs; Appliance inlet; circuit breakerType TA 45 and line filter
	SCHURTER INC

	K4N51163QC-ZC25 K4N51163QC-ZC36 K4N51163QC-ZC33 K4	; Filter Type:RFI; Current Rating:180A; Voltage Rating:480V; Series:FN258 RoHS Compliant: Yes 512MB的GDDR2 SDRAM
512Mbit gDDR2 SDRAM
	http://
Samsung Semiconductor Co., Ltd.
SAMSUNG SEMICONDUCTOR CO. LTD.

	4758.7000 	Power Distribution Unit; Module of 4 outlets; extended carrier frame for accessory modules; 4 IEC Outlets; Voltage Rating: 250 VAC; Current Rating: 10A;
	SCHURTER INC

	STD4NA40 STD4NA40-T4 STD4NA40-1 	N - CHANNEL ENHANCEMENT MODE FAST POWER MOS TRANSISTOR
Leaded Cartridge Fuse; Current Rating:500mA; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Voltage Rating:250V; Body Material:Glass; Diameter:4.7mm; Fuse Size/Group:5 x 15 mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
TRANSISTOR | MOSFET | N-CHANNEL | 400V V(BR)DSS | 3.3A I(D) | TO-251
	SGS Thomson Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导

	KPF6.1 	Power Entry Module; IEC; Voltage Rating: 250V; Current Rating: 6A; Terminal Type: Quick Connect PCB; Very efficientGround contact onThe PCB; IEC/EN 60950
	SCHURTER INC

	5145.ABDWF060C0.511 5145.ABDWF030C0.331 	Power Entry Module; IEC; Voltage Rating: 250V; Current Rating: 4A; Terminal Type: Quick Connect Tabs; Appliance inlet; circuit breakerType TA 45 and line filter
3A,125/250 VAC, MALE, MAINS POWER CONNECTOR
	SCHURTER INC

	DB-CE110 	EMI Filter; Filter Type:Standard; Current Rating:36A; Voltage Rating:250V; Depth:151mm; Height:35mm; Series:MB; Weight:660g; Width:67mm RoHS Compliant: Yes DB - CE110
DB-CE110
	Electronic Theatre Controls, Inc.
ETC[ETC]

	FMU-12S 	   FMU-12S-FMU-16S Ratings AND Charactieristic Curves
	SUNMATE electronic Co.,...
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