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			MX29LV160BBTC-70G -    16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 10A 45V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50 10A 60V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50 10A 80V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50 MICA RoHS Compliant: No 1 A 20 V Schottky Rectifier; Package: SOD-123FL 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000 1 A 20 V Schottky Rectifier; Package: SOD-123FL 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 10000 Silver Mica Capacitor; Capacitance:7pF; Capacitance Tolerance: 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:3pF; Capacitance Tolerance: /- 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:8pF; Capacitance Tolerance: /- 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 1A 100V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 10A 90V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50 10A 100V H-Series Schottky Rectifier; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50 16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1M X 16 FLASH 3V PROM, 90 ns, PBGA48 16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1M X 16 FLASH 3V PROM, 70 ns, PDSO44 16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1,600位[2Mx8/1Mx16] CMOS单电V时仅闪存 16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1M X 16 FLASH 3V PROM, 70 ns, PBGA48 
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	Part No.	MX29LV160BBTC-70G MX29LV160BBTC-90G MX29LV160BBTI-70G MX29LV160BBTI-90G MX29LV160BTXBC-70G MX29LV160BTXBC-90G MX29LV160BTTI-90G MX29LV160BTXBI-90 MX29LV160BTXBI-90G MX29LV160BBMI-70 MX29LV160BBXEC-90 MX29LV160BBXEC-70G MX29LV160BBXEC-90G MX29LV160BTTI-70G MX29LV160BTTC-70 MX29LV160BTTC-70G MX29LV160BTXEI-90G MX29LV160BBXEI-90 MX29LV160BTMI-70 MX29LV160BBXBI-70G MX29LV160BBXBC-90G MX29LV160BBXBC-70G MX29LV160BTXBI-70G MX29LV160BBXBI-90G   

	Description	   16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 
 10A 45V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50
10A 60V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50
10A 80V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50
MICA RoHS Compliant: No
1 A 20 V Schottky Rectifier; Package: SOD-123FL 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000
1 A 20 V Schottky Rectifier; Package: SOD-123FL 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 10000
Silver Mica Capacitor; Capacitance:7pF; Capacitance Tolerance: 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:3pF; Capacitance Tolerance: /- 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
Silver Mica Capacitor; Capacitance:8pF; Capacitance Tolerance: /- 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
1A 100V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000
10A 90V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50
10A 100V H-Series Schottky Rectifier; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50
16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1M X 16 FLASH 3V PROM, 90 ns, PBGA48
16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1M X 16 FLASH 3V PROM, 70 ns, PDSO44
16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1,600位[2Mx8/1Mx16] CMOS单电V时仅闪存
16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1M X 16 FLASH 3V PROM, 70 ns, PBGA48
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	Maker: MX
	Pack: TSSOP
	Stock: Reserved
	Unit price 
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 			 Full text search :    16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 10A 45V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50 10A 60V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50 10A 80V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50 MICA RoHS Compliant: No 1 A 20 V Schottky Rectifier; Package: SOD-123FL 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 3000 1 A 20 V Schottky Rectifier; Package: SOD-123FL 2 LEAD; No of Pins: 2; Container: Tape and Reel; Qty per Container: 10000 Silver Mica Capacitor; Capacitance:7pF; Capacitance Tolerance: 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:3pF; Capacitance Tolerance: /- 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No Silver Mica Capacitor; Capacitance:8pF; Capacitance Tolerance: /- 0.5pF; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:Yes RoHS Compliant: Yes 1A 100V Schottky Rectifier; Package: Axial Lead 5.20x2.70mm, 25.4x0.71mm Pkg, Lead len/dia; No of Pins: 2; Container: Tape and Reel; Qty per Container: 5000 10A 90V Schottky Rectifier; Package: TO-220AC 2 LEAD; No of Pins: 2; Container: Rail; Qty per Container: 50 10A 100V H-Series Schottky Rectifier; Package: TO-220 3 LEAD STANDARD; No of Pins: 3; Container: Rail; Qty per Container: 50 16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1M X 16 FLASH 3V PROM, 90 ns, PBGA48 16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1M X 16 FLASH 3V PROM, 70 ns, PDSO44 16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1,600位[2Mx8/1Mx16] CMOS单电V时仅闪存 16M-BIT [2Mx8/1Mx16] CMOS SINGLE VOLTAGE 3V ONLY FLASH MEMORY 1M X 16 FLASH 3V PROM, 70 ns, PBGA48   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	LH28F320S3H-L LH28F320S3-L 	32 M-bit(4 MB x 8/2 MB x 16)Smart3 Flash Memories(32M(4Mx 8/2Mx 16) Smart3 技术闪速存储器)
	Sharp Corporation

	CY7C1444AV33-250BZI CY7C1444AV33-250BZXC CY7C1444A	36-Mbit (1M x 36/2Mx 18) Pipelined DCD Sync SRAM 1M X 36 CACHE SRAM, 2.6 ns, PBGA165
36-Mbit (1M x 36/2Mx 18) Pipelined DCD Sync SRAM 2M X 18 CACHE SRAM, 3.2 ns, PBGA165
	Cypress Semiconductor, Corp.
CYPRESS SEMICONDUCTOR CORP

	IS24C08-2 IS24C08-2G IS24C08-2GI IS24C08-2P IS24C0	1K-bit/2K-bit/4K-bit/8K-bit/16K-bit2-WIRESERIALCMOSEEPROM
1K-bit/2K-bit/4K-bit/8K-bit/16K-bit 2-WIRE SERIAL CMOS EEPROM
	ETC[ETC]

	AD1861R-J-REEL7 AD1851R-REEL7 AD1851RZ-J AD1851R-J	16-Bit/18-Bit, 16 X Fs PCM Audio DACs 16-Bit/18-Bit6 X Fs的PCM音频数模转换
16-Bit/18-Bit/ 16 X Fs PCM Audio DACs
LBS Series Full Extension Ball Bearing Slide, with Lock Out RoHS Compliant: Yes
CONNECTOR ACCESSORY
16-Bit/18-Bit, 16 3 FS PCM Audio DACs
	ANALOG DEVICES INC
Analog Devices, Inc.
http://

	AD7536 AD7536AD AD7536AQ AD7536BD AD7536BQ AD7536J	14-Bit, Multiplying Iout, 8-bit bus
Low-Power, Serial 12-Bit Sampling Analog-To-Digital Converter 16-SOIC -40 to 85
LC2MOS 14-BIT uP-COMPATIBLE DAC PARALLEL, WORD INPUT LOADING, 0.8 us SETTLING TIME, 14-BIT DAC, PQCC28
	AD[Analog Devices]
Analog Devices, Inc.

	W25X40A W25X40AVZPIG W25X20A 	1M-BIT, 2M-BIT, 4M-BIT AND 8M-BIT SERIAL FLASH MEMORY WITH 4KB SECTORS AND DUAL OUTPUT SPI
	Winbond

	TC9WMB1FK 	1024-Bit (128 x 8 Bit) / 2048-Bit (256 x 8 Bit) 2-Wire Serial E2PROM
	Toshiba Semiconductor

	TC9WMB2FK TC9WMB1FK 	1024-Bit (128 x 8 Bit) / 2048-Bit (256 x 8 Bit) 2-Wire Serial E2PROM
	TOSHIBA[Toshiba Semiconductor]

	M6MGT331S8BKT M6MGB331S8BKT 	33,554,432-BIT (2,097,152 - WORD BY 16-BIT /4,194,304-WORD BY 8-BIT) CMOS FLASH MEMORY & 8,388,608-BIT (524,288-WORD BY 16-BIT /1,048,576-WORD BY 8-BI
	Renesas Electronics Corporation

	AD7470 HSC-INTERFACEBOARD EVAL-CONTROLBOARD AD7472	AD7470/AD7472:  1.75MSPS. 4mW 10-Bit/12-Bit SAR ADC Data Sheet (Rev. A. 3/00)
 2.7 V to  5.25 V, Micropower, 8-Channel, 125 kSPS, 12-Bit ADC in 16-Lead TSSOP
12-Bit, 2.7 V to 5.25 V, 1.5 MSPS Low Power ADC
10-Bit, 2.7 V to 5.25 V, 1.75 MSPS Low Power ADC
1.75 MSPS, 4 mW 10-Bit/12-Bit Parallel ADCs
1.75MSPS, 4mW 10-Bit/12-Bit SAR ADC
	Analog Devices, Inc.
AD[Analog Devices]

	AM29LV160DB-120EC AM29LV160DB-120EE AM29LV160DB-12	From old datasheet system
x8/x16 Flash EEPROM
16 Mbit (2 M x 8-Bit/1 M x 16-Bit)
x8/x16FlashEEPROM			

16 Megabit (2 M x 8-Bit/1 M x 16-Bit) CMOS 3.0 Volt-only Boot Sector Flash Memory
	AMD[Advanced Micro Devices]
AMD Inc
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