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			 Related Part Number
	
					PART	Description	Maker
	LTC1550LCGN LTC1550LCMS8-2 LTC1550LCMS8-2.5 LTC155	Low Noise, Switched Capacitor-Regulated Voltage Inverters; Package: MSOP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C SWITCHED CAPACITOR REGULATOR, 900 kHz SWITCHING FREQ-MAX, PDSO8
Low Noise, Switched Capacitor Regulated Voltage Inverters SWITCHED CAPACITOR REGULATOR, 900 kHz SWITCHING FREQ-MAX, PDSO8
Low Noise/ Switched Capacitor Regulated Voltage Inverters
	Linear Technology, Corp.
Linear Technology Corporation
LINER[Linear Technology]

	HT7660 7660 	From old datasheet system
CMOS Switched-Capacitor Voltage Converter
	HOLTEK[Holtek Semiconductor Inc]

	LTC1514-3.3 1514I3 1514I5 LTC1514IS8-3.3TRPBF LTC1	   Step-Up/Step-Down Switched Capacitor DC/DC Converters with Low-Battery Comparator
Step-Up/Step-Down Switched Capacitor DC/DC Converters with Low-Battery Comparator; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C 0.05 A SWITCHED CAPACITOR REGULATOR, 800 kHz SWITCHING FREQ-MAX, PDSO8
Step-Up/Step-Down Switched Capacitor DC/DC Converters with Low-Battery Comparator(3.3V输出,步升/步降开关电容DC/DC变换器（带低电池比较器）)
Step-Up/Step-Down Switched Capacitor DC/DC Converters with Low-Battery Comparator; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	Linear Technology, Corp.
Linear Technology Corporation

	ADM8660 	CMOS Switched-Capacitor Voltage Converter w/ Low Power Shutdown Pin
	Analog Devices

	TC1219 TC1219ECH TC1220ECH TC1220 TC1219ECHTR TC12	The TC1219/1220 are CMOS "charge-pump" voltage converters in ultra-small 6-Pin SOT-23A packages. They invert and/or double an input ...
The TC1219/1220 are CMOS "charge-pump" voltage converters in ultra-small 6-Pin SOT-23A packages. They invert and/or double an input voltage which can range from  2.5V to  5.5V. Conversion efficiency is typically >95%. Switching frequenc
(TC1220) Switched Capacitor Voltage Converters with Shutdown in SOT Packages
(TC1219) Switched Capacitor Voltage Converters with Shutdown in SOT Packages
Switched Capacitor Voltage Converters with Shutdown in SOT Packages 开关电容电压转换器与关机采用SOT封装
	MICROCHIP[Microchip Technology]
Microchip Technology, Inc.

	LT1054IS8 LT1054MJ8 LT1054 LT1054CJ8 LT1054CN8 LT1	Switched-Capacitor Voltage Converter with Regulator; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C SWITCHED CAPACITOR REGULATOR, PDSO8
	Linear Technology, Corp.
LINER[Linear Technology]

	MAX281ACPA MAX281ACWET 	5th Order, Zero Error, Bessel, Switched Capacitor Lowpass Filter SWITCHED CAPACITOR FILTER, BESSEL, LOWPASS, PDIP8
5th Order, Zero Error, Bessel, Switched Capacitor Lowpass Filter SWITCHED CAPACITOR FILTER, BESSEL, LOWPASS, PDSO16
	Maxim Integrated Products, Inc.

	LT1044 LT1044CH LT1044CJ8 LT1044CN8 LT1044MH LT104	Triple 3-Input Positive-AND Gates 14-SO 0 to 70 开关电容电Conveter
Switched Capacitor Voltage Conveter 开关电容电Conveter
Triple 3-Input Positive-AND Gates 14-PDIP 0 to 70
From old datasheet system
Switched Capacitor Voltage Converter
	Linear Technology, Corp.
Linear Technology Corporation

	NCP1729 NCP1729SN35T1 NCP1729SN35T1G 	Switched Capacitor Voltage Inverter with Shutdown
Switched Capacitor  Voltage Inverter
	ONSEMI[ON Semiconductor]

	TC1221 TC1221ECH TC1222 TC1222ECH TC1221ECHTR TC12	The TC1221/1222 are CMOS "charge-pump" voltage converters in ultra-small 6-Pin SOT-23A packages. They invert and/or double an input ...
The TC1221/1222 are CMOS "charge-pump" voltage converters in ultra-small 6-Pin SOT-23A packages. They invert and/or double an input voltage which can range from  1.8V to  5.5V. Conversion efficiency is typically 96%. Switching frequency is
From old datasheet system
(TC1222) High Frequency Switched Capacitor Voltage Converters with Shutdown in SOT Packages
(TC1221) High Frequency Switched Capacitor Voltage Converters with Shutdown in SOT Packages
	MICROCHIP[Microchip Technology]

	MAX1680 MAX1680ESA MAX1681ESA MAX1681C_D MAX1680C_	125mA, Frequency-Selectable, Switched-Capacitor Voltage Converters
Tactile Switch; Operating Force Max:160g-cm; Circuitry:SPST; Switch Operation:On-(On); Actuator Style:Flat Plunger; Contact Current Max:50mA; Contact Rating:50mA at 12VDC; Leaded Process Compatible:Yes; Mounting Type:PCB
125mA / Frequency-Selectable / Switched-Capacitor Voltage Converters
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.
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