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			PTV111-4425A-B103 - Potentiometer; Resistance Max:10kohm; Resistance Tolerance: /- 20 %; Power Rating:0.05W; Voltage Rating:50 VAC, 20VDC; Series:PTV111 RESISTOR, POTENTIOMETER, CARBON FILM, 1 TURN(S), 0.05 W, 10000 ohm 11mm Potentiometer RESISTOR, POTENTIOMETER, CARBON FILM, 1 TURN(S), 0.05 W, 100000 ohm 12 mm Potentiometer    12 mm Potentiometer 
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	Part No.	PTV111-4425A-B103 PTV111-4425A-B104 PTV111-1217A-A1202 PTV111-1217A-A1102 PTV111-1422A-A1202 PTV111-2422A-A1102 PTV111-4422A-A1202 PTV111-2422A-A1502 PTV111-3422A-A1502 PTV111-1422A-A1502 PTV111-3422A-A1202 PTV111-4422A-A1502 PTV111-1422A-A1102 PTV111-4422A-A1102 PTV111-2422A-A1202 PTV111-2415A-A1102 PTV111-2415A-A1202 PTVPTT PTV111-2412A-A1202 PTV111-2412A-A1502 PTV111-4420A-A1202 PTV111-4420A-A1502 PTV111-4420A-A1102 PTV111-3425A-A1102 PTV111-3425A-A1202 PTV111-3425A-A1502 PTV111-1227A-A1102 PTV111-1215A-A1502 PTV111-1220A-A1102 PTV111-1220A-A1502 PTV111-1225A-A1102  

	Description	Potentiometer; Resistance Max:10kohm; Resistance Tolerance: /- 20 %; Power Rating:0.05W; Voltage Rating:50 VAC, 20VDC; Series:PTV111 RESISTOR, POTENTIOMETER, CARBON FILM, 1 TURN(S), 0.05 W, 10000 ohm 
 11mm Potentiometer RESISTOR, POTENTIOMETER, CARBON FILM, 1 TURN(S), 0.05 W, 100000 ohm
12 mm Potentiometer
   12 mm Potentiometer
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						 Bourns, Inc. 
 Bourns Electronic Solutions
Bourns Electronic Solut...
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 			 Full text search : Potentiometer; Resistance Max:10kohm; Resistance Tolerance: /- 20 %; Power Rating:0.05W; Voltage Rating:50 VAC, 20VDC; Series:PTV111 RESISTOR, POTENTIOMETER, CARBON FILM, 1 TURN(S), 0.05 W, 10000 ohm 11mm Potentiometer RESISTOR, POTENTIOMETER, CARBON FILM, 1 TURN(S), 0.05 W, 100000 ohm 12 mm Potentiometer    12 mm Potentiometer   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	PTV111-4425A-B103 PTV111-4425A-B104 PTV111-1217A-A	Potentiometer; Resistance Max:10kohm; Resistance Tolerance: /- 20 %; Power Rating:0.05W; Voltage Rating:50 VAC, 20VDC; Series:PTV111 RESISTOR, POTENTIOMETER, CARBON FILM, 1 TURN(S), 0.05 W, 10000 ohm
11mm Potentiometer RESISTOR, POTENTIOMETER, CARBON FILM, 1 TURN(S), 0.05 W, 100000 ohm
12 mm Potentiometer
   12 mm Potentiometer
	Bourns, Inc.
Bourns Electronic Solutions
Bourns Electronic Solut...

	STB3NA80 4229 STB3NA80T4 	Resettable Fuse; Series:1210L; Thermistor Type:PTC; Operating Voltage Max:6VDC; Holding Current:0.35A; Tripping Current:0.7A; External Depth:0.85mm; Length:3.43mm; Initial Resistance Min:0.32ohm; Initial Resistance Max:1.3ohm RoHS Compliant: Yes
N - CHANNEL ENHANCEMENT MODE FAST POWER MOS TRANSISTOR
From old datasheet system
	意法半导
STMICROELECTRONICS[STMicroelectronics]

	PM3604-10-RC PM3602-33-B PM3602-100-RC PM3602-150-	Power Inductor; Series:PM3600; Inductance:100uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Current Rating:Parallel 0.58, Series 0.29A; DC Resistance Max, Parallel:0.4ohm; DC Resistance Max, Series:1.6ohm
Power Inductor; Series:PM3600; Inductance:150uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Current Rating:Parallel 111, Series 444A; DC Resistance Max, Parallel:0.6ohm; DC Resistance Max, Series:2.4ohm
	Bourns Inc.

	BCW60B BCW60D BCW60 BCW60C BCW60_3 BCW60B/T1 BCW60	From old datasheet system
NPN GENERAL PURPOSE TRANSISTORS
PTC Resettable Fuse; Series:1206L; Thermistor Type:PTC; Operating Voltage Max:24VDC; Holding Current:200mA; Tripping Current:420mA; External Depth:1mm; Length:3.5mm; Initial Resistance Min:0.65ohm; Initial Resistance Max:1.55ohm
HDW,FUSEHOLDER,SMT
	NXP Semiconductors
Philips Semiconductors

	17PCSA104MC19P 17PCSA564MC19P 17PCSA224MC19P 17PCS	POTENTIOMETER 100K
POTENTIOMETER 560K
POTENTIOMETER 220K
POTENTIOMETER 10K 电位10,000
	Vector Electronics ?Technology, Inc.

	ADG1413YRUZ-REEL7 ADG1411 ADG1411YCPZ-500RL7 ADG14	2?Max On Resistance, ±15 V/12 V/±5 V iCMOS?/a> Quad SPST Switch
2з Max On Resistance, 【15 V/12 V/【5 V iCMOS⑩ Quad SPST Switch
	AD[Analog Devices]

	EL5132 EL5132IS-T7 EL5132IS EL5133IW-T7A EL5132IS-	Rheostat; Series:RLS; Power Rating:150W; Resistance Max:25ohm; Terminal Type:Lugs; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Number of Turns:1; Resistance:25ohm
670MHZ LOW NOISE AMPLIFIERS
	INTERSIL[Intersil Corporation]

	1255AY-220M 	Max. of DC resistance
	Murata Manufacturing Co...

	M28C64-A25NS1T M28C64-A20MS1T M28C64-A20MS3T M28C6	64 Kbit 8K x 8 Parallel EEPROM With Software Data Protection 64千位8K的8并行EEPROM，带有软件数据保
SWITCH, DPDT; Thread size:1/4 x 40UNS; Switch function type:DPDT On-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, op. RoHS Compliant: Yes
SWITCH, DPDT, LOCKING; Thread size:1/4 x 40UNS; Switch function type:DPDT On-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, RoHS Compliant: Yes
SWITCH, DPDT, BIASED; Thread size:1/4 x 40UNS; Switch function type:DPDT On-Mom; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, RoHS Compliant: Yes
Toggle Switch; Circuitry:SPDT; Switch Operation:On-Off-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Solder Lug; Leaded Process Compatible:Yes; Mounting Type:Solder Lug RoHS Compliant: Yes
   64 Kbit 8K x 8 Parallel EEPROM With Software Data Protection
	STMicroelectronics N.V.
意法半导

	AP6680GM 	Low On-Resistance, High Vgs Max Rating Voltage
	Advanced Power Electronics Corp.

	2SK3365 	Super low on-state resistance: RDS(on)1 = 14 m MAX. (VGS = 10 V, ID = 15 A)
	TY Semiconductor Co., Ltd
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