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			LP-CC-2-12 - Cartridge Fuse; Current Rating:2.5A; Voltage Rating:600VAC; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Series:LP-CC TIME DELAY BLOW ELECTRIC FUSE, 2.5A, 600VAC, 300VDC, 200000A (IR), INLINE/HOLDER Cartridge Fuse; Current Rating:25A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:10.31 x 38.1mm; Diameter:10.3124mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm RoHS Compliant: No Cartridge Fuse; Current Rating:9A; Voltage Rating:600VAC; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:LP-CC RoHS Compliant: No Cartridge Fuse; Current Rating:10A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:10.31 x 38.1mm; Diameter:10.3124mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm RoHS Compliant: No 
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	Part No.	LP-CC-2-1/2 LP-CC-25 LP-CC-9 LP-CC-10   

	Description	Cartridge Fuse; Current Rating:2.5A; Voltage Rating:600VAC; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Series:LP-CC TIME DELAY BLOW ELECTRIC FUSE, 2.5A, 600VAC, 300VDC, 200000A (IR), INLINE/HOLDER 
 Cartridge Fuse; Current Rating:25A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:10.31 x 38.1mm; Diameter:10.3124mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm RoHS Compliant: No
Cartridge Fuse; Current Rating:9A; Voltage Rating:600VAC; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:LP-CC RoHS Compliant: No
Cartridge Fuse; Current Rating:10A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:10.31 x 38.1mm; Diameter:10.3124mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm RoHS Compliant: No


	File Size	72.97K  / 
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						 Cooper Bussmann, Inc. 
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 			 Full text search : Cartridge Fuse; Current Rating:2.5A; Voltage Rating:600VAC; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Series:LP-CC TIME DELAY BLOW ELECTRIC FUSE, 2.5A, 600VAC, 300VDC, 200000A (IR), INLINE/HOLDER Cartridge Fuse; Current Rating:25A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:10.31 x 38.1mm; Diameter:10.3124mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm RoHS Compliant: No Cartridge Fuse; Current Rating:9A; Voltage Rating:600VAC; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:LP-CC RoHS Compliant: No Cartridge Fuse; Current Rating:10A; Voltage Rating:600V; Fuse Type:Time Delay; Fuse Size/Group:10.31 x 38.1mm; Diameter:10.3124mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:38.1mm RoHS Compliant: No   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	Z8681AB1YN 	Leaded Cartridge Fuse; Current Rating:2A; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Fast Acting; Voltage Rating:250V; Body Material:Ceramic; Diameter:6.985mm; Fuse Size/Group:1/4 x 1-1/4 &quot; RoHS Compliant: Yes 8位微控制
	东电?中国)投资有限公司

	BCX54-10 BCX54-16 BCX55-10 BCX55-16 BCX54 BCX56-16	Cartridge Fuse; Current Rating:250mA; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 15 mm; Body Material:Glass; Diameter:4.5mm; Fuse Terminals:Ferrule; Leaded Process Compatible:Yes; Length:14.48mm; Series:229P 晶体管的SOT - 89
NPN medium power transistors
	PHILIPS[Philips Semiconductors]
NXP Semiconductors

	ST72T71N5B1 ST72T71J1B1 	Leaded Cartridge Fuse; Current Rating:50mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
Leaded Cartridge Fuse; Current Rating:312.5mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Length:8.89mm; Series:273 RoHS Compliant: NA 8位微控制
	Intersil, Corp.

	S506-3.15-R S500-100-R COOPERINDUSTRIES-S506-V-630	FUSE, ANTISURGE 3.15A TIME DELAY BLOW ELECTRIC FUSE, 3.15A, 250VAC, 35A (IR), INLINE/HOLDER
FUSE, QUICK BLOW 10
Cartridge Fuse; Current Rating:3.15A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:5 x 20 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:20mm; Packaging:Bulk; Series:S500
FAST BLOW ELECTRIC FUSE, 0.2A, 250VAC, 35A (IR), THROUGH HOLE
Cartridge Fuse; Current Rating:6.3A; Voltage Rating:250V; Fuse Type:Fast Acting; Fuse Size/Group:5 x 20 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:20mm; Packaging:Bulk; Series:S500
Cartridge Fuse; Current Rating:4A; Voltage Rating:250V; Fuse Type:Time Delay; Fuse Size/Group:5 x 20 mm; Body Material:Glass; Diameter:5.2mm; Fuse Terminals:Ferrule; Length:20mm; Packaging:Bulk; Series:S506
	Cooper Bussmann, Inc.
COOPER INDUSTRIES

	STD4 STD2 	:Glass; Diameter:4.7mm; Fuse Size/Group:5 x 15 mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
ELECTRIC FUSE, 2A, 240VAC, 33000A (IR), INLINE/HOLDER
Leaded Cartridge Fuse; Current Rating:2.5A; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Voltage Rating:250V; Body Material:Glass; Diameter:4.7mm; Fuse Size/Group:5 x 15 mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
	COOPER INDUSTRIES

	F02A250V1A 	Cartridge Fuse; Voltage Rating:1.2V; Fuse Type:Time Delay; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Voltage Rating:1.2V RoHS Compliant: No
	COOPER INDUSTRIES

	BC869 BC869-16 BC869-25 BC869_4 BC869/T1 	From old datasheet system
PNP medium power transistor
Automotive Fuse; Current Rating:20A; Voltage Rating:32V; Fuse Type:Fast Acting; Body Material:Plastic; Fuse Terminals:Blade; Length:15.41mm; Series:297; Fuse Size/Group:15.41 x 10.92 x 3.81mm
	NXP Semiconductors
PHILIPS[Philips Semiconductors]

	3414.0114.11 3414.0124.22 	SUPER FAST BLOW ELECTRIC FUSE, 0.75A, 32VDC, 35A (IR), SURFACE MOUNT
FUSE, SMD, USF0402, 5A; Current, fuse rating:5A; Case style:0402; Approval Bodies:CCC; Approval category:UL Recognised; Current, breaking capacity DC:35A; Depth, external:0.4mm; Device marking:T; Flammability rating:UL94V-1; Fuse RoHS Compliant: Yes
	SCHURTER INC

	120-262 120-263 120-266 120-268 120-265 120-267 12	＂CARTRIDGE HEATER 1/2＂＂ 200W
Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated µP Reset
＂CARTRIDGE HEATER 1/2＂＂ 500W
＂CARTRIDGE HEATER 1/2＂＂ 630W
＂CARTRIDGE HEATER 1/2＂＂ 250W
＂CARTRIDGE HEATER 1/2＂＂ 100W
＂CARTRIDGE HEATER 5/8＂＂ 400W
＂CARTRIDGE HEATER 5/8＂＂ 500W
＂CARTRIDGE HEATER 5/8＂＂ 350W
＂CARTRIDGE HEATER 1/4＂＂ 100W
＂CARTRIDGE HEATER 5/8＂＂ 250W
＂CARTRIDGE HEATER 5/16＂＂ 280W
＂CARTRIDGE HEATER 5/16＂＂ 315W
＂CARTRIDGE HEATER 5/8＂＂ 280W
＂CARTRIDGE HEATER 3/8＂＂ 315W
＂CARTRIDGE HEATER 3/8＂＂ 220W
＂CARTRIDGE HEATER 3/8＂＂ 500W
＂CARTRIDGE HEATER 3/8＂＂ 400W
＂CARTRIDGE HEATER 3/8＂＂ 350W
＂CARTRIDGE HEATER 3/8＂＂ 160W
＂CARTRIDGE HEATER 1/4＂＂ 125W
＂CARTRIDGE HEATER 3/8＂＂ 200W
＂CARTRIDGE HEATER 5/8＂＂ 800W
＂CARTRIDGE HEATER 5/16＂＂ 250W
＂CARTRIDGE HEATER 3/8＂＂ 100W
＂CARTRIDGE HEATER 5/16＂＂ 160W
＂CARTRIDGE HEATER 3/8＂＂ 250W
＂CARTRIDGE HEATER 1/4＂＂ 220W
＂CARTRIDGE HEATER 3/8＂＂ 560W
＂CARTRIDGE HEATER 1/4＂＂ 250W “枪弹加 / 4”50W的
＂CARTRIDGE HEATER 1/2＂＂ 315W “枪弹取暖器1 / 2”15W
＂CARTRIDGE HEATER 5/8＂＂ 630W “枪弹加 / 8”30W调
	Microsemi, Corp.
3M Company

	Z402L Z403L Z404 Z403LR 	FUSE CLIP, FOR 3AG FUSES W/O STOP, PCB MNT., TIN PLATED
Fuse Holder; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
TRANSFORMER VARIABLE OPEN 3A
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Copper Alloy; Current Rating:15A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating:32V
Fuse Holder; Fuse Size/Group:Mini; Mounting Type:In-Line; Body Material:Thermoplastic; Contact Material:Copper Alloy; Contact Plating:Tin; Current Rating:30A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	保险丝支架，夹子&硬件

	0995020 0995040 0995025 0995030 0995050 0995060 	JCASE? Cartridge Fuse Rated 58V
JCASE㈢ Cartridge Fuse Rated 58V
	Littelfuse

	KLM-1 	Cartridge Fuse; Fuse Type:Fast Acting; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Series:KLM RoHS Compliant: No FAST BLOW ELECTRIC FUSE, 1A, 500VAC, 500VDC, 10000A (IR), INLINE/HOLDER
	Cooper Bussmann, Inc.
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