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			X28C513JI-12T2C7345 - 5V, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-PLCC 64K X 8 EEPROM 5V, 120 ns, PQCC32 5V, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-PLCC T&amp;R 64K X 8 EEPROM 5V, 120 ns, PQCC32 5V, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 32-CLCC 64K X 8 EEPROM 5V, 120 ns, CQCC32 5V, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-PLCC T&amp;R 64K X 8 EEPROM 5V, 150 ns, PQCC32 5V, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-PLCC 64K X 8 EEPROM 5V, 150 ns, PQCC32 
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	Part No.	X28C513JI-12T2C7345 X28C513EM-12C7309 X28C512J-15T2 X28C513J-15C1030   

	Description	5V, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-PLCC 64K X 8 EEPROM 5V, 120 ns, PQCC32 
 5V, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-PLCC T&amp;R 64K X 8 EEPROM 5V, 120 ns, PQCC32
5V, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 32-CLCC 64K X 8 EEPROM 5V, 120 ns, CQCC32
5V, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-PLCC T&amp;R 64K X 8 EEPROM 5V, 150 ns, PQCC32
5V, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-PLCC 64K X 8 EEPROM 5V, 150 ns, PQCC32


	File Size	596.12K  / 
						24 Page	 
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						 Intersil, Corp. 
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 			 Full text search : 5V, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-PLCC 64K X 8 EEPROM 5V, 120 ns, PQCC32 5V, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-PLCC T&amp;R 64K X 8 EEPROM 5V, 120 ns, PQCC32 5V, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 32-CLCC 64K X 8 EEPROM 5V, 120 ns, CQCC32 5V, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-PLCC T&amp;R 64K X 8 EEPROM 5V, 150 ns, PQCC32 5V, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 32-PLCC 64K X 8 EEPROM 5V, 150 ns, PQCC32   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	X28HC256P-12 X28HC256P-15 X28HC256J-90 X28HC256S-1	5 Volt, Byte Alterable EEPROM 32K X 8 EEPROM 5V, 150 ns, PDSO28
5 Volt, Byte Alterable EEPROM 32K X 8 EEPROM 5V, 120 ns, CPGA28
5 Volt, Byte Alterable EEPROM 32K X 8 EEPROM 5V, 90 ns, CQCC32
SWITCH SLIDE 2MM HORIZONTAL SMD 32K X 8 EEPROM 5V, 90 ns, CDIP28
5 Volt, Byte Alterable EEPROM 32K X 8 EEPROM 5V, 70 ns, CDIP28
5 Volt, Byte Alterable EEPROM 32K X 8 EEPROM 5V, 90 ns, CDIP28
5 Volt, Byte Alterable EEPROM 32K X 8 EEPROM 5V, 70 ns, PDIP28
5 Volt, Byte Alterable EEPROM 32K X 8 EEPROM 5V, 70 ns, PDSO28
5 Volt, Byte Alterable EEPROM 32K X 8 EEPROM 5V, 90 ns, PDSO28
5 Volt, Byte Alterable EEPROM 32K X 8 EEPROM 5V, 90 ns, PDIP28
RACK DESK SOLID BLACK 1.75X19X8,1 32K X 8 EEPROM 5V, 70 ns, CPGA28
5 Volt, Byte Alterable EEPROM 32K X 8 EEPROM 5V, 70 ns, PQCC32
5 Volt, Byte Alterable EEPROM 32K X 8 EEPROM 5V, 70 ns, CPGA28
Continuity Tester RoHS Compliant: NA 32K X 8 EEPROM 5V, 90 ns, PQCC32
5 Volt, Byte Alterable EEPROM 32K X 8 EEPROM 5V, 90 ns, PQCC32
5 Volt, Byte Alterable EEPROM 32K X 8 EEPROM 5V, 90 ns, CDFP28
5 Volt, Byte Alterable EEPROM 32K X 8 EEPROM 5V, 70 ns, CQCC32
Aluminum Electrolytic Radial Leaded General Purpose Capacitor; Capacitance: 1000uF; Voltage: 50V; Case Size: 12.5x25 mm; Packaging: Bulk
	Intersil, Corp.
Intersil Corporation

	EP20K200CP240I8ES EP20K200CB356I7ES EP20K200CB356I	256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 28-PGA
5V, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 32-PLCC T&R
ASIC 专用集成电路
	Altera, Corp.

	X28C010FI-20 X28C010FMB-15C7808 X28C010FMB-15C7619	CAP 6.8PF 100V .10 PF NP0(C0G) SMD-0603 TR-7 PLATED-NI/SN
Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Controller IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Reel Quantity:2500
5 Volt, Byte Alterable EEPROM 128K X 8 EEPROM 5V, 120 ns, CDIP32
CAP 6.8PF 100V .25 PF NP0(C0G) SMD-0603 TR-13 PLATED-NI/SN 128K X 8 EEPROM 5V, 250 ns, CDFP32
5 Volt, Byte Alterable EEPROM 128K X 8 EEPROM 5V, 250 ns, CPGA36
5 Volt, Byte Alterable EEPROM 128K X 8 EEPROM 5V, 200 ns, CDSO32
	Intersil Corporation
PROM
Intersil, Corp.

	FT28HC256SMB-12 FT28HC256SMB-15 FT28HC256SMB-90 FT	5 Volt, Byte Alterable EEPROM
	Force Technologies Ltd

	X28C010 	(X28C010 / X28HT010) Byte Alterable EEPROM
	Intersil Corporation

	X28HC64J-12 X28HC64E-12 X28HC64E-50 X28HC64JM-50 X	5 Volt, Byte Alterable E2PROM 5伏，可变E2PROM的字
USB LICENSING DONGLE
5 Volt/ Byte Alterable E2PROM
OSCILLATOR,50.000 MHZ,100PPM
	http://
Intersil, Corp.
Linear Technology, Corp.
Electronic Theatre Controls, Inc.
Future Designs, Inc.
Xicor Inc.

	X28C010FM-15C7856 X28C010NM-25 	5V, Byte Alterable E2PROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 32-FlatPack 128K X 8 EEPROM 5V, 150 ns, CDFP32
5V, Byte Alterable E2PROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 32-Extended LCC
	Intersil, Corp.
INTERSIL CORP

	X28LC513JI-25 X28LC512 X28LC512J-15 X28LC512J-20 X	Shielded Multiconductor Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:16; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:8; Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Chrome RoHS Compliant: Yes
3.3 Volt, Byte Alterable E2PROM
3.3 Volt/ Byte Alterable E2PROM
	XICOR[Xicor Inc.]

	X28C010EMB 	5 Volt, Byte Alterable E2PROM
	XICOR

	XM28C020 	5 Volt/ Byte Alterable E2PROM
	XICOR

	SLE4442M2.2 SLE4442C SLE4442 SLE4432 SLE4432M2.2 S	ICS FOR CHIP CARDS INTELLIGENT 256-BYTE EEPROM
From old datasheet system
(SLE4432 / SLE4442) 256 Byte EEPROM
Intelligent 256Bit EEPROM
SERIAL EEPROM,256X8,MOS,WAFER,PLASTIC
SERIAL EEPROM,256X8,MOS,MODULE,8PIN,PLASTIC
	SIEMENS[Siemens Semiconductor Group]
Infineon Technologies AG

	AT90SC25672R AT90SC25672RT AT90SC320856 AT90SC3208	Low-power, High performance 8-bit/16-bit secure microcontroller with 256K Byte ROM, 72K Byte EEPROM. Security Features: MMU, MED, OTP (one time programmable) EEPROM area, RN (Random Number Generator), "out of bounds" detectors, side channe
Low-power, high-performance, 8-bit/16-bit secure microcontroller with 32K Byte ROM, 8K Byte FLASH and 56K Byte EEPROM.
Low-power, high-performance, 8-/16-bit secure microcontroller with 32K Byte FLASH and 32K Byte EEPROM.
Low-power, High performance 8-bit/16-bit secure microcontroller with 48K Byte ROM, 2K Byte EEPROM. Security Features: OTP (one time programmable) EEPROM area, RNG (Random Number Generator), "out of bounds" detectors, side channel attack co
Low-power, high-performance, 8-/16-bit secure microcontroller with 48K Byte ROM and 16K Byte EEPROM.
Low-power, High Performance 8-bit/16-bit secure microcontroller with 64K Byte ROM, 4K Byte EEPROM. Security Features: OTP (one time programmable) EEPROM area, RNG (Random Number Generator), "out of bounds" detectors, side channel attack co
Low-power, High performance 8-bit/16-bit secure microcontroller with 96K Byte ROM, 8K Byte EEPROM. Security Features: OTP (one time programmable) EEPROM area, RNG (Random Number Generator), "out of bounds" detectors, side channel attack co
Low-power, high-performance, 8-/16-bit secure microcontroller with 64K Byte ROM and 64K Byte EEPROM.
Low-power, high-performance, 8-/16-bit secure microcontroller with 64K Byte ROM and 32K Byte EEPROM.
Low-power, high-performance, 8-/16-bit secure microcontroller with 96K Byte ROM and 16K Byte EEPROM.
	Atmel
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