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			LTC2630HSC6-LM8TRMPBF - Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: -40&deg; to  125&deg;C SERIAL INPUT LOADING, 3.2 us SETTLING TIME, 8-BIT DAC, PDSO6 Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C SERIAL INPUT LOADING, 3.7 us SETTLING TIME, 8-BIT DAC, PDSO6 Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: -40&deg; to  125&deg;C SERIAL INPUT LOADING, 3.7 us SETTLING TIME, 8-BIT DAC, PDSO6 Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C SERIAL INPUT LOADING, 3.2 us SETTLING TIME, 8-BIT DAC, PDSO6 Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 12; Temperature Range: -40&deg; to  125&deg;C SERIAL INPUT LOADING, 4.8 us SETTLING TIME, 12-BIT DAC, PDSO6 Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C SERIAL INPUT LOADING, 3.9 us SETTLING TIME, 10-BIT DAC, PDSO6 
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	Part No.	LTC2630HSC6-LM8TRMPBF LTC2630CSC6-HM8TRPBF LTC2630ISC6-HM8TRMPBF LTC2630ISC6-LM8TRPBF LTC2630HSC6-LM8PBF LTC2630ISC6-LM8TRMPBF LTC2630ISC6-HM8PBF LTC2630ISC6-LM8PBF LTC2630HSC6-LM8TRPBF LTC2630CSC6-HM12TRPBF LTC2630ISC6-LZ10PBF LTC2630CSC6-LM10TRPBF LTC2630HSC6-LM10PBF LTC2630HSC6-LM10TRMPBF   

	Description	Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: -40&deg; to  125&deg;C SERIAL INPUT LOADING, 3.2 us SETTLING TIME, 8-BIT DAC, PDSO6 
 Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C SERIAL INPUT LOADING, 3.7 us SETTLING TIME, 8-BIT DAC, PDSO6
Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: -40&deg; to  125&deg;C SERIAL INPUT LOADING, 3.7 us SETTLING TIME, 8-BIT DAC, PDSO6
Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C SERIAL INPUT LOADING, 3.2 us SETTLING TIME, 8-BIT DAC, PDSO6
Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 12; Temperature Range: -40&deg; to  125&deg;C SERIAL INPUT LOADING, 4.8 us SETTLING TIME, 12-BIT DAC, PDSO6
Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C SERIAL INPUT LOADING, 3.9 us SETTLING TIME, 10-BIT DAC, PDSO6
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 			 Full text search : Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: -40&deg; to  125&deg;C SERIAL INPUT LOADING, 3.2 us SETTLING TIME, 8-BIT DAC, PDSO6 Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: 0&deg;C to  70&deg;C SERIAL INPUT LOADING, 3.7 us SETTLING TIME, 8-BIT DAC, PDSO6 Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: -40&deg; to  125&deg;C SERIAL INPUT LOADING, 3.7 us SETTLING TIME, 8-BIT DAC, PDSO6 Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C SERIAL INPUT LOADING, 3.2 us SETTLING TIME, 8-BIT DAC, PDSO6 Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 12; Temperature Range: -40&deg; to  125&deg;C SERIAL INPUT LOADING, 4.8 us SETTLING TIME, 12-BIT DAC, PDSO6 Single 10-Bit Rail-to-Rail DACs with Integrated Reference in SC70; Package: SC70; No of Pins: 6; Temperature Range: -40&deg;C to  85&deg;C SERIAL INPUT LOADING, 3.9 us SETTLING TIME, 10-BIT DAC, PDSO6   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	AD7305 AD7305BN AD7305BR AD7305BRU AD7305YR AD7304	 3V/ 5V, Rail-to-Rail Quad, 8-Bit DAC Parallel-IN
 3V/ 5V, Rail-to-Rail Quad, 8-Bit DAC Serial-IN
 3 V/ 5 V Rail-to-Rail Quad 8-Bit DAC
 3 V/ 5 V/ Rail-to-Rail Quad/ 8-Bit DAC
ECONOLINE: REC2.2-S_DR/H1 - 2.2W DIP Package- 1kVDC Isolation- Regulated Output- UL94V-0 Package Material- Continuous Short Circiut Protection
ECONOLINE: REC2.2-S_DRW(Z)/H* - 2.2W DIP Package- 1kVDC Isolation- Regulated Output- 4.5-9V, 9-18V, 18-36V, 36-72V Wide Input Range 2 : 1- UL94V-0
 3 V/ 5 V, Rail-to-Rail Quad, 8-Bit DAC SERIAL INPUT LOADING, 1 us SETTLING TIME, 8-BIT DAC, PDSO16
	AD[Analog Devices]
Analog Devices, Inc.

	LTC1658 1658F LTC1658CMS8 LTC1658CN8 LTC1658CS8 LT	14-Bit Rail-to-Rail Micropower DAC in MSOP SERIAL INPUT LOADING, 12 us SETTLING TIME, 14-BIT DAC, PDIP8
From old datasheet system
	LINEAR TECHNOLOGY CORP
Linear Technology, Corp.
LINER[Linear Technology]

	AD5323BRUZ-REEL 	2.5 V to 5.5 V, 230 &#181;A, Dual Rail-to-Rail Voltage Output 12-Bit DAC; Package: TSSOP; No of Pins: 16; Temperature Range: Commercial SERIAL INPUT LOADING, 8 us SETTLING TIME, 12-BIT DAC, PDSO16
	Analog Devices, Inc.

	AD5662 AD5662ARJ-1 AD5662ARJ-2 AD5662ARM AD5662BRJ	2.7 V to 5.5 V, 250 A, Rail-to-Rail Output 16-Bit DAC D/A in a SOT-23
2.7-5.5V, 16-Bit nanoDAC™ Converter in a Sot-23
2.7 V to 5.5 V, 250 ??A, Rail-to-Rail Output 16-Bit DAC D/A in a SOT-23
2.7 V to 5.5 V, 250 uA, Rail-to-Rail Output 16-Bit DAC D/A in a SOT-23
	AD[Analog Devices]

	AD7305YR-REEL AD7305YRZ-REEL AD7305BRUZ AD7304BRZ-	PARALLEL, 8 BITS INPUT LOADING, 1 us SETTLING TIME, 8-BIT DAC, PDSO20 MS-013AC, SOIC-20
 3V/ 5V, Rail-to-Rail Quad, 8-Bit DAC Parallel-IN PARALLEL, 8 BITS INPUT LOADING, 1 us SETTLING TIME, 8-BIT DAC, PDSO20
3 V/5 V, Rail-to-Rail Quad, 8-Bit DAC
	Analog Devices, Inc.

	AD623B AD623BN AD623BR AD623BR-REEL AD623BR-REEL7 	Single Supply, Rail-to-Rail, Low Cost Instrumentation Amplifier INSTRUMENTATION AMPLIFIER, 350 uV OFFSET-MAX, 0.8 MHz BAND WIDTH, PDIP8
RECTIFIER SCHOTTKY DUAL 60A 30V 500A-ifsm 0.55V-vf 20mA-ir TO-3P 30/TUBE
Single Supply/ Rail-to-Rail/ Low Cost Instrumentation Amplifier
Single Supply, Rail-Rail, Low Cost Instrumentation Amplifiers
80-Lead Mixed Signal DSP with 5, 16-bit Sigma-Delta ADCs
	Analog Devices, Inc.
AD[Analog Devices]

	LTC1654 LTC1654CGN LTC1654IGN 1654I LTC1654I LTC16	From old datasheet system
Dual 14-Bit Rail-to-Rail DAC in 16-Lead SSOP Package
	LINER[Linear Technology]

	CPT6003510 MBRP60035CTL CPT60035D 	Schottky PowerMod
2.7 V to 5.5 V, 140 &#181;A, Rail-to-Rail Voltage Output 10-Bit DAC 300 A, 35 V, SILICON, RECTIFIER DIODE
	Microsemi Corporation
Microsemi, Corp.

	PLQ16L8-5A PLQ16L8-5N PLQ16R4-5A PLQ16R8-5A PLQ16R	Dual 12-Bit Rail-to-Rail Micropower DACs; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
12-Bit Rail-to-Rail Micropower DAC with Clear Input; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Fuse-Programmable PLD 保险丝，可编程的PLD
	NIC Components, Corp.

	AD5310BRTZ-REEL AD5310BRM AD5310BRTZ-500RL7 AD5310	2.7 V to 5.5 V, 140 muA, Rail-to-Rail Voltage Output 10-Bit DAC in a SOT-23
2.7 V to 5.5 V, 140 A, Rail-to-Rail Voltage Output 10-Bit DAC in a SOT-23
	Analog Devices

	A62S7316 A62S7316G-55S A62S7316G-55SI A62S7316G-70	128K X 16 BIT LOW VOLTAGE CMOS SRAM
2.7 V to 5.5 V, 140 µA, Rail-to-Rail Voltage Output 12-Bit DAC in SOT-23 and MicroSOIC Packages; Package: MSOP; No of Pins: 8; Temperature Range: Industrial
	http://
AMICC[AMIC Technology]
AMIC Technology Corporation
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