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			24878-10N - 1 in Diameter, 1 Amp, Single Deck Rotary Switch ROTARY SWITCH-10POSITIONS, SP10T, LATCHED, 1A, 28VDC, THROUGH HOLE-STRAIGHT ROTARY SWITCH-8POSITIONS, SP8T, LATCHED, 1A, 28VDC, PANEL MOUNT-THREADED ROTARY SWITCH-9POSITIONS, SP9T, LATCHED, 1A, 28VDC, PANEL MOUNT-THREADED Positive Detent Provides Operator Feedback 
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	Part No.	24878-10N 24001-08S 24001-09S 24001-02   

	Description	1 in Diameter, 1 Amp, Single Deck Rotary Switch ROTARY SWITCH-10POSITIONS, SP10T, LATCHED, 1A, 28VDC, THROUGH HOLE-STRAIGHT 
 ROTARY SWITCH-8POSITIONS, SP8T, LATCHED, 1A, 28VDC, PANEL MOUNT-THREADED
ROTARY SWITCH-9POSITIONS, SP9T, LATCHED, 1A, 28VDC, PANEL MOUNT-THREADED
Positive Detent Provides Operator Feedback


	File Size	56.36K  / 
						1 Page	 
	

						Maker	
						

						 Grayhill, Inc. 
 GRAYHILL INC
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			 Related Part Number
	
					PART	Description	Maker
	19-09-1091 	.093 Diameter Connectors.093 Diameter Connector Housings With Mounting Ears & Detent, Panel Mount9 Receptacle 9 CONTACT(S), FEMALE, POWER CONNECTOR
	Molex, Inc.

	X9119TV14-2.7T1 	Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP T&amp;R
	INTERSIL CORP

	3856H-282-502A 3856H-282-501A 3856H-282-203A 3856H	Panel Mount Potentiometers 100K 3/4&quot; Single Turn RESISTOR, POTENTIOMETER, CERMET, 1 TURN(S), 2 W, 100000 ohm
RESISTOR, POTENTIOMETER, CERMET, 1 TURN(S), 2 W, 500000 ohm ROHS COMPLIANT
Panel Mount Potentiometers 10K 3/4&quot; Single Turn RESISTOR, POTENTIOMETER, CERMET, 1 TURN(S), 2 W, 10000 ohm
3851/3852/3856 - 3/4  Diameter Panel Control
	Bourns Inc.
Bourns, Inc.
Bourns Electronic Solutions

	LT1006 LT1006ACH LT1006ACJ8 LT1006AMH LT1006AMJ8 L	Precision, Single Supply Op Amp OP-AMP, 200 uV OFFSET-MAX, MBCY8
Precision / Single Supply Op Amp
Precision Single Supply Op Amp
From old datasheet system
	LINEAR TECHNOLOGY CORP
Linear Technology, Corp.
LINER[Linear Technology]

	KMD064-176GG KMC090-165T KMT090-210TG KMA009-165T 	64 POS PEEL-A-WAY&#174; DUAL ROW SOCKET DIP64, IC SOCKET
90 POS TRIPLE ROW ADAPTER IC SOCKET
90 POS PEEL-A-WAY&#174; TRIPLE ROW SOCKET IC SOCKET
9 POS PEEL-A-WAY&#174; SINGLE ROW ADAPTER SIP9, IC SOCKET
40 POS PEEL-A-WAY&#174; DUAL ROW ADAPTER DIP40, IC SOCKET
36 POS PEEL-A-WAY&#174; TRIPLE ROW SOCKET IC SOCKET
7 POS PEEL-A-WAY&#174; SINGLE ROW ADAPTER SIP7, IC SOCKET
22 POS PEEL-A-WAY&#174; SINGLE ROW SOCKET SIP22, IC SOCKET
16 POS PEEL-A-WAY&#174; SINGLE ROW ADAPTER SIP16, IC SOCKET
100 POS PEEL-A-WAY&#174; SINGLE ROW ADAPTE SIP100, IC SOCKET
20 POS PEEL-A-WAY&#174; DUAL ROW SOCKET DIP20, IC SOCKET
58 POS PEEL-A-WAY&#174; DUAL ROW SOCKET DIP58, IC SOCKET
50 POS PEEL-A-WAY&#174; SINGLE ROW SOCKET SIP50, IC SOCKET
32 POS PEEL-A-WAY&#174; DUAL ROW SOCKET DIP32, IC SOCKET
30 POS PEEL-A-WAY&#174; TRIPLE ROW SOCKET ZIP90, IC SOCKET
14 POS PEEL-A-WAY&#174; DUAL ROW SOCKET DIP14, IC SOCKET
50 POS PEEL-A-WAY&#174; DUAL ROW ADAPTER
6 POS PEEL-A-WAY&#174; DUAL ROW SOCKET
6 POS PEEL-A-WAY&#174; DUAL ROW ADAPTER
8 POS PEEL-A-WAY&#174; SINGLE ROW ADAPTER
36 POS TRIPLE ROW ADAPTER
48 POS TRIPLE ROW ADAPTER
141 POS PEEL-A-WAY&#174; TRIPLE ROW SOCKET
11 POS PEEL-A-WAY&#174; SINGLE ROW ADAPTER
	Advanced Interconnections, Corp.
ADVANCED INTERCONNECTIONS CORP

	C4D0212S-A C4D0112S-A C4D0212N-A C4D0412N-A C4D011	1.5 DIAMETER 0.5 AMP 28 VDC
   1.5 DIAMETER 0.5 AMP 28 VDC
	List of Unclassifed Manufacturers
List of Unclassifed Man...

	EKLPGR10 EKLPG040CY EKLPG050CY EKLDL160CY EKLPG100	Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, SPST Analog Switches; Temperature Range: -40°C to 85°C; Package: 5-SC-70 T&R
3.3V, Half Duplex, 30Mbps, RS-485/RS-422 Transceiver; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Low-Voltage, Single Supply, 4 to 1 Multiplexer, High Performance Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R 逻辑IC
Logic IC 逻辑IC
Ultra Low ON-Resistance,  1.1V to  4.5V Single Supply, SPST Analog Switches; Temperature Range: -40&deg;C to 85&deg;C; Package: 5-SC-70 T&amp;R 逻辑IC
Low-Voltage, Single Supply, 4 to 1 Multiplexer, High Performance Analog Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R
	Cornell Dubilier Electronics, Inc.
Electronic Theatre Controls, Inc.

	ISL6443AIRZ-TK 	300kHz Dual, 180&#176; Out-of-Phase, Step-Down PWM and Single Linear Controller; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-QFN T&amp;R DUAL SWITCHING CONTROLLER, 340 kHz SWITCHING FREQ-MAX, PQCC28
	Intersil, Corp.

	ISL6545ACBZ-T 	5V or 12V Single Synchronous Buck Pulse-Width Modulation (PWM) Controller; Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC T&amp;R SWITCHING CONTROLLER, 660 kHz SWITCHING FREQ-MAX, PDSO8
	Intersil, Corp.

	LT6221CS8PBF LT6221CS8TR LT6221CDDPBF 	Single/Dual/Quad 60MHz, 20V/&#181;s Low Power, Rail-to-Rail Input and Output Precision Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
1 CHANNEL, VIDEO AMPLIFIER, PDSO8
	LINEAR TECHNOLOGY CORP

	75AP36-01-1-06N 75CP36-01-1-06N 75CF36-01-1-08N 75	0.3 in Diameter, 200mA Single Deck Rotary Switch ROTARY SWITCH-6POSITIONS, SP6T, LATCHED, 0.2A, 30VDC, THROUGH HOLE-STRAIGHT
ROTARY SWITCH-6POSITIONS, SP6T, LATCHED, 0.2A, 30VDC, THROUGH HOLE-STRAIGHT ROHS COMPLIANT
0.3 in Diameter, 200mA Single Deck Rotary Switch ROTARY SWITCH-8POSITIONS, SP8T, LATCHED, 0.2A, 30VDC, THROUGH HOLE-STRAIGHT
0.3 in Diameter, 200mA Single Deck Rotary Switch ROTARY SWITCH-3POSITIONS, SP3T, LATCHED, 0.2A, 30VDC, THROUGH HOLE-STRAIGHT
ROTARY SWITCH-5POSITIONS, SP5T, LATCHED, 0.2A, 30VDC, THROUGH HOLE-STRAIGHT
	Grayhill, Inc.
GRAYHILL INC
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