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			 Related Part Number
	
					PART	Description	Maker
	63885-0270 	Conductor Anvil
	Molex Electronics Ltd.

	001118-4210 011-18-4210 0011-18-4210 607146 	Conductor Anvil
	Molex Electronics Ltd.

	0011405343 63323A108 1140-5343 001140-5343 	Conductor Anvil
	Molex Electronics Ltd.

	833117 	Conductor Anvil
	Molex Electronics Ltd.

	1118-4997 	Conductor Anvil
	Molex Electronics Ltd.

	63885-1570 63885-1500 	Conductor Anvil
	Molex Electronics Ltd.

	833122 	Conductor Anvil
	Molex Electronics Ltd.

	0011-24-1043 49967 001124-1043 0011241043 	Conductor Anvil
	Molex Electronics Ltd.

	BYX132G 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 3173; CSA Type CL1251; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
High-voltage car ignition diode
	Philips Semiconductors
NXP Semiconductors

	BYX90G BYX90G_2 	Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Conductor Plating:Copper; Jacket Color:Black RoHS Compliant: Yes
High-voltage soft-recovery controlled avalanche rectifier
From old datasheet system
	NXP Semiconductors N.V.
Philips Semiconductors
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