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	Part No.	DS1859E-015TAMPR DS1859E-050TAMPR   

	Description	Dual, Temperature-Controlled Resistors with Internally Calibrated Monitors DUAL DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO16 
 Dual, Temperature-Controlled Resistors with Internally Calibrated Monitors DUAL 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO16
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			 Related Part Number
	
					PART	Description	Maker
	EPA1145-75 EPA1145-250 EPA1145-350 EPA1145-4 EPA11	Tapped Delay Line
Dual Digitally Controlled Potentiometer (XDCPs™); Temperature Range: 0&degC to 70°C; Package: 24-SOIC
Dual Digitally Controlled Potentiometer (XDCPs™); Temperature Range: -40°C to 85°C; Package: 24-TSSOP
Dual Digitally Controlled Potentiometer (XDCPs™); Temperature Range: -40°C to 85°C; Package: 24-PDIP
Dual Digitally Controlled Potentiometer (XDCPs™); Temperature Range: 0&degC to 70°C; Package: 24-TSSOP
Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-SOIC
Low Noise, Low Power, 2-Wire Bus Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-TSSOP 抽头延迟
	Molex, Inc.

	DS1848 DS1848E-050 DS1848E-050/TAMPR DS1848B-050 	Dual Temperature-Controlled NV Variable Resistor &amp; Memory DIGITAL POTENTIOMETER, PBGA16
Dual Temperature-Controlled NV Variable Resistor &amp; Memory DIGITAL POTENTIOMETER, PDSO14
Dual Temperature-Controlled NV Variable Resistor & Memory
	Maxim Integrated Products, Inc.
Dallas

	EP9430-800 EP9430-13 EP9430-95 EP9430-45 EP9430-40	Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: -40°C to 85°C; Package: 14-TSSOP
Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 20-PDIP
Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP
Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 20-PDIP
Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40°C to 85°C; Package
DELAY LINE|FIXED TAPS|1-LINE|1-TAP|HYBRID|DIP|14PIN|PLASTIC 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料
Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料
Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP 延迟线|定额丝锥| 1线| 1 -技术咨询|混合|双酯| 14PIN |塑料
	Fairchild Semiconductor, Corp.

	DS1848E-050TAMPR DS1848B-050TAMPR DS1848B-010TAMPR	Dual Temperature-Controlled NV Variable Resistor &amp; Memory DUAL 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PDSO14
Dual Temperature-Controlled NV Variable Resistor &amp; Memory DUAL 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PBGA16
Dual Temperature-Controlled NV Variable Resistor &amp; Memory DUAL 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 256 POSITIONS, PBGA16
	Maxim Integrated Products, Inc.
MAXIM INTEGRATED PRODUCTS INC

	X9221A06 X9221AYSZ X9221AUP X9221AUPI X9221AUPIZ X	   Dual Digitally Controlled Potentiometer
Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 20-SOIC T&amp;R DUAL 10K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO20
Dual Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SOIC DUAL 50K DIGITAL POTENTIOMETER, 2-WIRE SERIAL CONTROL INTERFACE, 64 POSITIONS, PDSO20
	INTERSIL[Intersil Corporation]
Intersil, Corp.

	EPA073HL-225 EPA073HL-100 EPA073HL-300 EPA073HL-35	Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -40°C to 85°C; Package: 24-SOIC
Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: 0&degC to 70°C; Package: 24-TSSOP
Dual Digitally Controlled Potentiometers (XDCPs™); Temperature Range: -40°C to 85°C; Package: 14-TSSOP
DELAY LINE|FIXED TAPS|1-LINE|5-TAP|HYBRID|DIP|14PIN|PLASTIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SOIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: 0&degC to 70&deg;C; Package: 8-SOIC 延迟线|定额丝锥| 1线| 5，技术咨询|混合|双酯| 14PIN |塑料
	Abracon, Corp.
TE Connectivity, Ltd.

	EP9430-65 EP9430-80 EP9430-11 EP9430-85 EP9430-75 	Dual Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 20-PDIP
Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: 0&degC to 70°C; Package: 20-PDIP
Single Digitally Controlled (XDCP™) Potentiometer; Temperature Range: 0&degC to 70°C; Package: 14-TSSOP
Quad Digital Controlled Potentionmeters (XDCP™), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40°C to 85°C; Package: 20-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-MSOP T&R
Quad Digital Controlled Potentionmeters (XDCP&#153;), Non-Volatile/Low Power/2-Wire/64 Taps; Temperature Range: -40&deg;C to 85&deg;C; Package: 20-SOIC 抽头延迟
Tapped Delay Line 抽头延迟
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-MSOP 抽头延迟
Digitally Controlled Potentiometer (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 8-SOIC 抽头延迟
	Belden, Inc.

	EP20K200FC484-1ES EP20K100FC324-2ES EP20K100FC324-	4-Channel TFT-LCD Supply; Temperature Range: -40°C to 85°C; Package: 38-QFN T&R
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70°C
6 LEDs Driver with Integrated Schottky Diode with OVP; Temperature Range: -40°C to 85°C; Package: 6-TSOT T&R
White LED Driver with Digital Dimming; Temperature Range: -40°C to 85°C; Package: 8-TDFN T&R
5V, Byte Alterable E2PROM; Temperature Range: -40°C to 85°C; Package: 32-CerDIP
Quad Digitally Controlled Potentiometers (XDCP™); Temperature Range: -40°C to 85°C; Package: 14-TSSOP
Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: See Datasheet; Package: 8-SOIC T&R
Triple Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 14-SOIC
5-Channel Integrated LCD Supply; Temperature Range: -40°C to 85°C; Package: 40-QFN T&R
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-SOIC
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: -40°C to 85°C; Package: 8-TSSOP
Single Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-MSOP
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-SOIC
5V, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 32-CLCC
FlexiHash ™ For Battery Authentication; Temperature Range: Extended Comm; Package: 8-DFN T&R
8 to 12 Cell Li-Ion Battery Overcurrent Protection and Analog Front End Chip Set; Temperature Range: -40°C to 85°C; Package: 24-QFN
Dual Voltage Monitor with Integrated CPU Supervisor; Temperature Range: 0&degC to 70°C; Package: 8-TSSOP
256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55°C to 125°C; Package: 28-SOIC
Li-ion Battery Charger; Temperature Range: -40°C to 85°C; Package: 10-DFN T&R
5V, Byte Alterable E2PROM; Temperature Range: -55°C to 125°C; Package: 32-CerDIP
Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: See Datasheet; Package: 10-DFN T&R
High Power LED Driver; Temperature Range: -25°C to 85°C; Package: 20-QFN T&R
Advanced 240MHz Triple Video Digitizer with Digital PLL; Temperature Range: 0&degC to 70°C; Package: 128-MQFP
Digitally Controlled Potentiometer (XDCP™) Terminal Voltage ±2.7V or ±5V, 128 Taps I2C Serial Interface; Temperature Range: -40°C to 85°C; Package: 10-MSOP T&R
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -40°C to 85°C; Package: 28-SOIC
RTC Module With CPU Supervisor
CMOS Clock Generator Driver; Temperature Range: -55°C to 125°C; Package: 18-CerDIP
Charging System Safety Circuit; Temperature Range: -40°C to 85°C; Package: 12-DFN
600kHz/1.2MHz PWM Step-Up Regulator; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
5V, Byte Alterable E2PROM; Temperature Range: -40°C to 85°C; Package: 32-FlatPack
5V, Byte Alterable E2PROM; Temperature Range: 0&degC to 70°C; Package: 36-PGA
Single Digitally Controlled Potentiometer (XDCP™), Low Noise/Low Power/I2C Bus/256 Taps; Temperature Range: -40°C to 85°C; Package: 8-MSOP T&R
FPGA FPGA
Digitally Controlled Potentiometer (XDCP&#153;), Terminal Voltage &#177;2.7V to &#177;5V, 128 Taps, Up/Down Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP FPGA
6 LEDs Driver with Integrated Schottky Diode with OVP; Temperature Range: -40&deg;C to 85&deg;C; Package: 6-TSOT T&amp;R FPGA
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: -55&deg;C to 125&deg;C; Package: 28-PGA FPGA
Dual Voltage Monitor with Intergrated CPU Supervisor 双电压监视器集成CPU监控
4-Channel Integrated LCD Supply; Temperature Range: -25&deg;C to 85&deg;C; Package: 36-QFN FPGA
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -40&deg;C to 85&deg;C; Package: 14-TSSOP FPGA
256K, 32K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C; Package: 28-PDIP FPGA
Digitally Controlled Potentiometer (XDCP&#153;) Terminal Voltage &#177;2.7V or &#177;5V, 128 Taps I2C Serial Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP FPGA
Quad Digitally Controlled Potentiometers (XDCP&#153;); Temperature Range: -25&deg;C to 85&deg;C; Package: 20-TSSOP FPGA
Quad Digital Controlled Potentiometers (XDCP&#153;); Low Noise, Low Power, I2C&#174; Bus, 256 Taps; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP FPGA
5-Channel Integrated LCD Supply; Temperature Range: -40&deg;C to 85&deg;C; Package: 40-QFN T&amp;R FPGA
5V, Byte Alterable EEPROM; Temperature Range: -40&deg;C to 85&deg;C; Package: 32-PLCC FPGA
Advanced Synchronous Rectified Buck MOSFET Drivers with Protection Features; Temperature Range: See Datasheet; Package: 8-SOIC T&amp;R FPGA
64K, 8K x 8 Bit; 5 Volt, Byte Alterable EEPROM; Temperature Range: 0&degC to 70&deg;C FPGA
Digitally Controlled Potentiometer (XDCP&#153;) Terminal Voltage &#177;2.7V or &#177;5V, 128 Taps I2C Serial Interface; Temperature Range: -40&deg;C to 85&deg;C; Package: 10-MSOP T&amp;R
	数字电位
Yageo, Corp.
Cypress Semiconductor Corp.
Altera, Corp.
Atmel, Corp.
Enpirion, Inc.
3M Company
TE Connectivity, Ltd.
Vishay Intertechnology, Inc.
International Rectifier, Corp.
Actel, Corp.
Avago Technologies, Ltd.
Advanced Micro Devices, Inc.
Omron Electronics, LLC
Bourns, Inc.
IXYS, Corp.
CTS, Corp.
Fuji Electric Holdings Co., Ltd.

	EPA2398-60 EPA2398-600 EPA2398-40 EPA2398-35 EPA23	Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-SOIC
Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 8-PDIP
Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 8-SOIC
Delay Line 延迟
	Belden, Inc.
TE Connectivity, Ltd.
EPCOS AG

	EPA1825-10 EPA1825-100 EPA1825-11 EPA1825-12 EPA18	Single Digitally Controlled (XDCP&#153;) Potentiometer; Temperature Range: 0&degC to 70&deg;C; Package: 14-TSSOP
DELAY LINE|FIXED TAPS|3-LINE|1-TAP|HYBRID|DIP|14PIN|PLASTIC 延迟线|定额丝锥| 3线| 1 -技术咨询|混合|双酯| 14PIN |塑料
Tapped Delay Line 抽头延迟
Single Digitally Controlled Potentiometer (XDCP™); Temperature Range: 0&degC to 70°C; Package: 14-TSSOP
Single Digitally Controlled Potentiometer (XDCP™); Temperature Range: -40°C to 85°C; Package: 16-SOIC
14 Pin DIP High Precision Triple Output TTL Compatible Active Delay Lines
	Analog Devices, Inc.
NXP Semiconductors N.V.
PCA ELECTRONICS INC.
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