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			 Related Part Number
	
					PART	Description	Maker
	C4AEGBW5500A3LJ C4AEHBW5550A3MJ C4AEJBW5550A3NJ C4	Typical applications include DC filtering and energy storage.
   Typical applications include DC filtering and energy storage.
	Kemet Corporation

	BGA318 Q62702-G0043 	From old datasheet system
Silicon Bipolar MMIC-Amplifier (Cascadable 50 W-gain block 16 dB typical gain at 1.0 GHz 12 dBm typical P-1dB at 1.0 GHz) 硅双极单片放大器（级0瓦，增益模块十六分贝典型增益.0 GHz2 dBm典型的P - 1dB的在1.0千兆赫）
Silicon Bipolar MMIC-Amplifier (Cascadable 50 W-gain block 16 dB typical gain at 1.0 GHz 12 dBm typical P-1dB at 1.0 GHz) 0 MHz - 1200 MHz RF/MICROWAVE WIDE BAND LOW POWER AMPLIFIER
	SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	BGA310 	Silicon Bipolar MMIC-Amplifier (Cascadable 50 W-gain block 9 dB typical gain at 1.0 GHz 9 dBm typical P-1dB at 1.0 GHz 3 dB-bandwidth: DC to 2.4 GHz)
	Siemens Semiconductor Group

	VTD175 VTD170XS VTD170 VTD175L VTD175S VTD175XL VT	 85 ∑C to -40 ∑C 10 times  % typical resistance change
 85 ∑C to -40 ∑C 10 times 【5 % typical resistance change
POLYFUSE RESETTABLE FUSES
 85 °C to -40 °C 10 times ±5 % typical resistance change
	Littelfuse, Inc.

	MCP606-I/P MCP606-I/SN MCP606-I/ST MCP609-I/P MCP6	The MCP606 operational amplifier (op amp) has a gain bandwidth product of 155 kHz with a low typical operating current of 18.7 and ...
The MCP609 quad operational amplifier (op amp) has a gain bandwidth product of 155 kHz with a low typical operating current of 18.7 ...
The MCP608 operational amplifier (op amp) has a gain bandwidth product of 155 kHz with a low typical operating current of 18.7 and ...
The MCP607 dual operational amplifier (op amp) has a gain bandwidth product of 155 kHz with a low typical operating current of 18.7 ...
2.5V TO 5.5V MICROPOWER CMOS OP AMPS
	Microchip Technology Inc.

	ADG1604 ADG1604BCPZ-REEL ADG1604BCPZ-REEL7 ADG1604	1 Ω Typical On Resistance, ±5 V,  12 V,  5 V, and  3.3 V, 4:1 Multiplexer
1 楼? Typical On Resistance, 隆戮5 V,  12 V,  5 V, and  3.3 V, 4:1 Multiplexer
	Analog Devices

	FMCE-0528 FMCE-0528-TR 	Attenuation to 60 dB at 500 kHz, typical Operating temperature -55掳 to  125掳C
Attenuation to 60 dB at 500 kHz, typical Operating temperature -55° to  125°C
	Interpoint Corporation Company

	MCP6021 MCP6024 MCP6022 MCP6024T-I_ST MCP6021-E_P 	The MCP6022 dual operational amplifier (op amp) has a gain bandwidth product of 10 MHz with a low typical operating current of 1.0 ...
The MCP6021 operational amplifier (op amp) has a gain bandwidth product of 10 MHz with a low typical operating current of 1.0 mA ...
The MCP6024 quad operational amplifier (op amp) has a gain bandwidth product of 10 MHz with a low typical operating current of 1.0 ...
The MCP6023 operational amplifier (op amp) has a gain bandwidth product of 10 MHz with a low typical operating current of 1.0 mA ...
Rail-to-Rail Input/Output 10 MHz Op Amps
Rail-to-Rail Input/Output, 10 MHz Op Amps
	MICROCHIP[Microchip Technology]

	2SJ144-GR 	Audio Frequency Amplifier Applications Analog Switch Applications Constant Current Applications Impedance Converter Applications
	Toshiba Semiconductor

	SPS-135C SPS-1118C SPS-235C SPS-281C SPS-181C SPS-	Phototransistor Typical Characteristics
	Sanyo
List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.

	2DU1 	Typical UL508 Application
	Altech corporation

	NTLJF3118N NTHD3100F NTMSD6N303 NTHD4N02 NTHD4P02 	Typical Uses for FETKY Devices
	ONSEMI[ON Semiconductor]
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