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			SS9013E - 1W Output Amplifier of Potable Radios in Class B Push-pull Operation. 500 mA, 20 V, NPN, Si, SMALL SIGNAL TRANSISTOR, TO-92 
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	Description	1W Output Amplifier of Potable Radios in Class B Push-pull Operation. 500 mA, 20 V, NPN, Si, SMALL SIGNAL TRANSISTOR, TO-92 
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			 Related Part Number
	
					PART	Description	Maker
	2SA9012 	1W OUTPUT AMPLIFIER OF POTABLE RADIOS IN CLASS B PUSH PULL OPERATION
	List of Unclassifed Manufacturers
ETC[ETC]
USHA India LTD

	BA3131FS BA3131 	Dual operational amplifier with switch, for audio use (3 inputs × 1 output × 2)
ER 14C 14#16 PIN PLUG
Dual operational amplifier with switch/ for audio use (3 inputs  1 output  2)
Dual operational amplifier with switch, for audio use (3 inputs  1 output  2)
Dual operational amplifier with switch, for audio use (3 inputs 】 1 output 】 2)
Standard Linear LSIs > Operational amplifier > Operational amplifier with input multiplexer
	Rohm CO.,LTD.
ROHM[Rohm]

	NJU71031 NJU7056 	OUTPUT COUPLING CAPACITOR-LESS LOW VOLTAGE VIDEO AMPLIFIER WITH LPF
Rail-to-Rail Output Single CMOS Operational Amplifier
	New Japan Radio

	3885 M38851F3-HP M38850F3-HP M38851F1-HP M38850F1-	300mA LDO Linear Regulators with Internal Microprocessor Reset Circuit
Single 2.7-V High Slew Rate Rail-to-Rail Output Operational Amplifier 5-SOT-23 -40 to 125
CAP 680PF 50V 10% X7R SMD-0402 TR-13 PLATED-NI/SN
Single 2.7-V High Slew Rate Rail-to-Rail Output Operational Amplifier 8-SOIC -40 to 125
PLCC Socket; Number of Contacts:32; Terminal Type:PCB Surface Mount; Contact Plating:Tin Over Nickel; Mounting Type:Surface Mount
ACCU-F/P
CRYSTAL, SM, CX-49G, 8MHZ; Frequency, output:8000kHz; Accuracy: /-50ppm; Temperature, operating range:-10(degree C) to  70(degree C); Capacitance, load:12pF; Crystal case type:10.8 x 4.5; Series:CX49GFWB; Temperature RoHS Compliant: Yes
Automotive Catalog 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier With Shutdown 5-SOT-23 -40 to 125
Dual 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier 8-PDIP -40 to 125
Dual 2.7-V High-Slew-Rate Rail-to-Rail Output Operational Amplifier 8-SOIC -40 to 125
SINGLE-CHIP 8-BIT CMOS MICROCOMPUTER 单芯位CMOS微机
Dual 2.7-V High Slew Rate Rail-To-Rail Output Operational Amplifier 8-MSOP 0 to 70 单芯位CMOS微机
Dual 2.7-V High Slew Rate Rail-To-Rail Output Operational Amplifier 8-TSSOP -40 to 125 单芯位CMOS微机
Dual 2.7-V High Slew Rate Rail-To-Rail Output Operational Amplifier 8-SOIC
	Renesas Electronics Corporation.
Renesas Electronics, Corp.
http://

	NJU7045 NJU7045RB1 NJU7045F1 	10-V Precision Micropower Shunt Voltage Reference, 0.5% accuracy 3-SOT-23 -40 to 85
Input/Output Full-Swing High Output Currentq_Single C-MOS Operational Amplifier with Shutdown
From old datasheet system
Input/Output Full-Swing High Output Current Single C-MOS Operational Amplifier with Shutdown
	New Japan Radio Co., Ltd.
NJRC[New Japan Radio]

	Q68000-A8787 CGY62 	GaAs MMIC (Two-stage microwave broadband amplifier IC 50 input / output) 200 MHz - 1800 MHz RF/MICROWAVE WIDE BAND LOW POWER AMPLIFIER
GaAs MMIC (Two-stage microwave broadband amplifier IC 50  input / output)
From old datasheet system
GaAs MMIC (Two-stage microwave broadband amplifier IC 50 ヘ input / output)
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]
Infineon

	VPS13 	3 CHANNEL, VIDEO AMPLIFIER, PSIP15
CRT Display Video Output Amplifier, High-Voltage/Wideband Amplifier
CRT Display Video Output Amplifier/ High-Voltage/Wideband Amplifier
	Sanyo Semicon Device

	AD8023 AD8023ACHIPS AD8023AR AD8023AR-REEL AD8023A	High Current Output/ Triple Video Amplifier
RECTIFIER SCHOTTKY DUAL 60A 50V 500A-ifsm 0.7V-vf 20mA-ir TO-3P 30/TUBE
High Current Output, Triple Video Amplifier
	Analog Devices, Inc.
AD[Analog Devices]

	C9329 	Photosensor amplifier Digital output function, current-to-voltage conversion amplifier for amplifying very slight photocurrent with low noise
	Hamamatsu Photonics

	NJU7040 NJU7040F 	From old datasheet system
Input/Output Full-Swing High Output Current Single C-MOS Operational Amplifier
	NJRC[New Japan Radio]

	VCC1-A3O-34M368 VCC1-A3O-34M816 VCC1-A3O-34M56 VCC	VCXO, CLOCK, 34.368 MHz, CMOS OUTPUT
VCXO, CLOCK, 34.816 MHz, CMOS OUTPUT
VCXO, CLOCK, 34.56 MHz, CMOS OUTPUT
VCXO, CLOCK, 70.626 MHz, CMOS OUTPUT
VCXO, CLOCK, 69.632 MHz, CMOS OUTPUT
VCXO, CLOCK, 34.45 MHz, CMOS OUTPUT
VCXO, CLOCK, 70 MHz, CMOS OUTPUT
VCXO, CLOCK, 97.776 MHz, CMOS OUTPUT
VCXO, CLOCK, 53.33 MHz, CMOS OUTPUT
VCXO, CLOCK, 19.53 MHz, CMOS OUTPUT
VCXO, CLOCK, 53.125 MHz, CMOS OUTPUT
VCXO, CLOCK, 89.97804 MHz, CMOS OUTPUT
VCXO, CLOCK, 89.472 MHz, CMOS OUTPUT
VCXO, CLOCK, 89.512 MHz, CMOS OUTPUT
VCXO, CLOCK, 48.33008
VCXO, CLOCK, 8.192 MHz, CMOS OUTPUT
VCXO, CLOCK, 14.4 MHz, CMOS OUTPUT
VCXO, CLOCK, 125.01 MHz, CMOS OUTPUT
VCXO, CLOCK, 106.25 MHz, CMOS OUTPUT
VCXO, CLOCK, 125 MHz, CMOS OUTPUT
VCXO, CLOCK, 39.497 MHz, CMOS OUTPUT
VCXO, CLOCK, 103.68 MHz, CMOS OUTPUT
VCXO, CLOCK, 35.5 MHz, CMOS OUTPUT
VCXO, CLOCK, 12.222 MHz, CMOS OUTPUT
VCXO, CLOCK, 51.156 MHz, CMOS OUTPUT
VCXO, CLOCK, 52.5 MHz, CMOS OUTPUT
VCXO, CLOCK, 78 MHz, CMOS OUTPUT
VCXO, CLOCK, 72 MHz, CMOS OUTPUT
VCXO, CLOCK, 27 MHz, CMOS OUTPUT
VCXO, CLOCK, 36.5 MHz, CMOS OUTPUT
VCXO, CLOCK, 42.4 MHz, CMOS OUTPUT
VCXO, CLOCK, 112.5 MHz, CMOS OUTPUT
VCXO, CLOCK, 115.2 MHz, CMOS OUTPUT
VCXO, CLOCK, 127 MHz, CMOS OUTPUT
VCXO, CLOCK, 116.64 MHz, CMOS OUTPUT
VCXO, CLOCK, 110 MHz, CMOS OUTPUT
VCXO, CLOCK, 16.61 MHz, CMOS OUTPUT
VCXO, CLOCK, 50 MHz, CMOS OUTPUT
VCXO, CLOCK, 10.24 MHz, CMOS OUTPUT
VCXO, CLOCK, 114 MHz, CMOS OUTPUT
VCXO, CLOCK, 20 MHz, CMOS OUTPUT
VCXO, CLOCK, 100 MHz, CMOS OUTPUT
VCXO, CLOCK, 20.516 MHz, CMOS OUTPUT
VCXO, CLOCK, 128 MHz, CMOS OUTPUT
VCXO, CLOCK, 12.5 MHz, CMOS OUTPUT
VCXO, CLOCK, 21.71055 MHz, CMOS OUTPUT
VCXO, CLOCK, 21.504 MHz, CMOS OUTPUT
VCXO, CLOCK, 36.86 MHz, CMOS OUTPUT
VCXO, CLOCK, 33.3 MHz, CMOS OUTPUT
VCXO, CLOCK, 12 MHz, CMOS OUTPUT
VCXO, CLOCK, 41.472 MHz, CMOS OUTPUT
VCXO, CLOCK, 67.5 MHz, CMOS OUTPUT
VCXO, CLOCK, 41.657 MHz, CMOS OUTPUT
VCXO, CLOCK, 42.5 MHz, CMOS OUTPUT
VCXO, CLOCK, 42 MHz, CMOS OUTPUT
VCXO, CLOCK, 47.404 MHz, CMOS OUTPUT
VCXO, CLOCK, 47.197 MHz, CMOS OUTPUT
VCXO, CLOCK, 47.40437 MHz, CMOS OUTPUT
VCXO, CLOCK, 12.2725 MHz, CMOS OUTPUT
VCXO, CLOCK, 28.8 MHz, CMOS OUTPUT
VCXO, CLOCK, 12.352 MHz, CMOS OUTPUT
VCXO, CLOCK, 28 MHz, CMOS OUTPUT
VCXO, CLOCK, 120 MHz, CMOS OUTPUT
VCXO, CLOCK, 2.048 MHz, CMOS OUTPUT
VCXO, CLOCK, 2 MHz, CMOS OUTPUT
VCXO, CLOCK, 24.54 MHz, CMOS OUTPUT
VCXO, CLOCK, 17.734 MHz, CMOS OUTPUT
VCXO, CLOCK, 15.974 MHz, CMOS OUTPUT
	Vectron International, Inc.

	AN12941A 	For Video·Audio - Common Use - Power Amplifier
The AN12941A is an amplifier IC for stereo speakers which can output 1 W by 8 Ohm or 2 W by 4 Ohm
	Panasonic Semiconductor
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