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			 Related Part Number
	
					PART	Description	Maker
	KK1517 	TYPICAL APPLICATION CIRCUIT
	KODENSHI KOREA

	F-KUBAND-RX F-KUBAND-TX L-BAND-RX L-BAND-TX 	Typical L-BAND-Rx/Tx Application
	THOR communications

	H2PROT 	Typical application configuration for Micro RWD module
	rfsolutions.ltd

	SDI-TX SDI-RX F-XASI L-XAS L-XASI 	   Typical L-xASI/SDI-Rx/Tx Application
	THOR communications

	BGA312 	Silicon Bipolar MMIC-Amplifier (Cascadable 50 W-gain block 11 dB typical gain at 1.0 GHz 9 dBm typical P-1dB at 1.0 GHz)
	Siemens Semiconductor Group

	MCP6041 MCP6043 MCP6044 MCP6042 MCP6044T MCP6041T 	The MCP6041 operational amplifier (op amp) has a gain bandwidth product of 14 kHz with a low typical operating current of 600 nA ...
The MCP6044 quad operational amplifier (op amp) has a gain bandwidth product of 14 kHz with a low typical operating current of 600 ...
The MCP6043 operational amplifier (op amp) has a gain bandwidth product of 14 kHz with a low typical operating current of 600 nA ...
The MCP6042 dual operational amplifier (op amp) has a gain bandwidth product of 14 kHz with a low typical operating current of 600 ...
600 nA, Rail-to-Rail Input/Output Op Amps
	MICROCHIP[Microchip Technology]

	RE025 	RE025 [Updated 2/03. 10 Pages] The RE025 is a Low Drop Out (LDO) voltage regulator macrocell with programmable 2.8V or 2.9V output voltages. rated
A Low Drop Out (LDO) voltage regulator macrocell with programmable 2.8V or 2.9V output voltages, rated for loads of up to 30 mA. A typical application is radio section supply in mobile terminals.
	Atmel

	BC858UF 	PNP Silicon Transistor (General purpose application Switching application)
	AUK[AUK corp]

	BC848U 	NPN Silicon Transistor (General purpose application Switching application)
	AUK[AUK corp]
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