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			6203 - Connector; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes INTERCONNECTION DEVICE Test Lead Coupler Set; Approval Categories:IEC1010-2-031 Compliant; Body Length:2.1"; Connector Body Material:Brass; Features:1 Black/1 Red; Polypropylene Insulated RoHS Compliant: Yes 
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	Part No.	6203 6252   

	Description	Connector; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes INTERCONNECTION DEVICE 
 Test Lead Coupler Set; Approval Categories:IEC1010-2-031 Compliant; Body Length:2.1"; Connector Body Material:Brass; Features:1 Black/1 Red; Polypropylene Insulated RoHS Compliant: Yes
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									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: 62-602081-000
	Maker: SIEMENS
	Pack: PLCC44..
	Stock: 48
	Unit price 
									for :
	    
									50: $12.00
	  
									100: $11.40
	1000: 
									$10.80
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			 Related Part Number
	
					PART	Description	Maker
	70AAJ-6-M0G 70AAJ-5-M0 70AAJ-2-M0G 70AAJ-3-M0G 	Modular Contacts 2.54mm 6Pin Male Standard Pins PCB CONNECTOR
Battery Holder; Body Material:Glass-Filled Thermoplastic; Contact Plating:Copper Alloy; For Use With:Handheld communications; Leaded Process Compatible:Yes; Terminal Type:PCB Surface Mount PCB CONNECTOR
Battery Holder; Leaded Process Compatible:Yes RoHS Compliant: Yes
Modular Contacts 2.54mm 3Pin Male Standard Pins
	Bourns, Inc.
BOURNS INC

	057-010-155A 	Multipole Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes 10 CONTACT(S), MALE, TWO PART EURO CONNECTOR, IDC
	ITW Pancon

	A5M AA6F 	XLR Style Audio Connector; Number of Contacts:5; Mounting Type:Cable; Gender:Male; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes GENERAL PURPOSE AUDIO CONNECTOR, PLUG
	Switchcraft, Inc.
SWITCHCRAFT INC

	R694251117 	RF/Coaxial Connector; RF Coax Type:Subminiature; Body Style:Right Angle Plug; Leaded Process Compatible:Yes RoHS Compliant: Yes
	RADIALL S A

	2249-C-48 2249-E-240 2249-C-12 2249-C-96 2249-K-12	Pomona Stress Relieved/BNCCable Assemblies, Color: Black, Length: 48 , Contact Plating: Nickel, Contact Material: Brass, Features: BNC to BNC, weatherproof molded construction, ideal for use with test instruments INTERCONNECTION DEVICE
Connector assemblies, RF Test; Connector Type A:BNC Male; Connector Type B:BNC Male; Cable Length:20ft; Approval Bodies:CE; Body Material:Brass; Contact Material:Brass; Features:75 Ohm impedance; For Use With:RG59B/U INTERCONNECTION DEVICE
Connector assemblies, RF Test; Connector Type A:BNC Male; Connector Type B:BNC Male; Cable Length:1ft; Approval Bodies:CE; Body Material:Brass; Contact Material:Brass; For Use With:RG58C/U; Leaded Process Compatible:Yes INTERCONNECTION DEVICE
Connector; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes INTERCONNECTION DEVICE
BNC (M), RG174/U INTERCONNECTION DEVICE
BNC (M) RG223/U RoHS Compliant: Yes INTERCONNECTION DEVICE
TEST , 50R RG58 2M
	Pomona Electronics

	2317-H-RC 2318-H-RC 2315-H-RC 2301-H-RC 2307-V-RC 	Toroidal Inductor; Series:2300; Inductance:270uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:5.5A; DC Resistance Max:0.060ohm; Leaded Process Compatible:Yes 1 ELEMENT, 270 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2300; Inductance:330uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:5.2A; DC Resistance Max:0.067ohm; Leaded Process Compatible:Yes 1 ELEMENT, 330 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2300; Inductance:180uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:4.8A; DC Resistance Max:0.078ohm; Leaded Process Compatible:Yes 1 ELEMENT, 180 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2300; Inductance:10uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:20A; DC Resistance Max:0.005ohm; Leaded Process Compatible:Yes 1 ELEMENT, 10 uH, GENERAL PURPOSE INDUCTOR
Toroidal Inductor; Series:2300; Inductance:33uH; Inductance Tolerance: /- 15 %; Terminal Type:Radial Leaded; Current Rating:11.7A; DC Resistance Max:0.013ohm; Leaded Process Compatible:Yes 1 ELEMENT, 33 uH, GENERAL PURPOSE INDUCTOR
High Current Toroid Inductors Horizontal or vertical mount
	Bourns, Inc.
Bourns Electronic Solutions
Bourns Electronic Solut...

	1ZC24A 1ZC43A 1ZC20A 1ZC33A 1ZC36A 1ZC12A1ZC120A E	From old datasheet system
CONSTANT VOLTAGE REGULATION TELEPHONE, PRINTER USES
Card Edge Connector; Number of Contacts:36; Pitch Spacing:1mm; Tail Length:3.00mm; Contact Termination:Solder; Connector Mounting:PC Board; Contact Material:Phosphor Bronze; Contact Plating:Tin; Leaded Process Compatible:Yes
Card Edge Connector; Number of Contacts:64; Pitch Spacing:1mm; Tail Length:3.00mm; Contact Termination:Solder; Connector Mounting:PC Board; Contact Material:Phosphor Bronze; Contact Plating:Tin; Leaded Process Compatible:Yes
DIODE(CONSTANTVOLTAGEREGULATION)
DIODE (CONSTANT VOLTAGE REGULATION) 二极管（恒压规管
	TOSHIBA[Toshiba Semiconductor]
Toshiba Corporation
ToshibaSemiconductor
Toshiba, Corp.

	R123075000W 	RF/Coaxial Connector; RF Coax Type:QMA; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:58, 141; Leaded Process Compatible:Yes RoHS Compliant: Yes CABLE TERMINATED, MALE, RF CONNECTOR, CRIMP, PLUG
	Radiall S.A.

	S-2402-CCT 	Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 2 CONTACT(S), FEMALE, MULTIWAY RACK AND PANEL CONN, SOLDER, SOCKET
	Cinch Connectors

	50-25SN-12 	Card Edge Connector; No. of Contacts:50; Pitch Spacing:0.1"; Contact Termination:Solder; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	CINCH CONNECTORS

	482 	Phone Plug; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Gender:Male; No. of Contacts:3 6.3 MM AUDIO CONNECTOR, PLUG
	Switchcraft, Inc.
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