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			 Related Part Number
	
					PART	Description	Maker
	TD62309 TD62309F TD62309P E005652 	From old datasheet system
6CH LOW SATURATION HIGH-CURRENT SINK DRIVER
6CH LOW SATURATION HIGH-CURRENT SING DRIVER
	TOSHIBA[Toshiba Semiconductor]

	PMR209MB5470M100 PMR209MC6220M047 	High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C *电容类X2 0.047UF 100R
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg; to  125&deg;C 钢筋混凝土GLIED 0.22UF 47欧姆
	Electronic Theatre Controls, Inc.

	LTC3216EDEPBF LTC3216EDETRPBF LTC3216-15 	1A Low Noise High Current LED Charge Pump with Independent Torch/Flash Current Control; Package: DFN; No of Pins: 12; Temperature Range: -40&deg;C to  125&deg;C 1.5 A SWITCHED CAPACITOR REGULATOR, 900 kHz SWITCHING FREQ-MAX, PDSO12
	LINEAR TECHNOLOGY CORP
Linear Technology, Corp.

	LT3743IUFDTRPBF 	High Current Synchronous Step-Down LED Driver with Three-State Control, QFN, 28 Pins, Temperature Range: &#150;40&#176;C to 125&#176;C. Tape and Reel
	LINEAR TECHNOLOGY CORP

	ISL8014IRZ-T 	4A Low Quiescent Current 1MHz High Efficiency Synchronous Buck Regulator; Temperature Range: -40&deg;C to 85&deg;C; Package: 16-QFN T&amp;R 6.6 A SWITCHING REGULATOR, 1200 kHz SWITCHING FREQ-MAX, PQCC16
	Intersil, Corp.

	1202-052 	FLTR, SING, PI, BSHG
	API Technologies Corp

	1202-054 	FLTR, SING, PI, BSHG
	API Technologies Corp

	LTC3824IMSEPBF 	High Voltage Step-Down Controller With 40&#181;A Quiescent Current; Package: MSOP; No of Pins: 10; Temperature Range: -40&deg;C to  85&deg;C 2.5 A SWITCHING CONTROLLER, 460 kHz SWITCHING FREQ-MAX, PDSO10
	Linear Technology, Corp.

	NTE27 	Germanium PNP Transistor High Current, High Gain Amp
	NTE[NTE Electronics]

	VCN60BADJTU-1C MDCVCN6070 	High Efficiency, High Current Density, 60 or 70 Amp Single Inline Package DC/DC Converters
	Murata Manufacturing Co., Ltd.

	LTC6101BHS5PBF LTC6101BHS5TR LTC6101BHS5TRM LTC610	High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg; to  125&deg;C SPECIALTY ANALOG CIRCUIT, PDSO5
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C SPECIALTY ANALOG CIRCUIT, PDSO8
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C SPECIALTY ANALOG CIRCUIT, PDSO5
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C SPECIALTY ANALOG CIRCUIT, PDSO8
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SO; No of Pins: 8; Temperature Range: -40&deg; to  125&deg;C SPECIALTY ANALOG CIRCUIT, PDSO8
High Voltage, High-Side Current Sense Amplifier in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C SPECIALTY ANALOG CIRCUIT, PDSO5
	Linear Technology, Corp.

	B5819WS 	1 Amp Schottky Barrier Rectifier 20 - 40 Volts
For Use in Low Voltage, High Frequency Inverters High Surge Current Capability
Halogen free available upon request by adding suffix
	Micro Commercial Components
List of Unclassifed Manufac...
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