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			 Related Part Number
	
					PART	Description	Maker
	NCP1402 CD54-470L NCP1402SN30T1 NCP1402SN33T1 	200 mA / PFM Step-Up Micropower Switching Regulator
200 mA/ PFM Step-Up Micropower Switching Regulator
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS
	ON Semiconductor

	AM2149-70PCB AM2149-70DCB AM2149-70LCB AM21L48-55D	x4 SRAM
Dual 100MHz Current Feedback Amplifiers; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Quad 100MHz Current Feedback Amplifiers; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
500kHz High Efficiency 3A Switching Regulator; Package: SO; No of Pins: 20; Temperature Range: -40°C to  85°C
500kHz High Efficiency 3A Switching Regulator; Package: DD PAK; No of Pins: 7; Temperature Range: -40°C to  85°C
4-Input Video Multiplexer with 75MHz Current Feedback Amplifier; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
150MHz Video Multiplexers; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
500mA Negative Low Dropout Micropower Regulator; Package: DD PAK; No of Pins: 5; Temperature Range: -40°C to  85°C
500mA Negative Low Dropout Micropower Regulator; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  85°C
500MHz, 3nV/rtHz, AV >=10 Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
100MHz Current Feedback Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Very High Speed Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz High Efficiency 3A Switching Regulator; Package: SO; No of Pins: 20; Temperature Range: 0°C to  70°C
Low Dropout Regulator; Package: DD PAK; No of Pins: 5; Temperature Range: -40°C to  85°C
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
17µA Max, Dual and Quad, Single Supply, Precision Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz High Efficiency 3A Switching Regulator; Package: TO-220; No of Pins: 7; Temperature Range: -40°C to  85°C
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
1.1A, 35MHz Current Feedback Amplifier (CFA); Package: DD PAK; No of Pins: 7; Temperature Range: 0°C to  70°C
14MHz, 7V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
140MHz Video Current Feedback Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual and Quad 45MHz, 400V/µs Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Noise Very High Speed Operational Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
17µA Max, Dual and Quad, Single Supply, Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
28MHz, 12V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
23MHz, 50V/µs, Single Supply Dual and Quad Precision Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
Low Power, High Speed Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
250kHz Low Supply Current High Efficiency 1.5A Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
500kHz High Efficiency 3A Switching Regulator; Package: SO; No of Pins: 20; Temperature Range: -40&deg;C to  85&deg;C x4的SRAM
500kHz High Efficiency 3A Switching Regulator; Package: DD PAK; No of Pins: 7; Temperature Range: -40&deg;C to  85&deg;C x4的SRAM
500mA Negative Low Dropout Micropower Regulator; Package: TO-220; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C x4的SRAM
500mA Negative Low Dropout Micropower Regulator; Package: DD PAK; No of Pins: 5; Temperature Range: -40&deg;C to  85&deg;C x4的SRAM
500kHz High Efficiency 3A Switching Regulator; Package: SO; No of Pins: 20; Temperature Range: 0&deg;C to  70&deg;C x4的SRAM
500MHz, 3nV/rtHz, AV >=10 Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C
Very High Speed Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
4.5A, 500kHz Step-Down Switching Regulator; Package: TO-220; No of Pins: 7; Temperature Range: -40&deg;C to  85&deg;C
	Advanced Micro Devices, Inc.
Amphenol, Corp.
Glenair, Inc.

	LTC1697 LTC1697EMS LTC1697EMSPBF 	RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS
High Efficiency Low Power 1W CCFL Switching Regulator
	LINEAR TECHNOLOGY CORP

	MAX630 MAX4193 MAX4193CJA MAX4193CPA MAX4193CSA MA	RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS 0.525 A SWITCHING REGULATOR, 75 kHz SWITCHING FREQ-MAX, PDIP8
XO 98.304MHZ 50PPM 5V 50PF-LOAD SMD-7050 TR-7-PL
CMOS Micropower Step-UP Switching Regulator
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	AM26LS32DCB AM26LS32JCTR AM26LS32/BEA AM26LS33/B2C	Micropower Precision Shunt Voltage Reference; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Wide Input Range, High Efficiency, Step-Down Switching Regulator; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Noise, Rail-to-Rail Precision Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
1.1MHz, 0.4V/us Over-The-Top Micropower, Rail-To-Rail Input and Output Op Amp; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
1.1MHz, 0.4V/us Over-The-Top Micropower, Rail-To-Rail Input and Output Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Positive High Voltage Hot Swap Controllers; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Line Receiver 线路接收
	接收
Advanced Micro Devices, Inc.

	LTC3727EG LTC3727EUH-1 LTC3727EG-1 LTC3727 LTC3727	From old datasheet system
High Efficiency, 2-Phase Synchronous Step-Down Switching Regulators
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS 抗辐射高效，5安培开关稳压器
	LINER[Linear Technology]
Linear Technology Corporation
Linear Technology, Corp.

	MUR360 MUR340 	From old datasheet system
Plastic High-Efficiency Rectifiers (Reverse Voltage 400 to 600V Forward Current 3.0A)
(MUR340 / MUR360) Plastic High-Efficiency Rectifiers
	List of Unclassifed Manufacturers
ETC[ETC]
SIYU
Electronic Theatre Controls, Inc.

	LTC1147 LTC1147-3.3 LTC1147-5 LTC1147C LTC1147CN8-	OCTAL BUS TRANSCEIVER O.C. 20-SOIC 0 to 70 SWITCHING CONTROLLER, 400 kHz SWITCHING FREQ-MAX, PDSO8
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS
From old datasheet system
High Efficiency Step-Down Switching Regulator Controllers
	Linear Technology, Corp.
稳压
Linear Technology Corporation

	HFM208A HFM201A HFM202A HFM203A HFM204A HFM205A HF	2 A, 50 V, SILICON, RECTIFIER DIODE, DO-214AC
SURFACE MOUNT GLASS PASSIVATED HIGH EFFICIENCY SILICON RECTIFIER VOLTAGE RANGE 50 to 1000 Volts CURRENT 2.0 Amperes
HIGH EFFICIENCY RECTIFIER 50V 2.0A
	RECTRON LTD
Rectron Semiconductor

	LTC1142HVCGPBF LTC114200 	Dual High Efficiency Synchronous Step-Down Switching Regulators
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS 0.05 A SWITCHING CONTROLLER, 250 kHz SWITCHING FREQ-MAX, PDSO28
	Linear Technology, Corp.

	AM2168-35DC AM2168-35PC AM2168-35LC AM2169-70/BRA 	Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 16; Temperature Range: -40°C to  85°C
Low Cost Dual and Triple 130MHz Current Feedback Amplifiers with Shutdown; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Half-Bridge N-Channel Power MOSFET Driver with Boost Regulator; Package: SO; No of Pins: 16; Temperature Range: -40°C to  85°C
Single Cell High Current Micropower 600kHz Boost DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual High Efficiency, Low Noise, Synchronous Step-Down Switching Regulators
Single Cell Micropower 600kHz PWM DC/DC Converters; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to  85?°C
Low Power 5V RS232 Dual Driver/Receiver with 0.1?μF Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?°C to 85?°C 电可擦除可编程逻辑器件
x4 SRAM x4的SRAM
Low Power 5V RS232 Dual Driver/Receiver with 0.1?碌F Capacitors; Package: SO; No of Pins: 16; Temperature Range: -40?掳C to  85?掳C
Micropower High Efficiency 5V/12V Step-Up DC/DC Converter for Flash Memory; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	API Delevan
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