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			 Related Part Number
	
					PART	Description	Maker
	KVS-2023 	Visible Light Sensor
	KODENSHI KOREA CORP.

	LX1971EVAL 	Visible Light Sensor
	Microsemi

	LX1970MINIEVAL 	Visible Light Sensor
	Microsemi

	LX1971IDU LX1971IDU-TR 	Wide Range Visible Light Sensor LINEAR OUTPUT PHOTO DETECTOR
	Microsemi, Corp.
MICROSEMI CORP

	LX1971 LX1971IDU 	   Wide Range Visible Light Sensor
	MICROSEMI[Microsemi Corporation]

	MT8060N2 MT8060N22 	Visible Light Emitting Diode
	Marktech Corporate

	VSF614C1 	Visible Light Emitting Diode
	Marktech Corporate

	BS115 	CAN PACKAGE PHOTODIODE FOR VISIBLE LIGHT
	SHARP[Sharp Electrionic Components]

	MT108J-UR2 	Visible Light Emitting Diode
	Marktech Corporate

	VSF741C1 	Visible Light Emitting Diode
	Marktech Corporate

	R48D05 R12D05 R24D05 R05D05 R05D12 R24C12 R05C05 R	EUROLINE - DC/DC - CONVERTER 欧蒙印迹-直流/直流-转炉
monolithic CMOS integrated circuit.  The output is a square wave (50% duty cycle) with frequency directly proportional to light intensity.  Because
.  The TSL237, TSL237T have been temperature compensated for the ultraviolet-to-visible range of 320 nm to 700 nm and responds over the light range of 320
to light intensity.  Because it is TTL compatible, the output allows direct interface to a microcontroller or other logic circuitry.  Both devices have
	RECOM Electronic GmbH
RECOM Power Inc.
RECOM[Recom International Power]
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