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			 Related Part Number
	
					PART	Description	Maker
	HFBR-7924EHZ HFBR-7924EZ HFBR-7924HZ HFBR-7924Z 	Four-Channel Pluggable Parallel Fiber Optic Transceiver Part of the Avago Technologies METRAK family
	AVAGO TECHNOLOGIES LIMITED

	SAS3216 	   Extending RAID and SAS Technology Leadership, Avago Introduces
	Broadcom Corporation.

	PIC16LFR63-16I/SO PIC16FR62A16I/SO PIC16FR63-16I/S	Serial 12-Bit Multiplying DAC in SO-8; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual, Matched Precision Operational Amplifier; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
Precision Reference; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower Thermocouple Cold Junction Compensator; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Microcontroller 微控制器
Micropower Voltage Reference; Package: TO-92; No of Pins: 3; Temperature Range: 0&deg;C to  70&deg;C 微控制器
	Sumida, Corp.
Lattice Semiconductor, Corp.
NXP Semiconductors N.V.
Microchip Technology, Inc.

	AM21L41-15DCB AM21L41-15PCB AM21L41-20DCB AM21L41-	250µA, 3MHz, 200V/µsOperational Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
x1 SRAM
Dual and Quad 250uA, 3MHz, 200V/us Operational Amplifier; Package: SO; No of Pins: 14; Temperature Range: 0°C to  70°C
12MHz, 400V/us Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
25MHz, 600V/us Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
High Power Synchronous DC/DC Controller; Package: SO; No of Pins: 20; Temperature Range: -40&deg;C to  85&deg;C x1的SRAM
	RECOM Electronic GmbH

	CY2302SXI-1T 	Frequency Multiplier and Zero Delay Buffer; Voltage (V): 3.3/5.0 V; Frequency Range: 10 MHz to 133 MHz; Outputs: 2; Operating Range: -40 to 85 C 23S SERIES, PLL BASED CLOCK DRIVER, 2 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PDSO8
Frequency Multiplier and Zero Delay Buffer;  Voltage (V):  3.3/5.0 V;  Frequency Range:  10 MHz to 133 MHz;  Outputs:  2;  Operating Range:  -40 to 85 C
	Cypress Semiconductor, Corp.
CYPRESS SEMICONDUCTOR CORP

	FMBL1G300US60 	IGBT
Molding Type Module
BK Precision Sweep/Function Generators, Waveforms: Sine, Square, Triangle,  /- Pulse,  /- Ramp, Frequency Range: .2 Hz-20 MHz, Resolution: 5 Digits, Tuning Range: 10:1, Impedance: 50 Ohm, Attenuation: -20 /-1 dB
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation

	EHA2-2602/883B EHA7-2602-2 EHA7-2602/883B EHA7-262	39µA Micropower Single and Dual Precision Rail-to-Rail Input-Output (RRIO) Low Input Bias Current Op Amps; Temperature Range: Full-Range; Package: 6-SOT-23 T&R
Single and Dual Single Supply Ultra-Low Noise, Ultra-Low Distortion, Rail-to-Rail Output, Op Amp; Temperature Range: Full-Range Ind; Package: 10-uTQFN T&R
Quad Micropower Single Supply Rail-to-Rail Input and Output (RRIO) Op-Amp; Temperature Range: Full-Range Ind; Package: 16-QSOP
Quad Precision Micropower Single Supply Rail-to-Rail Input and Output Precision Op Amps; Temperature Range: Full-Range Ind; Package: 16-QSOP
Voltage-Feedback Operational Amplifier 电压反馈运算放大
	TE Connectivity, Ltd.

	EDI7P004FVA0300C15 EDI7P002FVA0400I15 EDI7P002FVA0	Dual Ultra Low Noise Amplifier; Temperature Range: -40°C to 85°C; Package: 8-SOIC T&R
Single 8-Channel/Differential 4-Channel, CMOS Analog Multiplexers; Temperature Range: -40°C to 85°C; Package: 16-TSSOP
Single 8-Channel/Differential 4-Channel, CMOS Analog Multiplexers; Temperature Range: -40°C to 85°C; Package: 16-PDIP
Peripheral Miscellaneous
Single 16-Channel/Differential 8-Channel, CMOS Analog Multiplexers; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PDIP 周边杂项
60MHz Rail-to-Rail Input-Output Op Amps; Temperature Range: -40&deg;C to 85&deg;C; Package: 8-HMSOP T&amp;R 周边杂项
1M X 16 FLASH 5V PROM CARD, 100 ns, XMA68
Triple Differential Twisted-Pair Driver with Common-Mode Sync Encoding; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-QSOP
	KEMET Corporation
Bourns, Inc.
MICROSEMI CORP-PMG MICROELECTRONICS

	24IMP12-0505-7 24IMP12-051212-7 24IMP12-05-7 24IMP	   1...12 Watt DC-DC Converters
1...12WattDC-DCConverters
Test Lead Storage Rack; Color:Orange; External Width:11"; Features:Accepts Type RG-58 & RG-142 Cable Sizes; Cold Rolled Steel w/Baked Enamel Finish; 4 Mounting Holes 0.094" RoHS Compliant: NA 1 ... 12瓦特的DC - DC转换
1...12 Watt DC-DC Converters 1 ... 12瓦特的DC - DC转换
Connector Adapter; Convert From:Binding Post; Convert To:BNC Male; Contact Material:Brass; Impedance:50ohm RoHS Compliant: Yes
Input voltage range:4.5-5.5V output voltage  /-5V ( /-100mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-12V ( /-42mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-15V ( /-33mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-5V ( /-500mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-12V ( /-250mA) DC/DC converter
Input voltage range:4.5-5.5V output voltage  /-15V ( /-200mA) DC/DC converter
	Electronic Theatre Controls, Inc.
TE Connectivity, Ltd.
Vishay Intertechnology, Inc.
Cosmo Electronics
POWER-ONE[Power-One]

	AM27C020-120/BUA AM27C020-120/BXA AM27C020-255DE A	x8 EPROM
1, 2, 6 and 8 Channel, 10-Bit Serial I/O Data Acquisition Systems; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition System; Package: PDIP; No of Pins: 20; Temperature Range: -40°C to  85°C
12-Bit, 800ksps Sampling A/D Converter with Shutdown; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
Precision Zero-Drift Operational Amplifier with Internal Capacitors; Package: PDIP; No of Pins: 14; Temperature Range: 0&deg;C to  70&deg;C x8存储
	Samsung Semiconductor Co., Ltd.

	AM27C040-95DC AM27C040-95DI AM27C040-95EC AM27C040	x8 EPROM
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Serial 16-Bit Multiplying DACs; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Active RC, 4th Order Lowpass Filter Family; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Dual Serial 12-Bit Multiplying DAC; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C x8存储
	Amphenol, Corp.

	LTC4401-1 LTC4401-1ES6 LTC4401-2 LTC4401-2EMS8 LTC	RF Power Controllers with 250kHz Loop BW and 45dB Dynamic Range; Package: SOT; No of Pins: 6; Temperature Range: -40&deg;C to  125&deg;C SPECIALTY TELECOM CIRCUIT, PDSO6
	Linear Technology, Corp.
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