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			 Related Part Number
	
					PART	Description	Maker
	HDP01-0512NRL HDLA-2416 HDLG-2416 HDLU-2416 HDLO-2	Voltage Regulator IC; Package/Case:3-TO-220; Current Rating:1A; Output Voltage Max:5V; Voltage Regulator Type:Negative Voltage; Mounting Type:Through Hole
Linear Voltage Regulator IC; Supply Voltage Max:35V; Package/Case:3-TO-220; Output Voltage:5V; Current Rating:1A; Voltage Regulator Type:Positive Voltage; Mounting Type:Through Hole RoHS Compliant: Yes
Voltage Regulator IC; Package/Case:3-TO-220; Supply Voltage:35V; Output Current:1A; Output Voltage:18V; Voltage Regulator Type:Positive Voltage; Mounting Type:Through Hole
HARD DISK DRIVE POWER SUPPLY PROTECTION
Four Character 5.0 mm (0.2 inch) Smart 5 x 7 Alphanumeric Displays
	ST Microelectronics
Agilent (Hewlett-Packard)
Agilent(Hewlett-Packard)
http://

	DTA115 DTA115EE DAT115EKA DAT115ESA DAT115EUA DTA1	Digital transistors (built-in resistors) 数字晶体管（内置电阻
Switch Mode Power Supply; Output Power:5W; No. of Outputs:1; Output 1 VDC  :5VDC; Output Current 1:1A; Power Supply Mounting:PC Board; Leaded Process Compatible:No; Output Current:1A; Output Power Max:5W; Output Voltage:5VDC RoHS Compliant: Yes
From old datasheet system
	Rohm Co., Ltd.
Rohm CO.,LTD.

	TC51 TC51N1802ECBTR TC51N5002ECBTR TC51N2702ECBTR 	1A Voltage Detector with Output Delay
1UA Voltage Detector with Output Delay
The TC51 is a very low power, open drain output, CMOS voltage detector with built-in delay. It is particularly well-suited for battery powered applications because of its ex-tremely low 1 µA operating current and small surface-mount p
1ヌA VOLTAGE DETECTOR WITH OUTPUT DELAY
1レA Voltage Detector with Output Delay
1μA Voltage Detector with Output Delay
FLUORESCENT STARTER TO 65WFLUORESCENT STARTER TO 65W; Diameter, External:21.5mm; Length / Height, external:40.3mm; Material:Polycarbonate; Voltage, supply AC:220V
	MICROCHIP[Microchip Technology]
Microchip Technology Inc.

	M27V402 M27V402-120B1TR M27V402-120B4TR M27V402-12	4 Mbit 256Kb x 16 Low Voltage UV EPROM and OTP EPROM 4兆位56Kb × 16低压紫外线存储器和OTP存储
Quadruple 2-Input Positive-AND Gates 14-SOIC 0 to 70
Quadruple 2-Input Positive-AND Gates 14-SO 0 to 70
Hex Inverters 14-SO 0 to 70
Quadruple 2-Input Positive-NOR Gates 14-PDIP 0 to 70
Quadruple 2-Input Positive-NAND Gates 14-PDIP 0 to 70
Quadruple 2-Input Positive-NOR Gates 14-SOIC 0 to 70
Hex Inverters 14-SOIC 0 to 70
Switch Mode Power Supply; Series:ZWS; Output Voltage:15VDC; Output Power Max:10W; Output Current:0.7A; Number of Outputs:1; Supply Voltage Max:265VAC; Supply Voltage Min:85VAC
Switch Mode Power Supply; Output Power:100W; No. of Outputs:1; Output 1 VDC :12VDC; Output Current 1:8.5A; Power Supply Mounting:Open Frame; Approval Bodies:UL, CSA, CE; External Depth:222mm; External Width:62mm RoHS Compliant: Yes
Switch Mode Power Supply; Series:ZWS; Output Voltage:12VDC; Output Power Max:10W; Output Current:0.85A; Number of Outputs:1; Supply Voltage Max:265VAC; Supply Voltage Min:85VAC
Hex Inverters 14-PDIP 0 to 70
From old datasheet system
4 Mbit 512Kb x 8 Low Voltage OTP EPROM
4 Mbit 512Kb x8 Low Voltage UV EPROM and OTP EPROM
	STMicroelectronics N.V.
意法半导
STMICROELECTRONICS[STMicroelectronics]
ST Microelectronics

	TC514101AJ-60 TC514101AP TC514101AP-60 TC514101ASJ	Voltage Regulator IC; Package/Case:3-TO-220; Supply Voltage:-35V; Output Current:1A; Output Voltage:-15V; Voltage Regulator Type:Negative Voltage; Mounting Type:Through Hole
4,194,304 WORD x 1 BIT DYNAMIC RAM
	Toshiba Corporation
TOSHIBA[Toshiba Semiconductor]

	ST16R820 	Voltage Regulator IC; Output Current:300mA; Package/Case:8-MSOP; Supply Voltage Max:6V; Current Rating:300mA; Leaded Process Compatible:No; Output Current Max:300mA; Output Voltage Max:5V; Output Voltage Min:1.5V 智能卡有544字节的EEPROM非接联系MCU应用
Smartcard MCU With 544 Bytes EEPROM for Contactless/Contact Applications
	STMicroelectronics N.V.
STMICROELECTRONICS[STMicroelectronics]

	SSTJ210 SSTJ211 SSTJ212 J210 J211 J212 	N-Channel JFET UHF BAND, Si, N-CHANNEL, RF SMALL SIGNAL, JFET, TO-92
Voltage Regulator IC; Package/Case:5-SOT-23; Output Current:150mA; Output Voltage:2.6V; Supply Voltage Max:6V; Current Rating:150mA; Leaded Process Compatible:No; Output Current Max:150mA; Output Voltage Max:2.6V RoHS Compliant: No
	Calogic LLC
Calogic  LLC
CALOGIC[Calogic, LLC]

	FK10UM-10 	Bench Power Supply; Output Voltage:14VDC; Output Current:20A; Output Power Max:580W; Number of Outputs:1; Calibrated:No; Display Technology:LED; Features:Constant voltage, reverse polarity, thermal & short-circuit protection
HIGH-SPEED SWITCHING USE
	POWEREX[Powerex Power Semiconductors]

	28C17A-25/K 28C17A-25I/K 28C17AF-25/K 28C17A-20/K 	 5V, Low-Power, Parallel-Input, Voltage-Output, 12-Bit DAC
12-Bit DACs with 32-Channel Sample-and-Hold Outputs
Evaluation Kit/Evaluation System for the MAX5417_, MAX5418_, MAX5419_
128Kx8 EEPROM
 5V, Low-Power, Voltage-Output, Serial 12-Bit DACs
10-Bit Voltage-Output DACs in 8-Pin µMAX
Single-Supply 3V/5V, Voltage-Output, Dual, Precision 12-Bit DACs x8的EEPROM
	STMicroelectronics N.V.

	M29F040 M295V040-120N6R M295V040-120XK6R M295V040-	Excalibur Low-Noise High-Speed JFET-Input Dual Operational Amplifier 8-SOIC
JFET-Input Low Power High Drive Quad Operational Amplifier 14-CFP -55 to 125
JFET-Input Low Power High Drive Quad Operational Amplifier 14-SOIC 4兆位512KB的8，统一座单电源闪存
JFET-Input High Speed Low Noise Single Operational Amplifier 8-CDIP -55 to 125 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:48VDC; Output Power Max:302.4W; Output Current:6.3A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A; Supply Voltage Max:265VAC 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:36VDC; Output Power Max:302.4W; Output Current:8.4A; Number of Outputs:1; Leaded Process Compatible:No; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A 4兆位512KB的8，统一座单电源闪存
Excalibur Low-Noise High-Speed JFET-Input Operational Amplifier 8-SOIC 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:12VDC; Output Power Max:15W; Output Current:1.25A; Number of Outputs:1; Supply Voltage Max:265VAC; Supply Voltage Min:85VAC 4兆位512KB的8，统一座单电源闪存
JFET-Input Low Power High Drive Quad Operational Amplifier 14-CDIP -55 to 125 4兆位512KB的8，统一座单电源闪存
4 Mbit 512Kb x8, Uniform Block Single Supply Flash Memory 4兆位512KB的8，统一座单电源闪存
Switch Mode Power Supply; Series:ZWS; Output Voltage:24VDC; Output Power Max:300W; Output Current:12.5A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:4A; Input Current Min:2A; Supply Voltage Max:265VAC
Switch Mode Power Supply; Series:ZWS; Output Voltage:48VDC; Output Power Max:206.4W; Output Current:4.3A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
PSU, OPEN FRAME, 150W, 12V; Voltage, output:12V; Current, output:12.5A; Power rating:150W; Voltage, supply min:85V; Voltage, supply max:265V; Length / Height, external:40mm; Width, external:75mm; Depth, external:222mm; Frequency, RoHS Compliant: Yes
Switch Mode Power Supply; Series:ZWS; Output Voltage:24VDC; Output Power Max:201.6W; Output Current:8.4A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
POWER SUPPLY, 150 WATTS
Switch Mode Power Supply; Series:ZWS; Output Voltage:36VDC; Output Power Max:201.6W; Output Current:5.6A; Number of Outputs:1; Approval Bodies:UL, CSA, CE; Input Current Max:2.8A; Input Current Min:1.4A; Supply Voltage Max:265VAC
JFET-Input Low Power High Drive Quad Operational Amplifier 20-LCCC -55 to 125
4 Mbit 512Kb x8 / Uniform Block Single Supply Flash Memory
	STMicroelectronics N.V.
意法半导
ST Microelectronics

	ISL6405ERZ-T ISL6405 ISL6405EEB ISL6405EEB-T ISL64	Regulator, Current Mode Boost PWM, Dual Output LNB Supply, with I2C Interface, Selectable output 13V or 18V @750mA
Dual Output LNB Supply and Control Voltage Regulator with I2C Interface for Advanced Satellite Set-top Box Designs
	INTERSIL[Intersil Corporation]

	R1223N332A R1223N332C R1223N332D R1223N332E R1223N	PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 300kHz. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 500kHz. Standard taping specification TR
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 300kHz. Standard taping specification TR
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 300kHz. Reset-type protection. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 500kHz. Standard taping specification TR
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 500kHz. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 300kHz. Taping specification TL
5015 RR 6#16S SKT PLUG
Analog IC 模拟IC
PWM/VFM Step-down DC/DC Converter SWITCHING CONTROLLER, 360 kHz SWITCHING FREQ-MAX, PDSO5
PWM/VFM Step-down DC/DC Converter 脉宽调制/ VFM的降压直直流转换
PWM/VFM Step-down DC/DC Converter SWITCHING CONTROLLER, 600 kHz SWITCHING FREQ-MAX, PDSO5
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.5V. Oscillator frequency 500kHz. Reset-type protection. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 500kHz. Taping specification TL
PWM/VFM step-down DC/DC converter with low supply current by CMOS. Output voltage 1.6V. Oscillator frequency 300kHz. Reset-type protection. Taping specification TL
	RICOH[RICOH electronics devices division]
Ricoh Co., Ltd.
RICOH electronics devic...
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