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			 Related Part Number
	
					PART	Description	Maker
	LT1044CS8 LTC1044CS8 LTC1044S8 	SWITCHED CAPACITOR VOLTAGE CONVERTER
Switch Capacitor Voltage Converter
Swithed Capacitor Voltage Converter
From old datasheet system
	http://
Linear Technology

	R1210N361D-TR R1210N361C-TL R1210N361D-TL R1210N36	PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 180kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 180kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 180kHz without a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz with a frequency change-over cicuit. Standard taping specification TR
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.5V. Oscillator frequency 100kHz with a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 180kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.4V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
PWM step-up DC/DC converter. Output voltage 2.3V. Oscillator frequency 100kHz without a frequency change-over cicuit. Taping specification TL
   PWM Step-up DC/DC Converter
CAP 22PF 200V 5% NP0(C0G) DIP-2 TUBE-PAK S-MIL-PRF-39014/22
CAP 0.47UF 50V 10% X7R DIP-2 TUBE-PAK R-MIL-PRF-39014/22 SWITCHING REGULATOR, 216 kHz SWITCHING FREQ-MAX, PDSO5
SMPS Controller 开关电源控制器
	Ricoh Co., Ltd.
EPCOS AG
Maxim Integrated Products, Inc.
RICOH electronics devic...

	LXR1240-6M1 LXR1701-6 LXR1740-6M1 LXN1240-6M1 LXR-	460 Watt, input voltage range:85-264/90-350V, output voltage 25.7-29.3V,(16.9A)  AC/DC converter
345 Watt, input voltage range:85-264/90-350V, output voltage 25.7-29.3V,(12.6A)  AC/DC converter
460 Watt, input voltage range:85-264/90-350V, output voltage 51.4-58.6V,(8.4A)  AC/DC converter
375 and 500 Watt AC-DC Converters 37500瓦AC - DC转换
375 Watt, input voltage range:85-264/90-350V, output voltage 49.4V,(7.5A)  AC/DC converter
345 Watt, input voltage range:85-264/90-350V, output voltage 51.4-58.6V,(6.3A)  AC/DC converter
	Vishay Intertechnology, Inc.
POWER-ONE[Power-One]
http://

	OET020YEHH OET020YEHH-A OET020YEJJ-A OET020ZEHH-A 	25 Watt, input voltage range:18-36V, output voltage 3.3-15V (3.5-0.28A) DC/DC converter
25 Watt, input voltage range:34-75V, output voltage 3.3-15V (3.5-0.28A) DC/DC converter
25 Watt, input voltage range:34-75V, output voltage 3.3-12V (3.5-0.35A) DC/DC converter
TRIPLE OUTPUT 25 WATT
T1/E1 Transformer
Analog IC
TRIPLE OUTPUT, 25 WATT 三路输出25瓦特
	POWER-ONE[Power-One]
EPCOS AG

	ICL7662IBD ICL7662 	Voltage Inverter, 5V, Input 4.5-20V, or Voltage Doubler to 38.6V
CMOS Voltage Converter
	INTERSIL

	NJU7660 NJU7660D NJU7660M NJU7660V NJU7660MTE1 	SWITCHED CAPACITOR CONVERTER, 5 kHz SWITCHING FREQ-MAX, PDSO8
VOLTAGE CONVERTER
	NJRC[New Japan Radio]

	A7407 A7407E6R A7407E6VR 	DC-DC CONVERTER/ BUCK INPUT STANDOFF VOLTAGE STEP-DOWN CONVERTER
	AIT Components Ltd.

	MAX8686ETL NMA2412SC PXE3024S05 PAH200S48-12/V PAH	Single/Multiphase, Step-Down, DC-DC Converter Delivers Up to 25A Per Phase
DC-DC Converter; Supply Voltage:24V; Output Voltage:12V; Number of Outputs:2; Power Rating:1W; Mounting Type:PC Board; Isolation Voltage:1000V; Leaded Process Compatible:Yes; Output Current: 42mA; Output Current 2:-42mA RoHS Compliant: Yes
DC-DC Converter; Supply Voltage:36V; Output Voltage:5V; Number of Outputs:1; Power Rating:30W; Mounting Type:PC Board; Series:PX; Approval Bodies:UL, CSA, CE; External Depth:2"; External Height:0.4"; External Width:1"
DC-DC Converter; Supply Voltage:48V; Output Voltage:12V; Number of Outputs:1; Power Rating:200.4W; Mounting Type:PC Board; Series:PAH
DC-DC Converter; Supply Voltage:48V; Output Voltage:24V; Number of Outputs:1; Power Rating:50.4W; Mounting Type:PC Board; Series:PAH; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	Maxim Integrated Products
Fairchild Semiconductor, Corp.

	MC1121DMR2 MC1121 ON0816 	100mA Charge Pump Voltage Converter with Shutdown SWITCHED CAPACITOR CONVERTER, 200 kHz SWITCHING FREQ-MAX, PDSO5
PRELIMINARY INFORMATION
From old datasheet system
	ONSEMI[ON Semiconductor]

	IP34063 IP33063 IP35063 IP3B3063 IP35063J IP34063N	Voltage-Mode SMPS Controller
DC-DC CONVERTER CONTROL CIRCUIT
DC to DC converter SWITCHING CONTROLLER, CDIP8
	SEME-LAB[Seme LAB]
TT electronics Semelab Limited
TT electronics Semelab, Ltd.
SEMELAB LTD

	TSL253 TSL254 	PRECISION HIGHSPEED LIGHTTOVOLTAGE CONVERTER
PRECISION HIGHSPEED LIGHTTOVOLTAGE CONVERTER
	TAOS
List of Unclassifed Manufacturers
ETC
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