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			 Related Part Number
	
					PART	Description	Maker
	1002 1003 1000 1001 	   Pulse Transformers
of Pairs:18; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:100ohm RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:20; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:10 RoHS Compliant: Yes
	CANDD[C&D Technologies]

	1032-90LJ 1032-80LT 1032-80LJ 1032-90LT 1032-60LG/	Multiconductor Cable; Number of Conductors:25; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:12; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes 高密度可编程逻辑
High-Density Programmable Logic
Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:18; Drop Ship:Yes; Features:Alumunium Foil Polyester/Tinned Copper Braid RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:18; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:120ohm RoHS Compliant: Yes
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	LC3 	ACRYLIC LASERDIODE COLLIMATOR
	Roithner LaserTechnik GmbH

	100-041-14N5A 100-041-13T5A 100-041-14T5A 100-041-	Tapered Tubular Metal Braid Nickel/Copper, Silver/Copper or Tin/Copper for Series 72 & 74 Tubing and Series 75 Conduit
	Glenair, Inc.

	2-5-7850 	3M Electrically Conductive Acrylic Pad (eCAP) 7850
	3M Electronics

	117-97-620-41-005 117-97-624-41-005 217-99-764-41-	Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Conductor Material:Copper; Jacket Color:Chrome; Temperature Max:80 C; Voltage Nom.:600V RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
Multiconductor Cable; Jacket Material:Rubber; Leaded Process Compatible:Yes RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
Portable Cordage; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:FEP Teflon; Leaded Process Compatible:Yes RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
2#20 TYPE J THERMOCOUPLE RoHS Compliant: Yes Shrinkdip插座，公开和非公开框架焊尾
Shrinkdip sockets Open and closed frame Solder tail Shrinkdip插座，公开和非公开框架焊尾
Paired Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:65 x 34; Jacket Material:Rubber; Features:Tinned Copper Braid; Impedance:59ohm; Leaded Process Compatible:Yes; Temperature Max:60 C RoHS Compliant: Yes
Paired Cable; Number of Conductors:3; Conductor Size AWG:24; No. Strands x Strand Size:40 x 45; Jacket Material:Rubber; Leaded Process Compatible:Yes; Features:Tinned Copper Braid; Temperature Max:90 C; Voltage Nom.:300V RoHS Compliant: Yes
Belden Microphone Cable, Wire Size: 20 AWG, Number of Conductors: 2, Length: 500 feet, Conductor Material: Tinned Copper, Shielding: Copper Braid, Jacket: Black Rubber
Multiconductor Paired Cable; Number of Conductors:3; Conductor Size AWG:24; No. Strands x Strand Size:40 x 45; Jacket Material:Rubber; Leaded Process Compatible:Yes; Features:Tinned Copper Braid; Temperature Max:90 C RoHS Compliant: Yes
Cable; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Multiconductor Power-Limited Fire Protective, Control & Instrumentation Cable; Number of Conductors:4; Conductor Size AWG:12; No. Strands x Strand Size:7 x 20; Jacket Material:FEP RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:65 x 34; Jacket Material:Rubber; Leaded Process Compatible:No; Conductor Material:Copper; Features:Tinned Copper Braid RoHS Compliant: Yes
Multiconductor Audio, Control & Instrumentation Cable; Number of Conductors:6; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape/Tinned Copper Braid RoHS Compliant: Yes
Paired Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Features:Tinned Copper Braid; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Leaded Process Compatible:No; Conductor Material:Copper; Features:Tinned Copper Braid RoHS Compliant: Yes
Paired Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Features:Tinned Copper Braid; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Cable; Conductor Size AWG:20; No. Strands x Strand Size:26 x 34; Conductor Material:Copper; Conductor Plating:Tin; Leaded Process Compatible:Yes RoHS Compliant: Yes
Multiconductor, Paired Thermocouple Extension Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:FEP; Shielding Material:Aluminum Foil/Polyester Tape/Aluminum Foil RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:65 x 34; Jacket Material:Rubber; Features:Tinned Copper Braid; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:26 x 34; Jacket Material:Rubber; Features:Tinned Copper Braid; Impedance:52ohm; Leaded Process Compatible:Yes; Temperature Max:90 C RoHS Compliant: Yes
Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyethylene; Conductor Material:Copper; Jacket Color:Chrome; Leaded Process Compatible:Yes; Temperature Max:80 C RoHS Compliant: Yes
Connector assemblies, Outlet; Leaded Process Compatible:Yes RoHS Compliant: Yes
2#12 FEP SH FEP RoHS Compliant: Yes
Paired Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:40 x 45; Jacket Material:Rubber; Features:Tinned Copper Braid; Impedance:55ohm; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
ShrinkdipsocketsOpenandclosedframeSoldertail
	PRECI-DIP SA
Precid-DipDurtalSA
PREDIP[Precid-Dip Durtal SA]

	FCA1206C154M-H1 FCA1206C224M-H1 FCA1206A105M-H3 FC	Type FCA Acrylic Surface Mount Film Capacitors
	List of Unclassifed Manufacturers
List of Unclassifed Man...

	HT78P33000PF/-207500V HT78P68000PF/-51500V HT78P15	CAPACITOR, FILM/FOIL, POLYESTER, 7500 V, 0.033 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 1500 V, 0.068 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 1500 V, 0.015 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 630 V, 0.15 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 2500 V, 0.1 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 630 V, 0.1 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 5000 V, 0.1 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 1000 V, 0.1 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 1500 V, 0.1 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 7500 V, 0.1 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 7500 V, 0.01 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 1000 V, 0.68 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 3500 V, 0.1 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 630 V, 1 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 630 V, 0.047 uF, THROUGH HOLE MOUNT AXIAL LEADED
CAPACITOR, FILM/FOIL, POLYESTER, 1500 V, 0.15 uF, THROUGH HOLE MOUNT AXIAL LEADED
	Rhombus Industries, Inc.
HIROSE ELECTRIC Co., Ltd.
Vishay Beyschlag
TE Connectivity, Ltd.
ASC Capacitors

	131P474X01K0S02 131P474X01K0S04 131P474X01K0T02 13	CAPACITOR, FILM/FOIL, POLYESTER, 600 V, 0.47 uF, THROUGH HOLE MOUNT AXIAL LEADED
Film Snubber Capacitors Metal-Case, Paper/Polyester, Dielectric Extended Foil Electrodes
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
Vishay Siliconix

	124-93-964-41-002 121-93-210-41-001 121-93-304-41-	Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes
Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Features:Unshielded; Outer Diameter:0.389"; Temperature Max:80 C RoHS Compliant: Yes
Shielded Paired Cable; Jacket Material:Polyethylene; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Shielded Paired Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Features:Aluminium Foil/Polyester Tape; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Dual-in-line sockets Open frame Wire-wrap 1 / 2 / 3 / 4 level 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Shielded Paired Cable; Number of Conductors:2; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Hook-Up Wire Dispenser Kit For Use With:Electrical and electronic equipment RoHS Compliant: Yes 双列直插式插座开放框架线材包1 / 2 / 3 / 4
Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes
Multiconductor Audio, Communication & Instrumentation Cable; Number of Conductors:8; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:6; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes
Paired Cable; Number of Conductors:12; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Features:Unshielded; Temperature Max:80 C; Voltage Nom.:30V RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyethylene; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Features:Aluminium Foil/Polyester Tape; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Multiconductor Audio, Control and Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:3; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:6 RoHS Compliant: Yes
Low-Smoke Zero-Halogen (LSZH) Shipboard Audio, Control & Instrumentation Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Low Smoke Zero Halogen RoHS Compliant: Yes
CABLE, 8775, 11PAIR,  PER M; Cores, No. of:22; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:11.8mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6016C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Foil; Number of Pairs:3; Leaded Process Compatible:Yes RoHS Compliant: Yes
CABLE, 8777, 3PAIR,  PER M; Cores, No. of:6; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:7.65mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6010C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Foil; Number of Pairs:3; Capacitance:30pF; Conductor Material:Copper; Impedance:50ohm RoHS Compliant: Yes
Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Number of Pairs:9; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Number of Pairs:9; Leaded Process Compatible:No; Approval Bodies:UL; Capacitance:30pF/ft RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:19; Features:Unshielded; Impedance:50ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Paired Cable; Number of Conductors:12; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Conductor Material:Copper; Conductor Plating:Tin; Features:Unshielded RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:12; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes
Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes
Paired Cable; Number of Conductors:18; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes
Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Features:Aluminium Foil/Polyester Tape; Impedance:69ohm; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Paired Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:3; Leaded Process Compatible:Yes; Features:Unshielded; Temperature Max:80 C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:19; Features:Unshielded; Impedance:50ohm; Temperature Max:80 C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:38; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:19 RoHS Compliant: Yes
CABLE, 8762, 1PAIR,  PER M; Cores, No. of:2; Conductor make-up:7/28AWG; Area, conductor CSA:0.519mm2; Diameter, External:5.18mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:2411C RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes
Paired Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Multiconductor Cable; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:12; No. Strands x Strand Size:19 x 25; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:55ohm RoHS Compliant: Yes
Shielded Multiconductor Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:1; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes
Coaxial Cable; Impedance:32ohm; Conductor Size AWG:28; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Paired Cable; Number of Conductors:18; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:9; Features:Unshielded; Temperature Max:80 C; Voltage Nom.:30V RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:56ohm RoHS Compliant: Yes
Paired Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:1 RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Conductor Material:Copper; Features:Unshielded; Leaded Process Compatible:No RoHS Compliant: Yes
Multiconductor Audio, Control & Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper RoHS Compliant: Yes
Multiconductor Paired Audio, Control & Instrumentation Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:1; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No; Conductor Material:Copper; Features:Unshielded RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Jacket Material:Polyethylene; Number of Pairs:1; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:64ohm RoHS Compliant: Yes
Belden Sound and Control Cable, Wire Size: 18 AWG, Number of Pairs: 1, Length: 1000 feet, Conductor Material: Tinned Copper, Jacket: Chrome PVC, Features: 8760 features overall beldfoil shield with 20 AWG drain wire
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:60ohm RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:2; Leaded Process Compatible:Yes; Capacitance:35pF/ft RoHS Compliant: Yes
CABLE, 8723, 2PAIR, 30.5M; Cores, No. of:4; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:4.27mm; Material, secondary insulation:PVC; Length, Reel (Imperial):100ft; Colour, secondary insulation:Grey; RoHS Compliant: Yes
Shielded Paired Cable; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Conductor Plating:Tin; Jacket Color:Chrome; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Foil; Number of Pairs:2; Capacitance:35pF; Conductor Material:Copper; Impedance:45ohm RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Number of Pairs:2; Leaded Process Compatible:Yes; Capacitance:35pF/ft; Conductor Material:Copper RoHS Compliant: Yes
CABLE, 8723, 2PAIR,  PER M; Cores, No. of:4; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:4.06mm; Material, secondary insulation:PVC; Colour, secondary insulation:Grey; Alpha type number:2466C RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Features:Unshielded; Leaded Process Compatible:Yes RoHS Compliant: Yes
Audio control and Instrumentation Cable Shielded; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:2; Conductor Material:Copper RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:14; No. Strands x Strand Size:19 x 27; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:2; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Polyethylene; Number of Pairs:1; Features:Aluminium Foil/Polyester Tape; Impedance:65ohm RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:18; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polypropylene; Shielding Material:Aluminum Foil/Polyester Tape; Number of Pairs:9; Conductor Material:Copper RoHS Compliant: Yes
CABLE, 8774, 9PAIR,  PER M; Cores, No. of:18; Conductor make-up:7/30AWG; Area, conductor CSA:0.325mm2; Diameter, External:10.6mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6014C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Multiconductor Audio, Control and Instrumentation Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Foil RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100% RoHS Compliant: Yes
Audio control and Instrumentation Cable Shielded; Number of Conductors:54; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Shielding Material:Aluminum Foil/Polyester Tape; Shielding Coverage:100%; Number of Pairs:27 RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyethylene; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Temperature Max:60 C RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyethylene; Leaded Process Compatible:Yes; Temperature Max:60 C; Voltage Nom.:300V RoHS Compliant: Yes
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