

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						MC33067P			GB14C40L			L9305A			BD438			74LVC257			TDA920			1N4007			P1000			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			EF68A21P - VoIP Ringing SLIC; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PLCC 集成电路接口适配 



		
			
					
						
						[image: EF68A21P_6476364.PDF Datasheet]



					
				
					 		
	Part No.	EF68A21P   

	Description	VoIP Ringing SLIC; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PLCC 集成电路接口适配 
 

	File Size	366.73K  / 
						12 Page	 
	

						Maker	
						

						 ZF Electronics, Corp. 
  
						










	
						
						









				
				

						
							[image: ][image: ]	
								
									JITONG 
									TECHNOLOGY 

									(CHINA HK & SZ)

									Datasheet.hk's Sponsor

	Part: EF6801U4F
	Maker: N/A
	Pack: N/A
	Stock: 41
	Unit price 
									for :
	    
									50: $7.85
	  
									100: $7.45
	1000: 
									$7.06
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						
	Download	[ 
						EF68A21P  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						EF68A21P  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[EF68A21P  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for EF68A21P ] 


					[ Price & Availability of EF68A21P by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : VoIP Ringing SLIC; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PLCC 集成电路接口适配   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	HC55185GCM HC55185GCMZ HC55185GCR HC55185GCRZ HC55	VoIP Ringing SLIC; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PLCC T&amp;R
VoIP Ringing SLIC; Temperature Range: 0&degC to 70&deg;C; Package: 28-PLCC T&amp;R TELECOM-SLIC, PQCC28
VoIP Ringing SLIC; Temperature Range: 0&degC to 70&deg;C; Package: 32-QFN T&amp;R TELECOM-SLIC, PQCC32
VoIP Ringing SLIC Family
	Intersil, Corp.
INTERSIL[Intersil Corporation]

	MAX6410 MAX6407 MAX6406 MAX6408 MAX6409BS45-T MAX6	Voltage Detectors in 4-Bump (2 x 2) Chip-Scale Package
VoIP Ringing SLIC; Temperature Range: 0&degC to 70°C; Package: 28-PLCC
VoIP Ringing SLIC; Temperature Range: 0&degC to 70&deg;C; Package: 28-PLCC 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBGA4
ITU CO/PABX SLIC with Low Power Standby; Temperature Range: 0&degC to 70°C; Package: 28-PLCC
Round Conductor Flat Cable, 3754/50 30 AWG, .025 (0.64)
Round Conductor Flat Cable, 3754/34 30 AWG, .025 (0.64)
Round Conductor Flat Cable, 3754/20 30 AWG, .025 (0.64)
Low-Capacitance 3-Channel  /-15KV ESD-Protection Array for High-Speed Data Interfaces 5-SOT -40 to 85
Round Conductor Flat Cable, 3754/68 30 AWG, .025 (0.64)
700-mW Mono, Differential Input, Class-AB Audio Amplifier with Active Low Shutdown 24-BGA MICROSTAR JUNIOR -40 to 85 1-CHANNEL POWER SUPPLY SUPPORT CKT, PBGA4
	MAXIM INTEGRATED PRODUCTS INC
MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maxim Integrated Products, Inc.

	SI3215-BT SI3215-GT SI3215-KT SI3215-X-FM SI3215-X	PROSLICPROGRAMMABLE CMOS SLIC/CODEC WITH RINGING/BATTERY VOLTAGE GENERATION TELECOM-SLIC, PDSO38
PROSLICPROGRAMMABLE CMOS SLIC/CODEC WITH RINGING/BATTERY VOLTAGE GENERATION TELECOM-SLIC, QCC38
PROSLIC? PROGRAMMABLE CMOS SLIC/CODEC WITH RINGING/BATTERY VOLTAGE GENERATION
PROSLIC垄莽 PROGRAMMABLE CMOS SLIC/CODEC WITH RINGING/BATTERY VOLTAGE GENERATION
	Silicon Laboratories, Inc.
Silicon Laboratories Inc.

	EF68B50J EF68B50CV EF68B50JV EF6850FN EF6850C EF68	EIA/ITU PABX SLIC with 40mA Loop Feed; Temperature Range: 0&degC to 70°C; Package: 24-SOIC
Low Power SLIC with Battery Switch; Temperature Range: -40°C to 85°C; Package: 28-PLCC
ITU CO/PABX SLIC with Low Power Standby; Temperature Range: 0&degC to 70°C; Package: 28-PLCC
Extended Reach Ringing SLIC; Temperature Range: 0&degC to 70°C; Package: 28-PLCC
Communications Interface 通信接口
Low Power SLIC with Battery Switch; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-PLCC 通信集成电路
Telecommunication IC 通信集成电路
	TE Connectivity, Ltd.

	LUCL9214AAU-DT 	Low-cost ringing SLIC. SLIC gain = 8. Dry bagged. Tape and reel.
	Agere Systems

	SI3201-FS SI3230-X-GM SI3230M-X-GM SI3230M-X-FM SI	PROSLIC PROGRAMMABLE CMOS SLIC WITH RINGING/BATTERY VOLTAGE GENERATION
PROSLIC? PROGRAMMABLE CMOS SLIC WITH RINGING/BATTERY VOLTAGE GENERATION
PROSLIC庐 PROGRAMMABLE CMOS SLIC WITH RINGING/BATTERY VOLTAGE GENERATION
	Silicon Laboratories Inc.

	SI3215-X-GM SI3215M-X-FM SI3215-X-FM SI3215 SI3201	PROSLIC㈢ PROGRAMMABLE CMOS SLIC/CODEC WITH RINGING/BATTERY VOLTAGE GENERATION
PROSLIC PROGRAMMABLE CMOS SLIC/CODEC WITH RINGING/BATTERY VOLTAGE GENERATION
	Silicon Laboratories
SILABS

	AG1460 	QUAD 5V RINGING SLIC
	Silver

	MT91610 	Programmable Ringing SLIC 可编程振铃用户接
	Zarlink Semiconductor, Inc.

	LUCL9500AGF-D LUCL9500AGF-DT LUCL9500ARG-D L9500A 	High-Voltage Ringing SLIC for VolP Applications
	AGERE[Agere Systems]
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