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			 Related Part Number
	
					PART	Description	Maker
	STD4NA40 STD4NA40-T4 STD4NA40-1 	N - CHANNEL ENHANCEMENT MODE FAST POWER MOS TRANSISTOR
Leaded Cartridge Fuse; Current Rating:500mA; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Voltage Rating:250V; Body Material:Glass; Diameter:4.7mm; Fuse Size/Group:5 x 15 mm; Leaded Process Compatible:Yes RoHS Compliant: Yes
TRANSISTOR | MOSFET | N-CHANNEL | 400V V(BR)DSS | 3.3A I(D) | TO-251
	SGS Thomson Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导

	Z8681B1 	Leaded Cartridge Fuse; Current Rating:8A; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Fast Acting; Voltage Rating:250V; Body Material:Ceramic; Diameter:6.985mm; Fuse Size/Group:1/4 x 1-1/4 &quot; RoHS Compliant: Yes
	

	Z86B0712PEC 	Leaded Cartridge Fuse; Current Rating:250mA; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Time Delay; Voltage Rating:250V; Body Material:Ceramic; Diameter:6.985mm; Fuse Size/Group:1/4 x 1-1/4 &quot; RoHS Compliant: Yes 8位微控制
	Pasternack Enterprises, Inc.

	FNQ-4 	Cartridge Fuse; Current Rating:4A; Voltage Rating:500V; Fuse Type:Time Delay; Fuse Size/Group:13/32 x 1-1/2 "; Body Material:Fiber; Diameter:0.406mm; Fuse Terminals:Ferrule; Length:38.1mm; Series:FNQ RoHS Compliant: Yes
	COOPER INDUSTRIES

	120-262 120-263 120-266 120-268 120-265 120-267 12	＂CARTRIDGE HEATER 1/2＂＂ 200W
Low-Power, Single-/Dual-Level Battery Monitors with Hysteresis and Integrated µP Reset
＂CARTRIDGE HEATER 1/2＂＂ 500W
＂CARTRIDGE HEATER 1/2＂＂ 630W
＂CARTRIDGE HEATER 1/2＂＂ 250W
＂CARTRIDGE HEATER 1/2＂＂ 100W
＂CARTRIDGE HEATER 5/8＂＂ 400W
＂CARTRIDGE HEATER 5/8＂＂ 500W
＂CARTRIDGE HEATER 5/8＂＂ 350W
＂CARTRIDGE HEATER 1/4＂＂ 100W
＂CARTRIDGE HEATER 5/8＂＂ 250W
＂CARTRIDGE HEATER 5/16＂＂ 280W
＂CARTRIDGE HEATER 5/16＂＂ 315W
＂CARTRIDGE HEATER 5/8＂＂ 280W
＂CARTRIDGE HEATER 3/8＂＂ 315W
＂CARTRIDGE HEATER 3/8＂＂ 220W
＂CARTRIDGE HEATER 3/8＂＂ 500W
＂CARTRIDGE HEATER 3/8＂＂ 400W
＂CARTRIDGE HEATER 3/8＂＂ 350W
＂CARTRIDGE HEATER 3/8＂＂ 160W
＂CARTRIDGE HEATER 1/4＂＂ 125W
＂CARTRIDGE HEATER 3/8＂＂ 200W
＂CARTRIDGE HEATER 5/8＂＂ 800W
＂CARTRIDGE HEATER 5/16＂＂ 250W
＂CARTRIDGE HEATER 3/8＂＂ 100W
＂CARTRIDGE HEATER 5/16＂＂ 160W
＂CARTRIDGE HEATER 3/8＂＂ 250W
＂CARTRIDGE HEATER 1/4＂＂ 220W
＂CARTRIDGE HEATER 3/8＂＂ 560W
＂CARTRIDGE HEATER 1/4＂＂ 250W “枪弹加 / 4”50W的
＂CARTRIDGE HEATER 1/2＂＂ 315W “枪弹取暖器1 / 2”15W
＂CARTRIDGE HEATER 5/8＂＂ 630W “枪弹加 / 8”30W调
	Microsemi, Corp.
3M Company

	Z402L Z403L Z404 Z403LR 	FUSE CLIP, FOR 3AG FUSES W/O STOP, PCB MNT., TIN PLATED
Fuse Holder; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
TRANSFORMER VARIABLE OPEN 3A
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Copper Alloy; Current Rating:15A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating:32V
Fuse Holder; Fuse Size/Group:Mini; Mounting Type:In-Line; Body Material:Thermoplastic; Contact Material:Copper Alloy; Contact Plating:Tin; Current Rating:30A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	保险丝支架，夹子&硬件

	0263.375TX832 026301.5TX832 263.125 0263.125TX832 	FUSE 375MA VERY FAST
Low-Input-Voltage, 300mA LDO Regulators with RESET in SOT and TDFN
FUSE 125MA VERY FAST
FUSE 750MA VERY FAST
FUSE 500MA VERY FAST
FUSE 250MA VERY FAST
FUSE 62MA VERY FAST
FUSE 3.5A VERY FAST
FUSE 5.0A VERY FAST
FUSE 3.0A VERY FAST
FUSE 2.0A VERY FAST
FUSE 1.0A VERY FAST
FUSE 4.0A VERY FAST
FUSE 2.5A VERY FAST 特快速保险丝.5a
FUSE 1.5A VERY FAST 保险.5A非常快
	Littelfuse, Inc.
KEMET Corporation

	Z86C32-12VEC 	Fuse Holder; Fuse Size/Group:1/4 "; Mounting Type:PC Board; Body Material:Spring Brass; Contact Plating:Tin; Current Rating:15A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating, AC:250V
	保险丝支架，夹子&硬件

	MAX6315US25D1-T MAX6315US25D2-T MAX6315US25D3-T MA	Open-Drain SOT μP Reset Circuit
Open-Drain SOT 渭P Reset Circuit
Open-Drain SOT P Reset Circuit
Cartridge Fuse; Current Rating:20A; Voltage Rating:600V; Fuse Type:Time Delay; Diameter:20.574mm; Fuse Terminals:Ferrule; Leaded Process Compatible:No; Length:57.15mm; Peak Reflow Compatible (260 C):No; Series:LPJ RoHS Compliant: No
SOCKET, 28 PIN, MACHINE, 0.6" WIDE, 0.1" L.S. 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Open-Drain SOT レP Reset Circuit 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
ADAPTER SOWIC TO DIP 24 POS 1-CHANNEL POWER SUPPLY SUPPORT CKT, PDSO4
Open-drain microprocessor reset circuit. Reset threshold(nom) 2.63V. Reset timeout period(min) 1120ms.
	Maxim Integrated Produc...
MAXIM - Dallas Semiconductor
http://
MAXIM[Maxim Integrated Products]
电源管理
Maxim Integrated Products, Inc.

	215025 215.500XE 0215002.H- 215002.XE 0215002.H-ND	5 x 20 mm Time Lag Fuse (Slo-Blo Fuse)
Axial Lead and Cartridge Fuses - Designed to IEC Standard
   Axial Lead and Cartridge Fuses - Designed to IEC Standard
	Littelfuse, Inc.
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