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	Part No.	NJM4250E-T1 NJM4250E-T2   

	Description	OP-AMP, 6000 uV OFFSET-MAX, PDSO8 
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									TECHNOLOGY 

									(CHINA HK & SZ)
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	Part: NJM4250
	Maker: JRC
	Pack: SOP8
	Stock: Reserved
	Unit price 
									for :
	    
									50: $0.58
	  
									100: $0.55
	1000: 
									$0.52
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			 Related Part Number
	
					PART	Description	Maker
	OP-27EIH OP-27EIJ8 OP-27EIN8 OP-27GIH OP-27GIN8 OP	OP-AMP, 3000 uV OFFSET-MAX, MBCY8 METAL CAN, TO-5, 8 PIN
OP-AMP, 80 uV OFFSET-MAX, CDIP8 HERMETIC SEALED, CERDIP-8
OP-AMP, PDIP8 PLASTIC, DIP-8
OP-AMP, MBCY8 METAL CAN, TO-5, 8 PIN
OP-AMP, CDIP8 HERMETIC SEALED, CERDIP-8
OP-AMP, 80 uV OFFSET-MAX, PDIP8 PLASTIC, DIP-8
OP-AMP, 180 uV OFFSET-MAX, MBCY8 METAL CAN, TO-5, 8 PIN
OP-AMP, 750 uV OFFSET-MAX, PDIP8 PLASTIC, DIP-8
OP-AMP, 250 uV OFFSET-MAX, PDIP8 PLASTIC, DIP-8
OP-AMP, 500 uV OFFSET-MAX, PDIP8 PLASTIC, DIP-8
OP-AMP, 60 uV OFFSET-MAX, MBCY
DUAL OP-AMP, 150 uV OFFSET-MAX, PDIP
DUAL OP-AMP, 100 uV OFFSET-MAX, PDSO
DUAL OP-AMP, 1500 uV OFFSET-MAX, PDIP8
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	CA741CT 	OP-AMP, 6000 uV OFFSET-MAX, MBCY8
	HARRIS SEMICONDUCTOR

	CLC406AMC 	OP-AMP, 6000 uV OFFSET-MAX, UUC8
	COMLINEAR CORP

	LD101 	OP-AMP, 6000 uV OFFSET-MAX, UUC8
	ADVANCED MICRO DEVICES INC

	BA4558N 	DUAL OP-AMP, 6000 uV OFFSET-MAX, PSIP8
	

	SG143T_883B SG143Y_DESC SG143Y SG143T SG143 SG143Y	HIGH-VOLTAGE OPERATIONAL AMPLIFIER OP-AMP, 6000 uV OFFSET-MAX, 1 MHz BAND WIDTH, MBCY8
HIGH-VOLTAGE OPERATIONAL AMPLIFIER OP-AMP, 6000 uV OFFSET-MAX, 1 MHz BAND WIDTH, CDIP8
	Microsemi, Corp.
MICROSEMI[Microsemi Corporation]

	OP215GS-REEL7 	DUAL OP-AMP, 6000 uV OFFSET-MAX, 5.4 MHz BAND WIDTH, PDSO8
	ANALOG DEVICES INC

	OP-215BZ/883 OP-215BRC/883 OP-215BJ/883 OP-215CZ/8	DUAL PRECISION JFET-INPUT OPERATIONAL AMPLIFIER DUAL OP-AMP, 3000 uV OFFSET-MAX, 3.5 MHz BAND WIDTH, CQCC20
DUAL PRECISION JFET-INPUT OPERATIONAL AMPLIFIER DUAL OP-AMP, 6000 uV OFFSET-MAX, 3 MHz BAND WIDTH, MBCY8
DUAL PRECISION JFET-INPUT OPERATIONAL AMPLIFIER DUAL OP-AMP, 6000 uV OFFSET-MAX, 3 MHz BAND WIDTH, CDIP8
DUAL PRECISION JFET-INPUT OPERATIONAL AMPLIFIER 双精密JFET输入运算放大
	Analog Devices, Inc.

	LT1712 LT1712IGN LT1712CGN LT1711CMS8 LT1711 LT171	Single/Dual 4.5ns, 3V/5V/5V, Rail-to-Rail Comparators
Single/Dual 4.5ns, 3V/5V, Rail-to-Rail Comparators COMPARATOR, 6000 uV OFFSET-MAX, 5.5 ns RESPONSE TIME, PDSO8
Dual 4.5ns Rail-to-Rail Comparators; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C DUAL COMPARATOR, 6000 uV OFFSET-MAX, 5.5 ns RESPONSE TIME, PDSO16
Single/Dual 4.5ns, 3V/5V, Rail-to-Rail Comparators DUAL COMPARATOR, 6000 uV OFFSET-MAX, 5.5 ns RESPONSE TIME, PDSO16
Dual 4.5ns Rail-to-Rail Comparators; Package: SSOP; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C DUAL COMPARATOR, 6000 uV OFFSET-MAX, 5.5 ns RESPONSE TIME, PDSO16
Dual, 4.5ns, 3V/5V/?V, Rail-to-Rail Comparator
Single/Dual 4.5ns, 3V/5V/V, Rail-to-Rail Comparators
Single/Dual 4.5ns, 3V/5V/±5V, Rail-to-Rail Comparators
	Linear Technology, Corp.
LINER[Linear Technology]

	AD8061ARZ-REEL AD8061ARZ-REEL7 AD8062ARZ-R7 AD8062	Low Cost, 300 MHz Rail-to-Rail Amplifiers OP-AMP, 6000 uV OFFSET-MAX, PDSO5
	Analog Devices, Inc.
ANALOG DEVICES INC

	LTC6702HDCTRMPBF LTC6702HDCTRPBF 	Tiny Micropower, Low Voltage Dual Comparators; Package: DFN; No of Pins: 8; Temperature Range: -40&deg; to  125&deg;C DUAL COMPARATOR, 6000 uV OFFSET-MAX, 500 ns RESPONSE TIME, PDSO8
	Linear Technology, Corp.
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