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	Part No.	UPC4560C UPC4560G2   

	Description	DUAL OP-AMP, 6000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDIP8 
 DUAL OP-AMP, 6000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO8
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									TECHNOLOGY 
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	Part: UPC4560C
	Maker: NEC
	Pack: DIP-8
	Stock: 13
	Unit price 
									for :
	    
									50: $0.27
	  
									100: $0.25
	1000: 
									$0.24
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			 Related Part Number
	
					PART	Description	Maker
	M5218AFP M5218AL M5218AP M5218FP M5218P M5218 M521	DUAL OP-AMP, 6000 uV OFFSET-MAX, 7 MHz BAND WIDTH, PDIP8
DUAL OP-AMP, 6000 uV OFFSET-MAX, 7 MHz BAND WIDTH, PSIP8
From old datasheet system
DUAL LOW-NOISE OPERATIONAL AMPLIFIERS(DUAL POWER SUPPLY TYPE)
Dual Low Noise Operational Amplifier
	MITSUBISHI[Mitsubishi Electric Semiconductor]
Mitsubishi Electric Corporation

	MC4560L-S08-R MC4560L-D08-T MC4560L-S08-T MC4560-D	DUAL OP-AMP, 6000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO8
DUAL OP-AMP, 6000 uV OFFSET-MAX, 10 MHz BAND WIDTH, DIP8
DUAL OPERATIONAL AMPLIFIER
DUAL OPERATIONAL AMPLIFIER-DUAL COMPARATOR
	UNISONIC TECHNOLOGIES CO LTD

	UPC4560C UPC4560G2 	DUAL OP-AMP, 6000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDIP8
DUAL OP-AMP, 6000 uV OFFSET-MAX, 10 MHz BAND WIDTH, PDSO8
	

	UPC4558G2 	DUAL OP-AMP, 6000 uV OFFSET-MAX, PDSO8
	

	UA1558HM 	DUAL OP-AMP, 6000 uV OFFSET-MAX, 1.1 MHz BAND WIDTH, BCY8
	FAIRCHILD SEMICONDUCTOR CORP

	LT1712 LT1712IGN LT1712CGN LT1711CMS8 LT1711 LT171	Single/Dual 4.5ns, 3V/5V/5V, Rail-to-Rail Comparators
Single/Dual 4.5ns, 3V/5V, Rail-to-Rail Comparators COMPARATOR, 6000 uV OFFSET-MAX, 5.5 ns RESPONSE TIME, PDSO8
Dual 4.5ns Rail-to-Rail Comparators; Package: SSOP; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C DUAL COMPARATOR, 6000 uV OFFSET-MAX, 5.5 ns RESPONSE TIME, PDSO16
Single/Dual 4.5ns, 3V/5V, Rail-to-Rail Comparators DUAL COMPARATOR, 6000 uV OFFSET-MAX, 5.5 ns RESPONSE TIME, PDSO16
Dual 4.5ns Rail-to-Rail Comparators; Package: SSOP; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C DUAL COMPARATOR, 6000 uV OFFSET-MAX, 5.5 ns RESPONSE TIME, PDSO16
Dual, 4.5ns, 3V/5V/?V, Rail-to-Rail Comparator
Single/Dual 4.5ns, 3V/5V/V, Rail-to-Rail Comparators
Single/Dual 4.5ns, 3V/5V/±5V, Rail-to-Rail Comparators
	Linear Technology, Corp.
LINER[Linear Technology]

	NJM4250E-T1 NJM4250E-T2 	OP-AMP, 6000 uV OFFSET-MAX, PDSO8
	

	KM4170IT5 KM4170IS5 	OP-AMP, 6000 uV OFFSET-MAX, 2.2 MHz BAND WIDTH, PDSO5
	FAIRCHILD SEMICONDUCTOR CORP

	UA776CDT 	OP-AMP, 6000 uV OFFSET-MAX, 0.7 MHz BAND WIDTH, PDSO8
	STMICROELECTRONICS

	OP-04N OP-14G OP-14N OP-14Z/883 	DUAL OP-AMP, 750 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, UUC14 DIE-14
DUAL OP-AMP, 2000 uV OFFSET-MAX, UUC14 DIE-14
DUAL OP-AMP, 3000 uV OFFSET-MAX, 1.3 MHz BAND WIDTH, CDIP8 HERMETIC SEALED, CERAMIC, DIP-8
	Analog Devices, Inc.
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